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United States of América—Before the Securities
and Exchange Commission

At'a 1‘egular session of the ‘Securities and Exchange Com-
"mmission ‘held at its office in the City of Washington, D. C.
on the 31st day of July A D 1936

IN THE MATTER OF Sou'mwr:sr ROYALms COMPANY OFFERING
SHEET OF A ROYALTY INTEREST IN me.ups ET AL GREGG
Farnm C i o

SUSPENSION ORDER, ORDER FOR HEARING (UNDER RULE 340 (A)),
AND ORDER DESIGNATING A TRIAL EXAMINER

The Securities and Exchange Commission, having reason-
able grounds to believe, and therefore alleging, that the
offering sheet filed by Southwest Royalties Company on the
24th day of July 1936, covering a certain royalty interest in
the property described therein as Phillips et al Gregg Farm
is incomplete or maccurate in the following material re-
spects, to wib:

In that the estimation. of recoverable 011 in Division III, .

i3 stated to be based on the fact that the producmg horizon
of the Grege tract is the same as tha.t of the' other leases
mentionéd as a basis of compa‘nSon

!
It is ordered, pursuant to Rule'340 (a) of the Comm1ss1on’s

General Rules and Regulations under the Securities Act of

1933, as. amended that i‘?he effectiveness .of the filing of said.
otrering sheet be, and 'the same hereby is, suspended until:
the 30th day of August 1936; that an opportunity for hear-:

ing be given to the said Southwest Royalties Company for
the purpose of determining the material completeness or
accuracy of the 'said’ oﬁermg sheet in the respects in which
it is Herein alleged: o 'be’ incomplete or inaccurate, and
whether ‘the said order of suspersion should be revoked or
continued; and . '

"It 15 further ordered that Robert. P. Reeder, an officer of
the Commission be, and he ‘Hereby is, designated as Trial
Examiner to preside at such hearing, to adjourn the said

hearing from time to time, to administer oaths and affirma- |-

‘tibns, subpoena’ witnéssés, ' compel their - attendance, take
evidence, consider any smendments to such offering sheet as
may be filed prior to the conclusmn of the hearing, and
require the production’ of any' books, papers, correspondénce,
memoranda of other records deemed relevant or material
‘to the inquiry, and to perform all other duties in connection
therewith authorized by law; and

It i further ordered, that the taking of testimony in this

proceeding begin ‘on the 1Tth day of-August 1936, at 11:00 |-

o'clock in the forenoon of that day at the office of the
Securities'and Exchange Commission, 18th Street and Penn-
sylvania Avehue, Washington, D. C., and continue thereafter
at such times and places as said officer may designate. '
 Upon' the completion of testimony in this matter the
officer is directed to close the hearmg and make hlS report
to the Commission. : -
By the Comxmssior;

" [sEAL] FraNCIS P. BRassor, Secretary.

[F. R. Doc. 1637—Filed, August 3, 1936} 12:5¢ p. m.}

Wednesday, August 5, 1936

' No. 103
PRESIDENT OF THE UNITED STATES.
o ’E‘{ECUTIVE ORDER - IR

ESTABLISHING PATHFINDER WILDLIFE REFUGE VVYOMING l

By virtue of and:pursuant.to-the authority ‘vested in me as
President of the' United :States and bythe act of June 25,
1910, ch. 421, 36 Stat. 847, as amended by the act of August
24, 1912, ch. 369, 37 Stat. 497, and in order to effectuate further
the purposes of the Migratory Bird Conservation Act, ch. 257,
45 Stat. 1222, it is ordered that, subject to valid existing rights,
the followmg~deecribed Jands' in Wyoming, surveyed or un-
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surveyed, be, and they are hereby, withdrawn from settle-
ment, location, sale, entry, or other form of appropriation
and reserved and set gpart for the use of the Department
of Agriculture as a refuge and breeding ground for birds and
other wildlife:

) S1xTH PRINCIPAL MERIDIAN

T.26 N, R.84 W.,, sec, 4, all;
. sec. %, JI?X%:S;} and ﬁ,sSE;/zNEIA, SEY:
o sec. 4, NEWSEY;
sec. 9, N5, NVle/
T.27N.,R.84¢ W.,sec. b, lots to 4,
WISWiL;
secs, 6 and 7, all;
sec. 8, NWILNW1,,;
secs. 18, 19, nnd 20;
sec. 28, SW /
secs. 29 to 32 Jnclusive;
sec, 33, Wis.
T.28N., R.84W., sec. 3, lots 3 and 4, S1,NW, S\V%,
secd. 4 ta 9, Inclusive;
sec. 10, W!/z.
sec. 165, Wis;
secs, 16 to 20 inclusive,
sec. 21, NY 2, SW%, Wi,S8EY;
sec. 28
secs. i.;g i% ‘?‘? i:%c}/uslve'/
sec. 8 hy WiZBWIL.
T.29 N., R. 84 W, sec. 4,8/2,
sec. 5, 8155
sec. 6; all; :
see. 7,106 1, NEM.;E.’/:N\V’A,N
sec. 8, Nl/z, N12S1s, S14SEY;
secs. 9 and 186, all;
sec. 17, NE%,E%,SWIA,SE’A.
sec. 19, El%;
secs. 20 to 23 inclusive;
sec, 24, S’/zNW’A, SW;
sec.'25, Wi;
secs. 26 to 29 inclusive;
sec, 30, BlL;-
sec. 31, El5;
secs. 32 to 35 inclusive,
sec, 36, Wi
T. 30N R 84W sec. 31, lots 1 to 4, tncluslve, BIL8W1I,.
T. 27 N.,R. 85 W., sec. 12, El5;
- sec. 13, Bls.
T 28N R. 85W sec. 1, all; .
sec. 2, lots 1 and 2, SI,NEY,, SE%.
sec. 11, El5;
secs. 12 and 13, all;
sec. 14, Bl
sec. 23, Elp;
sec. 24, all;

inclusive, SWILNWH,

V8B

sec. 25, N'/g. NLSEY. |
T.29N, R. 85W secs. 1 to 4, Incluslive;

sec. 5, lots 1, 2, and 3, Sl/zNE%,SE%NW%.S,g,

sec. 6, SE‘/’

' ' gec. 12, NV, NEY;, SWIANEY;, Wi,
T. 30 N., R. 85 W., s€c,. gg SW’A, BW14SEL,
.7 . sec.
sec. 29 SW%NE%.;S%N‘W%,

sec. 30 S%NE’{‘
sec. 32, NEY;, B /gW,g, SE%.

-secs, 33 to 36, Inclusive,

. The greater part of the land herein reserved has been
withdrawn for reclamation purposes in connection with the
North Platte and Casper-Alcova Projects, and is primavily
under the jurisdiction of the Department of the Interior.
The reservation of such land as a wildlife refuge ig subject
to the use thereof by the said Department for irrigation and
incidental purposés. o

The reservation made by this order supersedes as to any
of the above~described lands affected theéreby the temporary
withdrawal for classification and other purposes made by
Executive Order No. 6910 of November 26, 1934, as amended.

This refuge shall be. known as the Pathfinder Wildllfe
Refuge. .

Executive Order No 4860 of April 19, 1928, establishmg
the Pathfinder Reseérvation reserving certain lands withinh o
reservoir site'in Wyoming as the Pathfinder Blrd Refuge is
hereby revoked

S¥:

) FRANKLIN D ROOSEVELT
T}m Wmmn .’Hovse, .

Aug. 1, 1936. ]
‘ . INo. 174251 o

TF. R. Doc. 1655—Filed, August 4, 1936; 11:53 a. m.}
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DEPARTMENT OF COMMERCE.
Bureau of Marine Inspectxon and Navigation.

_Pursuant:to call under authority of Section 4405 of the
Revised Statutes by the Honorable Daniel C. Roper, Secre-
tary of Commerce, a special meeting of the Board of Super-
vising Inspecfors, consisting of: J. B. Weaver, Director;
Oscar G, Haines, Supervising Inspector, No. 1, New England
District; George Fried, Supervising Inspector, No. 2, New
York District; Eugene Carlson, Supervising Inspector, No.
3, Middle Atlantic District; Cecil N. Bean, Supervising In-
spector, No. 4, Gulf District; Harry Layfield, Sunervising
Inspector, -No. 5, Interior Rivers District; Alvin A. Mor-
rison, Supervising Inspector, No. 6, Great Lakes District;
William Fisher, Supervising Inspector, No. 7, Pacific Coast
District; was held in the office of the Director, Washineton,
D.. C,, commencing July 9, 1936. The following resolutions
were unanimously adopted:

[Resolution No. 3990-1]
RULES AND REGULATIONS FOR TANE VESSELS

Resolved, Under authority of Sections 4405, and 4417a of
the Revised Statutes (Public, No. 765, 74th Congress), that
the following “Rules and Regulations for Tank Vessels” be,
and the same are, hereby established for sole application to
tank vessels to the exclusion of all other Rules and Regula-
tions of the Board of Supervising Inspectors of the Bureau
of Marine Inspection and Navigation heretofore applicable
to such vessels:

RULES For TANK VESSELS
RULE I
(Outline of Sections)
Introduction

1. Basis and Application of Rules,
2. Division of Rules and Designations of their Application.
3 Definition of Terms.

Inspection and Certification For Tank Vessels

Section I-1. General.
I-1-1. Authority for Regulations.
I-1-2. Source of Regulations.
I-1-3. Penalties for Violations.
I-1-4. Effective date of Regulations.
SecTIiON. I-1-5. t[‘inv1e ;Aélowance for Changes in Existing Tank
. ‘ess!
I-1-6. Owners Right of Appeal.
SECTION %—g_ Certificates of Inspection.
—2-1.

Application for Certificates of Inspection of New

. Vessels.

- I-2-2, Application for Certificates of Inspection of All

Existing Tank Vessels.
I-2-3. Period Covered by Certificate of Inspection.
I-2-4. Both Inspectors to Sign Certificates of Inspection.
SectioNn I-3. Inspection of Tank Vessels.
I-3-1. Authority.
I3-2. American Bureau of Shipping.
I-3-3. Inspection of New Tank Vessels,
I-3-4. First Inspection of Existing Tank Vessels,
~ _ I-8-b. Vessels Converted to Tank Vessels.
I-3-6. Annueal Inspection,
I-3-7. Drydock Inspection.
I-3-8. Special Inspections.
Section I-4. Manning of Tank Vessels,
T-4-1. Licensed Officers and Crew.
I-4-2. Unmanned Tank Barges.
I-4-3. To(x_:vrlng Vessels May Carry Persons in Additlon to
ew.

I-4-4, Right of Appeal.

Secrion I-5. Waterways Operated Over.
X I-5-1. Waterways.
SectioNn I-6. General Inspection Reports and Procedure.
I-6-1. Annual Reports of Inspectors.
I-6-2. Accldent Reports of Inspectors.
I-6-3. Notice of Revocation or Suspension of Licenses
and Certificates,
‘T-6-4, Inspectors Not to Accept Statements.
Section I-7. I.oad Lines, -
. I-7-1. Tank Vessels Subject to Regulations for Estab-
lishment of I-oad Lines.,
SecrioN I-8. Specifications: Bollers, Pressure Vescels, and Pjp-
- - Ing Systems. .
. I-8-1. Tank Vessels Subject to Rules I and XI of General
. Rules and Regulations, prescribed by Board of
- Supervising Inspectors, wherever applicable.
Section I-9. Appendices:
I-9-1. Appendices B and C a part of these rules.

Vol. I—pt. 1—-37—60
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Rures ron Tank VESITLS
RULE I
Introduction

1. Basis and Application of Rules—These rules govern the
resulation and inspection of all fank vessels, which are sub-
Ject to regulations and inspection under the provisions of
law administered by the Bureau of Marine Inspection and
Navigation.

2. Division of Rules end Designations of Their Applica-
tion—(a) The rules are in five major divisfons, and speci-
fications are in the Appendices, viz:

Rule I.—Inspection and Certification for Tank Veasels

Rule II.—Hulls, Machinery, and Equipment for Tank -Ves-
sels.

Rule III—Yife-Saving Appliances for Tank Vesssls.

Rule IV —Fire-Fighting Equipment for Tank Vessels.

Rule V.—Operation of Tank Vessels.

Appendiz A—~—Rules of Practice in Investizations and
Trials.

Appendiz B~—Licensed Officers and Certificated Men.

Appendiz C~Specifications: Iife-Saving Appliances.

(b) The vessels and services to which each item of the
rules applies are indicated by letters in the leif-hand margin
opposite the item number, for example:

1. TB/ALL signifies an item applicable to both fank ships
and tank barges in all waters.

2. 7/0C signifies an item applicable only to tank ships in
ocean and coastwise service.

3. B/R signifies an item applicable only to tank barges
in river service, -

4. T/RB signifies an item applicable only to tank ships
in service on rivers, bays, sounds, and lakes other than the
Great Lakes.

5. B/L signifies an item applicable only to tank barges
on the Great Lakes.

3: Definition of Terms—Certain terms used in these rules
are defined as follows:

(2) Approved.—the term “approved” means approved
by the Bureau of Marine Inspection and Navigation unless
otherwise stated.

(b) Board—The term “Board” means the Board of
supervising Inspectors of the Bureau of Marins Inspaction
and Navigation.

(¢) Burcau—The term “Bureau” means the Bureau of
NMarine Inspection and Navigation.

(d) Cargo.—(See “Inflammable Liquid” and “Combus-
tible Liquid.™

(e) Certificated —The term *“Certificated”, when ap-
plied to tanlk vessels, refers to a vessel covered by a cerfifi-
cate of Inspection issued by the Bureau of 21arine Inspec-
tion and Navigation; when applied to men emploved on
tank vessels, refers to a certificate of abilify issued under
authority of the Sceretary in accordance with the requirve-
ments of these regulations.

(f) Classification Requirements—Tne term “Classifica-
tion Requirements” means applicable rules and supple-
mentary requirements of the American Bureau of
Shipping, or other recognized Classification Society.

(g) Coastwise~Under this designation shall be included
all tank vessels normally navigafing the waters of any
ocean or the Gulf of Mexico, 20 nautical miles or less
off shore.

(h) Cofferdam.—A cofferdam iIs a space, having a widih
sufilcient for ready access, with tight bulkheads on both
sides. In these rules, any one of several spaces shall be
considered ta be equivalent to a cofierdam, as follows:

1. A cargo pump rocm.

2. A tank, either empty or used, to carry a liguid hav-
ing a flash-point of 150 desrees F., or above.

3. A horlzontal afr space elther enclosed and vented
or open fo the atmosphere.

(1) Combustible liquid—A combustible Hquid is.any
liquid havinz a flash-point absve 30 degrees F. (as deter-
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mined from Tagligbue’s open-cup tester, as used for test
of burning oils). In these.rules, combustible liquids are
referred to by grades, as follows;

Grade D.—Any combustxble liquid having a flash-
point belovr 150 degrees 'F. and ‘above 80 degrees F.
" Grade' E. -—Any ‘combustible Taiid havmg 4 ’ﬂash-
point of 150 degrees F or above e

[

(}) Director —The term “D1rector” means the Dlrector
. of ‘the Bureau of Marine Inspection and Nayvigation.
. -k Ezisting, Tanlo(Vessel —An “existing; tank vessel” is
any tank vessel, the construction of which was. started prior
to November 10, 1936, and shall- mclude any.vessel the-con-
version of which, Jinto a ta.nk vessel was started prior to
November 10, 1936.

(1) Flame Arrester.—The; term “flame .arrester!, means
any device or,-assembly, of, a, cellular,,tubular, pressure,. or
other type and of a size- approved for, preventmg the pas-
sage of flames into enclosed spaces. ., _ g

(m) Flame Screen—The term “fame screen” mea.ns &
single screen of corrosion-resistant wire of .at least 30 x: 130

mesh, or .two- screens; ,,hoth of~ corrosxon—remstant wire, . of |,
at least 20 x 20, mesh,,spaced not less than %-or. more than |’

14, inches-apart. -,

(n) Flash Point—The; term “ﬂash pomt” mmcates the) !

temperature in degrees, Fahrenhelt at which a liquid gives
off an inflamimable vapor when heated ‘in' 8 Taghabue
open-cut tester. For the purpose ‘of ‘these Regulatlons,
fiasH' points detéfined- by 'other testing, ‘methods will be
equivalent to those determined- wﬂ:h the Taghabue open-cup
tester,ias followss Slvi s i

LTy v ro Equivalent Flash Points- ;.

.o [P
1 o

Taglizbue Pensky- -’
. o Tagliabue .| Closed Cup | Martens ;
Open Cup Tester Closed 'reste; o .
Tester (A.S.T. M. | (A. .
. D-56-21) D-93-22) .
i e | ot p e ool
Degrees Fahr. Degrees Fahr Degr:ees i’a&lr‘. :
GO0 AL AT e ey I
: SR TR [ i} RN

(0) Gas Free~The ‘term: “gas:{free”: means free cfrom
dangerous concentrations: 6f inflammable or toxic gases::

(p) General Rules and Regulations.—The term “General
Rules and Regulations” means the - General Rules and
Regulations prescribed by the cboard of supervising
inspectors of the: Bureau of 'Marine Inspection and
Navigation.

(@) Greal Lakes-—Under ithis designation shall be in-
cluded all’tank vessels navigating the! Great Lakes. -

(ry Inflammable Liquid~—An inflammable liquid is any
« liquid which gives off inflammable vapors (as determined
by flash’ point 'ffom Tagliabue’s open-cup tester, as used
for 'test of burning oils) at or below- a temperatuie of
80° F. In these rules, mﬁammable liquids are referred
to by grades, as follows*

Grade A—Any 1nﬁammab1e liquid havmg a Re1d
Va.por Pressure of 14 pounds or more.

Grade B.—Any inflammable Hquid having. a Reid
Vapor Pressure under 14 pounds and over 8% pounds.

Grade C.—Any. inflammable- liquid having a Reid
Vapor Pressure of 8% pounds or less and g flash pomt of
80° F. or below

(s) Lakes, Bays, and Sounds —Under this desrgna.mon
shall be included all tank vessels navigating the waters of
any.of the lakes, bays, or sounds other than the waters
of the Great Lakes.

(t) Inspector—The. term. “mspector” means a local or
other inspector duly-designated by the Bureau of Marine
. Inspection and Navigation.

(u) New Tank Vessels—A “new ta.nk vessel” is any tank
vessel the construction of which is started on or after
November' 10, 1936, and shall include any vessel the con-

o

)
gt
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version of which into a tank vessel is stirted on or safter
November 10, 1936.
(v) Ocean—Under this designation shall be included
~all tank! vessels normally navigating .the waters of any
- ocean orthe Guif of: Mexico more than 20 nautical miles
- off shore.: .
© (w) “Permit—The term “permi » refers to an endorse-
ment on the certificate of inspection guthorizing the pres-
‘ence on board of lquid inflammable or combustible car-
‘goes in bulk, issued by a local board of inspectors to o
- tank - vessel which fs fouhd to be in substantial compli-
. ance with these Regulations.

(x) Pilot' Rules~The term *“pilot ruIes” means the
..current edition or revision of Pilot Rules, in three parts, as
issued by the Bitreau of Mariné Inspection and Nuviga-
“tion; namely (1) Pilot’' Rules for Certain Inland Waters’
of the -Atlantic' and Pacific Coasts and of the coast of’
the Gulf of Mexico; (2) Pilot Rules for the Great Lakes
and their connecting and tributary waters; and (3) Pilot
Rules for rivers whose waters flow into the Gulf of Mexlico
and their tributaries snd the Red River of the North.

, ) Pressure~-Vacuum Relief Valves—The term. “pres-
sure-vacuum Jellef va.IVe” means any devme or assembly
of a mechamcal lig d welght or ather type and of & slze
7approved for (the automatic regulation of pressire in
_ enclosed spaces. ,
| . A=), Recognized, Classzﬁcatzon Society.~The term “recog-
nized classification society” means the American Bureau,
‘of Shipping or other Classification Soclety recognized by
the Bureau.

(aa) Reid Vapor Pressure—Reid Vapor Pressure is
the vapor pressure of a liquid at a temperature of 100°
F. expressed in pounds per square inch absolute as
determined by the “Reid Method”, as described in
Technical Method D-323-327 of the American Soolety
for Testing Mdterials.

(bb) Ripers—Under this designation shall be {ncluded
all tank vessels whose navigation is restricted to rivers
and/or to canals exclusively,

(cc) Secretary—The terin “Secretary” means the
Secretary of Commerce. :

(dd) Spark Arrester—The term “spark arrester”
means any device, assembly, or method of & mechanical
centrifugal, cooling, .or other type and of a size ap-
proved for the retention or quenching of sparks in ex-
haust pipes from internal ‘combustion engines.

(ee) Supervising Inspector—The term *“supervising
inspector” means a supervising inspeotor of the Bureau
of Marine Inspection and Navigation.

ff) Tank Barge—~A “tank barge” is any tank vessel
not equipped with means of self-propulsion.

(gg) Tank Ship~—A “tank ship” is any tank vessel
propelled by power or sail.

(hh) Tank Vessels—A. “tank vessel” ig bny vessel es-
pecially constructed or converted .to carry lquid bulk
cargo in tanks.

Inspection and Certification for Tank Vessels
Sscnou' I-1—GENERAL

I-1-1. Authority for Regulations—TB/ALL, (a) Every tank
vessel subject to these regulations shall be inspected to see
that its hull, boilers, machinery, apparatus for stordge, and
appliances comply with law and these regulations. If such
vessel is found to comply: with law and these regulations, a
certificate of inspection shall he issued to if, or to its owners,
by the local inspecfors of the Bureau.

TB/ALL. (b) Certificates of inspection for tank vessels shall
be identical in form to certificates issued to other catgo ves-
sels, and in addition to the manning requirements and waters
which may be operated over, they shall be indorsed “In-
spected and approved for the carriage of inflammable or com-
bustible liguids of Grade A, B, C, D, or E” (as the case may
be), and such indorsement shall serve as a permit for such
vessel to operate.
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- TB/ALL. (¢) The certificate of inspection shall be verified
by the oaths of both-of the inspectors signing it, before the
chief officer of the customs of the district or by any other
person competent by law to administer oaths. Such certifi-
cate shall be -delivered to the master or owner of the tank
vessel to which it relates and shall be framed under glass
and posted in a conspicuous part of the vessel: Provided,
however, That where it is not practicable so to expose said
certificate, it shall be carried in the vessel in such a manner
as prescnbed by the. inspectors,

‘I-1-2. Source of Regulations —TB/ALL—The Board of
Supemsmg  Inspectors with the approval of the Secretary of
Commerce-is authorized and directed to establish rules and
regulatmns for all vessels having on board any inflammable
or combustible hquxd cargo in bulk.

" I-1-3. Penalties Jor Violations—TB/ALL. (a) Certificates
of Inspection for-tank vessels may -be revoked or suspended
by the Bureau where such process is authorized by law.

I-1-4. Effectivée Date of Regulations ~—TB/ALL--These
reguldtions shall become effective on and after November 10,
1936 o

. I-1-5. Time Allowance ‘for Changes in Ecxisting Tanl Ves-
sels—TB/ALI—After the initial inspection of an existing
tank vessel by the local inspectors to determine whether such
vessel complies mth these regulations, the inspectors shall
furnish the owner or master, in writing, a list of the changes,
if any, required-io be made to the vessel in order that it
may comply-with the requirements of these regulations, and
a. penod of nof to exceed one year may bhe allowed such
owmer t0 make such changes, not previously required by
regulations of tHe Bureau, after which the vessel shall be
reinspécted. Until such reinspection is made, such vessels
shall be permifted to operate under a special certificate of
inspection and permit which will not restrict its use for the
transportation of liquid mﬁammable or, ‘combustible cargoes
in bulk. :

“1-1-6. Owners’ Rzght of Appeal, —TB/AIL——Whenevel
any person directly interested in or affected by any decision
or actmn of any board of local inspectors of vessels shall
feel “aggrieved by “such decision or action, he may appeal
therefrom to the supervising inspector of the district, and
a like appeal shall be allowed from any decision or action
of 'a ‘superyising inspector to the Director whose decision
when approved by the Secretary of Commerce shall be final:
Provided, however, That application for such re-examination
of the case by a suipervising inspector or by the Director shall
bé ‘made within thirty days after the decision or action
appealed from shall have been rendered or taken.

SECTION I-2—CERTIFICATES orF INSPECTION

- I-2-1. Apnlication  for- Certificate of Inspection of New
Vessels—TB/ALIL—Prior to the commencement of the con-
struction of any new tank vessel, or prior to the commence~
ment of the conversion of any vessel to a tank vessel, appli-
cation for the approval of contract plans and specifications
and for a cerfificate of inspection shall be made in writing
to the Bureau and no such construction or conversfon shall
be proceeded with untﬂ. such approval is granted. (See
1-3-3)

- I-2-2. Application for Certificate of Inspection of All
Ezisting -Tank Vessels—TB/ALT—Application for a certifi-
cate of inspection for an existing tank vessel, endorsed as o
permit for the {ransportation of inflammsble or combustible
liquids in bulk-shall be made in writing to the local inspec-
tors of the district in which the tank vessel operates within
30 days after the effective date of these regulations.

1-2-3. Period ,_C'oz;ered by Certificate of Inspection—
TB/ALL—Certificates of inspection for any period less than
one year shall not be issued.

$-2-4. Both Inspectors io Sign Certificates of Inspee-
tion—TB/ALL—Certificates of inspection shall be sizned
by both local inspectors, or by a supervising inspector, as
provided in Section 4409 of the Revised Statutes.

SECTION I-3—INSPECTION OF TANK VESSELS
I-3-1. Aulhority—TB/ALL—Inspectors may at any time

lawfully inspect any tank vessel within their respective dis-
{ricts.
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1-3-2. American Bureat, of Skipping.—TB/AIL. (2) In the
inspection of hulls, bollers, and machinery of vessels, the rules
promulgated by the American Bureau of Shipping designated
“Rules for Buflding and Classing Steel Vessels, 1936” and
“Entered according to Act of Congress, in the office of the
Librarian of Congress at Washington, by the American Bu-
reau of Shipping, April, 1936", respecting material and con-
struction of hulls, boilers and machinery, except where
otherwise provided for by these rules and regulations, are
hereby adopted, and chall be accepted as standard by the
inspectors of this Bureau.

TB/ALL. (b) The approved plans and certificate of the
American Bureau of Shipping, or other recoznized classifica-
tion saclety for classed vessels, may be accepted by the Bu-
reau or its inspectors as evidence of the structural efiiciency
of the hull and reliability of machinery of vessels subject to
these regulations, excent as far as existing law or these rezu-
lations place definite responsibility on the Bureauw or its
inspectors.

‘TB/ALL. (a) Plans—Triplicate copies of contract plansand
specifications shall be submitted to the lacal inspectors having
Jurisdiction, and if the tank vessel s to b2 classed, such plans
and speeifications shall first be approved by a recognized
clossification society. Two copies of such plans and spscifica-
tions shall be forwarded by the local inspzctors to the Bu-
reau for its approval. Such plans and spscifications shall be
promptly reviewed by the Bureau and if found to be in sub-
stantial asreement with these rezulations, they shall he
marked “Approved”, and dated and signed by the Bureau,
and one set shall be returned to the owner or builder. If such
plans or specifications are not approved, the Bureau shall
notify the owmer or builder promptly wherein they fail to
comply with these regulations.

TB/ALY,, (b) Inspsction—During construction and upon
completion of each tank vessel it shall be inspected by the
local inspectors to determine whether it has bezn built in
accordance with the approved plans and specifications, and,
if o0, a certificate of inspection endorsad as a parmit for the
carrlage of inflammable or combustible liguids in bulk for the
proper grade or grades of cargo shall be issued fo the vessel
or its owner,

TB/ALL. (¢) Certificate of Class may be accepted—~In the
event such tank vessel is claszed by the American Bureau of
Shipping or other recommized classification scciety the ap-
proved plans and certificates of such society may ke ac-
cepted by the Bureau or its inspectors as evidence of the
structural efiiciency of the hull and reliability of machinery,
except In cases where existing Iaw or these regulations place
definite responsibility on the Bureau or its inspectors.

I-3-4. First Inspcction of Ezxisting Tanl: Vessels.—TB/ALI.
(a) Coertificale of Class may bz accepted as evidence—If the
tank vessel has boen classed and maintained in class with the
American Bureau of Shipping or other recoznized classificd-
tion society, the approved plans and certificafes of such soei-
ety may be dccepted by the Bureau or its inspactors as evi-
dence of the structural efiiclency of the hull and reliability of
machinery of such vessel, except as far as existing law or
these regulations place definite responsibility on the Bureau
or its Inspectors,

TB/ALL. (b) If not classed or maintained in class—IE
the tank vecsel has not been claszed, or if classed has nof
been maintained in class, it shall be freed of gas and sadi-
ment and, if deemed necessary by the local inspectors,
shall be placed in drydock, or on a slipway, or hauled ouf
for examination. The vessel shall e inspected both infer-
nally and externally by the local inspectors. If found
necessary, it shall be modified, altered, or reconstructed fo
conform as nearly as is reasonable and pracficable fo thesa
regulations.

TB/ALY. (c) Certificate of Inspeciion of Ezxisting Tank
Vessels—W7hen it has heen determined by the lacal inspec-
tors that any existing fank vessel is in reasonable com-
pliance with these rezulations, or when any tank vessel
not originally in compliance with these regulations is maodi-
fled, altered, or reconstructed to conform in a reasonable and
practical way to these regulations; then such tank vessel
shall be issued o certificate of inspection endorsed as a

2
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permit’ for the- carriage’ of inflammable-and/or ‘c¢ombustible
liquiids' in bulk and for the proper grade or grades of such
cargo. EPU L) ' .

1-3-5. ’Vesseie Converted to Tank Vessels, —TB/ALL—The
procedure for thé'inspection of vessels converted 10~ tank
vessels shall conform to'the inspection for hew tank vessels
as called for in I—3—3 and, such vessels shall comply with
the requirements ‘of inspection for converted vessels as set
forth in the'se regulations. -

1-3-6. Annual Inspection —TM/ALL (a)"The local inspec-
tors shall once in every year, at least, carefully mspect each
tank vessél within their réspective dlstricts and shall satisfy
themselves' that every -such vessél so inspected is of a struc-
titre suitable for the carriage of inflammable’ and/or com-
bustible liquids in bulk and for the prOper grade or grades of
such cargo in the’'servide in which she is employed; and if
they deem it'expedient, they may direct the vessel to be put
in motion, and may adopt any other suitable means to test her
sufficiency and that of her equipment. i

TB/ALL. (b) If such inspection reveals deficiencies in main-
tenance' as called” for by these regulations, such- necessary
repairs or improvements shall be made as may be’ ordered to
comply herewith.

TB/ALL. (¢) 'The annual inspection of all tank vessels shall
be made on written application, presented to the Iocal inspec-
tors by the owner, master, or authorized agent of ‘the vessel
to be inspected. 'Such apphcation shall state upon its face
that previous application for inspection has not been made 6
any other board of local inspectors or supervising’ inspectors.

I-3-7. Dryddck Inspection~—TB/ALL., (a) Whenever any
tank vessel is placed upon the dock for repairs, it shall be the
duty of the master, owner, or agent to report the same to the
board of local inspectors of that district, and if the condition
or age of the vessel in the Judgment ‘'of the inspectors renders
an examination necessary, a thorough inspection may be made
by them to-determine what is necessary-to make stich vessel
seaworthy and come within the provisions of these regulations.

TB/ALL, (b) All tank vessels, other than those used in
fl esh water service exclusively, 'shall be placed in drydock,
br on & slipway, or shall be hauled out for examination at
least once each calendar year: Provided, howeper, That if
it is impracticable to comply with this requirement because
g vessel is either on a voyage or is'tied up, such a vessel shall
be placed in drydock, or on a slipway, or hauled out for
examination at the completion of the voyage or before being
placed in service. .

TB/Fresh water. (¢) All tank vessels used in fresh water
service exclusively shall be placed in drydock, or on & slip-
way, or shall be hauled out for exammation at least once
in every four calendar years.

TB/ALL. (d) At such dockings, the vessel may be mspected
and shall be 1epai1ed as found necessary: Provided, how-
ever, That the requirements of drydock inspections may not
apply to tank vessels classed and mamtamed in class with
the recognized classification society,

I-3-8 Special Inspections—~TB/ALL. (a) Repalrs and Al-
terations Involving Safety. No extensive alterations in-
volving the safety of & tank vessel either in regard to hull
or machinery shall be made without the approval of the
Bureau. Before such alterations are carried out, copies of
drawings and speczﬁcatxons, in triplicate, for the work in-
volved shall be_forwarded to the local inspectors for sub-
mission to the Bureau for approval and if approval is given,
one set 'of said plans and, specifications, properly approved
and dated, shall be' returned to the owner or to the repair
yard designated by the owner. If such plans and specifica-
tions are ,not approved the Bureau shall promptly notify
the dvier or desighated shipyard wheérein ‘they fail to com-
ply with these regulations. No extensive repairs to hull or
machiné which affect; the safety of a vessel shall be made
without the knowledge ‘of the local inspectors. -

“TB/ALL.’ (b) For Stability—When the local mspectors
have any reasdn to question the stabihty of any tank vessel
under theéir' jurisdiction, they shall ‘reqitire the owners of
the tank vessel to inhke inchmng “tests of such vessel.

.
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8 ’I'B/AIL ©) To proceed to Other Ports for Repairs --Local
inspectors' issuin a permit fo'any fank vessel to proceed to
other ports for repairs shall state upon the face of the same
the' conditxons upor which it 'is granted and whether the
tank vessel is to he allowed to carry cargo and the qudntity
of cirgo: Provided, That no tank vessel whose certificate has
expired shall be permitted to carry cargo while én routé to
another port for repairs. When tank vessels obtain a permit
from the local irispectors of a district to go from their district
to another to make repairs, said 'local inspectors shall notify
the supervxsing ‘inspector of their distriet, stating the repairs
{o be made on' said’ tank vessel, The supervising inspector
shall notify thé supervising inspector of the distriet where
such 'répairs are to be made, furnishing him a copy of the
report of the inspectors indicating the repairs ordered on
sald tank vessel.

T/ALL. (d) For Trial Trzpé —On the trial trip of each new
or converted tank ship, an inspector shall be present to ob-
serve from the standpoint of safety in the carriage of inflam-
mable and/or combustible liquids in Bulk, the operatiod of
boilers, engines, steering gear, and auxiliaries; and if 1ot
satisfied with the performance of such boilers and machihery,
appliances,’ and apparatus for stowage, he shall make such
requirements as in his judgment will overcome ahy deficlen-
cies_ which may have come under his observation.

oL SecTION I-4—MANNING OF TANK VESSELS °

I—4—i Licensed Officers ahd Crew—TB/ALL. () Thelocal
inspectors shall make in the certificate of inspection of each
tank vessel an entry of such complement of officers and/oY
crew, ‘including certificated life boat men (and certificated
tanker men where required by these regulations), separately
stated, which in the judgment of the Local Inspectors who
inspect the vessel will be necessary for her safe operation. The
complement may be changed from time to time by endorse~
ment on such certificate by local inspectors by reason of
change ‘of conditions or employment.

TB/ALL (b) Wherever these regulations refer to & cer-
tificated tanker man, the holder of & license as master or mate
shall be considered as qualified fo perform all dufies of such
tanker man without being certificated as such,

TB/ALL. (¢) In all cases where a certificate of inspection
does not require a licensed master and a licensed mate, the
local inspectors shall enter in the permit issued to any manned
tank vessel subject to these regulations, the number of the
crew fo be certificated as tanker men. If the fotal comple-
ment is either one or two persons, only one shsall be so cer-
tificated; if the total complement exceeds two, only two shall
be certificated as tanker men.

I-4-2. Unmanned Tank Barges—B/R—If tank barge$ op-
erating in inland waters tributary to the Gulf of Mexico be
operated in flotilla, being in actual physical contact with each
other and/or the towing vessel and at all times being accessible
from the towing vessel, separate crews for each barge need
not be carried: Provided, however, That a sufficient number
of the regular complement of the towing vessel have cer-
tificates -as tanker men so as to provide at least one such
certificated tanker man on each watch.

' I-4-3. Towing Vessels May Carry Persons in Addition to
Crew—B/L. B, R. (a) Towing vessels engaged in towing
tank barges on the Great Lakes and ofhér inland waters
miay be authorized by the supervising inspector of the dis«
trict to carry on board stich number of persons in addition
to its crew as shall be deemed mecessary to carry on the
legitimate ‘business of such tfowing vessel, not exceeding,
however, oné person to every net ton of the towing vessel.

B/L. B. R. (b) Supervising inspectors granting license to a
vessel engaged in towing to carry persons in addition to its
crew, shall notify the local insepctors in whose jurisdiotion
thé 'vessel receiving the permit is engaged, and the local
inspectors shall keep a record of the sdame.

I-4-4. Right of Appeal —TB/ALI—The ‘decision of the
local inspectors as to the manning of any tank vessel shall
be subject to a right of appeal in the same manner as.pre-
scribed in paragraph, I—],— . . .
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SecTioN I-5—WATERWAYS OPERATED OVER

I—5—-1. Waterways —TB/ALL.—The certificate of inspec-
tion shall show the waterways over which the tank vessel
is permited to operate, such as: Oceans; Coastwise; Great
Iakes: I.akes, Bays, and Sounds, other than the Great
Lakes, Rivers; or ALL WATERS.

Sncnox T-6—GENERAL INSPECTION REPORTS AND PROCEDURE

1-6-1. Annual Reports of Inspectors—TB/ALL—Locel In-

spectors shall report for each fiscal year, as soon as practicable
after the end of each fiscal year, to their supervising inspec-
tors, all vessels inspected, arranged according to class and
grade; all examinations into alleged violations of the laws
regulating vessels, .and the action taken in relation to the
same; all investigations and decisions by local inspectors; all
cases of appeal and the result thereof; casualties and investi-
gations of same; the names of 2ll persons licensed or certifi-
cated; - the names of all whose lcenses or certificates have
been suspended or revoked; the.names of all persons from
whom licenses or certificates have been withheld; and shall
render all other annual reports required by the regulations
of the Bureau. These reports, together with any other annual
Teports that may be submitted by supervising and local in-
spectors, shall be forwarded by supervising inspectors to the
Director. --_
-. No supervising mspector shall make his annual report pub-
lic until after the same has been printed and made public by
the Bureau; and, further, no local board, or the clerk thereof,
shall make public any report without the consent of their
supervising inspector or that of the Director,

I-6-2. Accident: Reporis of Inspectors—~TIB/ALI—YLocal
boards shall report forthwith to their supervising inspectors
and the Bureau in detail all accidents of a serious character,
such as.collisions, founderings, sinkings, fires, and all other
casualties of interest to or affecting the Bureau in their
respectlve districts. :

-1-6-3. Adjoining Districts to be Notified of Revacations or
Suspenszons of Licenses, and Certificales.—TB/ALL—It shall
be.the duty-of local inspectors to notify the local inspectors

-of adjoining districts, through the supervising inspector, of
all revocations or suspensions of licenses and certificates, and
also of the names of all persons from whom licenses or cer-
tificates have been withheld; the names of all vessels neglect-
ing or refusing to make repairs when ordered, and the names
of all that have been refused certificates, with the reasons
therefor.

I-64. Inspectors Not to Accept Statenwnts—TB/AIL—
Inspectors_shall be guided by conditions as actually found
by them and in no case shall they be justified in accepting
the statements of others where first hand information is
obtainable.

SecrioN I-T—Lo0Ap LINES

I—-7—1. E’stablishment of Load Lines—TB/ALL—ALl tank
vessels are subject to the applicable regulations of the Secre-
tary of Commerce for the establishment of load lines.

S}:cnon I—8—Sx=ncmmnons’ Bom.erS, PRESSURE VESSELS, AND PIFING
SYSTENS

" T-8-1. Rules I and II, prescribed by Board of Supervising
Inspectors—All tank vessels are subject to Rules I and IX
of the General Rules and Regulations as prescribed by the
Board of Supervising Inspectors and approved by the Secre-
tary of Commerce, wherever applicable, and with such excep-
tions as are set forth in these rules for tank vessels.

SecrioN I-9—APPENDICES

I-9-1. Appendices B and C are attached to and made o part of
these rules for tank vessels. (See note at end of document.)

RULE I
{Outline of Sectlons]
- Hulls, Machinery, and Equipment for Tanl: Vessels

Smon II-i. Hulls and Hull Fittings—General.
JI~1-1. Inspection of Hulls,
JI-1-2. Means of Escape.
II-1-3. Name of Vessel.
I-14. Draft Marks of Tank Ships.
II-1-5. Hull Fittings.
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Srerrorn II-2, Hull Requirements—1Iew Tank Vecsals.
11-2-1 Scantiines, Material, Workmanship.
I¥-2-2, Sukdivision of Cargo Space.
Cofcrdam?. -
Pump Pcoms.
Living Quarters.
. Vecsels with Independent Tanks,
Cog.atmcuon and Testing ¢ Cargo Tanks and
n%u gﬁqulrementq—misunﬂ Steel Hull 'I’ank
oos
Hull Regqulrements—General.
Coflerdams, -
Pump Rooms.
Pump Engince Compartment.
Ercrton -4, m‘x,n Requiremente—Existing Weed Hull
e el
1I-4-1. Hull Pequlrement_.—ceneml
II+4-2, Corgo Tanks.
T-4-3. Elcetric Bonding and Grounding of Tanks.
IT4-4. Held Spaces and Bulkheads.
IX-5. B:ucm and Machinery.
Dosign and Construction.
Tests and Inspection,
Reguest for Incrence of Steam Pressure:
FPonalty for Overloading Safety Valves.
Installation of Fuel Ofl Systems.
Ingtallation of Gacoline Engines.
Internal Combucticn Engine Exhausts,
Gocoline Engincs—Existing Veszels. -
II-5-9. Auxiliary Xachinery.
I¥-5~10. Bllg> Pumps for Tonk Barges.
II-5-11. Extra Steering Apparatus.
¥-5-12, Expmination of Tafl Shatt.
Seerior II-6. Electrical Inagtallation.
XX-6-1. In Pump Rooms of New Veszcls,
II-6-2, Lighting of Pump Rooms of New Vessels,
Ir-¢-3. Electrlc 2Motors in Pump Rooms, New Vessels.
II-0-4. Xocation of Sterage Batterles, Iew Vessels.
-C-5. Places other thon Pump Booms, New Vessels.
II-C-G. Elcetrical Installation—Existing Vecsels.
Seerion II-7. Ventllation and Venting. .
II-7-1, Ventilation—2ew Vescels.
II-7-2, Ventilation-—Exicting Veszels. :
1-7-3. Ventilation—Wood Hull Barges. -
Venting of Cargo Tanks—Netw Vessels, B
. Ventlng of Cargo Tonks Fitfed with Inert Gas.
8 Ventlng of Cofferdams.
Veonting of Bunker Tanks.
Mintmum Size of Vent Pipes,
genunw of Cargo Tankpsi—mgtmg Vessels.
argo Pumps—Cargo Pipin
1. Cargo Pumps—New Vezzels,
Cargo Pump Fittinzs and Controls—New Vessels.
I-8-3. Carpo Pumps—Existing Weed Bull Vessals: -
Cargo Plplng—2lew Veczzals,
Carpo Pump3s and Plping—Exi{sting Veszals.
Equipment and Mii~cellaneous.
Vezcel's Name on Equipment.
Yhistles.
Fog Bells.
Inferfor Communiteation Systems.
Alarm Bells.
Esunding Machine.
Dock: Life Line,
Guards at Dangercus Places,
Seagolng Barges,
IX-8-10. Cargo Hozo.

RULE II

Requirements for Hulls, Machinery, and Equinment
Secr10tt II-1—HUuLrs AD Hull FPriTiNGcs—GENERAL

IT-1-1. Inspection of Hulls~TB/ALI—In the inspection of
hulls of tank vessels, the inspector of hulls shall carefully in-
spect every accessible part of the hull, and carefully examine
the wood or metal of which the hull is constructed, to deter-
mine its condition, making all necessary hammer tests of hulls
constructed of iron or steel. If the inspectors shall not have
satisfactory evidence otherwise of the soundness of the hull
of a wooden vessel, the Board of Local Inspectors shall not
give a certificate untn such hull has been bored or opened up
to the inspectors® satisfaction.

II-1-2, Means of Escape.—~T/ALL—On all tank ships where
the plans and arrangements will possibly permit, all enclo-
sures where the crew may be quartered or where anyone
may he regularly employed shall be provided with not less
than two avenues of escape, so located that if one of such
avenues Is not available, another may be. The locality and
arrangement of such additional means of escape shall be
determined by the inspectors and the owners as will in their

Srerion I-3.

II-2-1.
I-3-2.
o-3~3.
II-3—4.
Tank

Scerion

Srorion II-8.
-9-1.
I-8-2,
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judgment best carry out the purposes for which this provi-
sion was made.

II-1-3. Name of Vessel—-TB/ALL (a,) The name of every
documented tank vessel of the United Stafes shall be marked
upon each bow and upon the stern, and the home port shall
also be marked upon the stern. The name shall be in a
light color on a dark ground, or in a dark color on a light
ground, and siiall be distinectly visible. The smallest letters
used shall not be less in size than four inches.

T/ALL. (b) In addition, every tank ship shall have her |’

name conspicuously displayed in distinet, plain letters, of
not less than six inches in length on ea,ch outer side of the
pilot house.

II-1-4. Draft Marks of Tank Sths ~—T/ALI—All tank
ships of 50 gross tons and over, shall. Have the draft of the
vessel plainly and legibly marked upon the stem and upon
the sternpost or rudderpost, or at such. other places at the
stern of the ship as may be’ necessary for easy ‘observance.
The draft shall be taken from the bétfom of the lowest part
of the keel to, the surface of the water, the bottom of the
mark to indicate the draft in feet.: -

II-1-5. Hull thtmgs —'I'B/AIL (a) Scuppers ~—All Scup-
pers, samtary, and . other . similar dlscharges which lead

through the vessel’s hull shall be fitted with efficient means |

for preventing the ingress of water in the event of a frac-
ture of such pipes. The requlrements above do not-apply to
the discharges in the machinery space connected: with the
main and auxiliary engines; pumps, etc. All scupper, soil,
and samtary pipes’ shali ‘be’ adequately protected where
NeCessary.’ : .-

'I’B/AI&D by rwSea C'hests-——Sea Valves Stramers —3eg,
chests, seti valves,'and stfainéis shall be carefilly exammed
by the inspector when the vesSel is in' dr;/dock and, if he
deem it necessary, he may order thém.opened up for internal
examination. This alsocapplies to bilge injection: -valves.

TB/ALL; ()’ Air ports, Deadlights—It shall be the duty
of the inspectors wheén’ ,msbectmg VesselS, to examine care-
fully all air ports and deadlights-in the hull and to satisfy
themselves that they are safe" -

L N A -1
SecTion II-2—HULL Rmmm:mm—:m:w TANK v;;ééms -0

T-2-1. Scazztlmg.s‘ " Material, Workmansth "I’B/ALL——
The hull and deck’ houses»shallbe,of steel ‘or iton . .construc-
tion except that the'pilot-house and wood decks over, quarters
may be constructéd'of - wood.-” Scantlings, msterial,” and
workmanship, subdivision’ of cargo spaces, fitting™ of coffer-
dams, and testing of tanks shall be at least equivalent to
the requirements of; the. American *Bureaw of Shlppmg or
other recognized classification soc1éty o

II-2-2. Subdivision of Cardgo Spdce: —TTB/ALL—The Cargo
space shall be divided mumtlght compartments as neces-
sary to avoid excessive stresses and to'provide stability.

11-2-3. Cofferdams—TB/ALL—Tank vessels equipped to
carry Grade A, B, C, or D, liguids shall have their galleys,
living quarters, general cargo spaces, boiler rooms, and en-
closed spaces '¢ontaining ‘pbropelling’tachinery or other ma-
chinery.where sources; of; vapor-ignition are normally pres-
ent, segregated from their cargo tanks by cofgerdams or
eqmvalent pump roonis, tanks or air spaces. -

11224, Pump Rooms“’ TB/ABL—-‘I’ank ‘vessels handling
Grades ‘A, B, C, of D hqulds sha,ll ‘have their cargo pumps
1solated from all sources’of va,por ignition by zas-tight bulk-
Heads,’ Totally enclosed motors of the “explosion -proof”
ty e, Triotors: ventilated: ‘on* both the intake and ‘exhaust-by

duits o atmoesphére,- and engmes driven by steaiii shall not
138’ consideréd tb’ be' ‘sourcés of vapor ignition; "The gas-
tight bulkhéad between the pitinp Toom’ ‘and the ‘pumy engine
compartment may, be pierced by’ fized hghts drive’ shaft’and
pymp engine cohtroF’rods, provided that the ‘shafts and rods
are fitted with stuﬁidg boxes whe1e thtay -pass thf0ugh the
gastight bullthegds:”* R A A

II-2-5. Living ‘ngarters —TB/AL]S‘—'Partitions and sheath-
ing shalfl bé of appraved ﬁre-resmtlveJconstructlon BRI I

"I1-2-6: Vesskls with: Independént Tahkt‘h-TB/ALL'”(a)
C’aﬁgo ta,nks for Gradeé ‘A-liquids Havidg' a Reid Vapor ‘pres-
sure in excess’of %5 pounds, shall be indepenident oF the hull.
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(b) Independent cargo tanks may be located in hold
spaces or in other cargo tanks, but in all cases a working
space of at least 15 inches shall be provided around such
independent tanks, or e¢lse provision shall be made for
moving them to secure such space. When independent
cargo tanks are located in an enclosed space othét than o
cargo tank, such enclosed space shall be considered as
equivalent to a pump room, and shall be safeguarded as
such, as required in these regulations.

II-2-17. Construction and Testing of Cargo Tanks and

Bulkheads.—TB/ALL. (a) All cargo tanks to be vented at
gauge pressures of 4 pounds per square inch or less shall
be constructed and tested as required by the requirements
of the American Bureau of Shipping or other recognized
classification society.
_.(b) All cargo tanks to be vented at gauge pressures above
‘4 pounds per square inch shall be consideréd ay unflred
pressure vessels and shall meet the requirements for such
véssals as to constructxon and testing.

“te) Gas-tlght bulkheads shall be subjected to & t‘horough
h‘ose test. '

-SECL'ION II—3—Hv:.:. REQU’IREMENTS—EXISTING Steer Hurn, Tanic
VESSELS

11—3-—1. Hull Requzrements—General.——‘I‘B/ALL——In ‘exist-
ing steel hull tank vessels the scantlings, material, and work-
manship, ‘the ' subdivision of cargo spaces, the arrangement
of cofferdanis, thie testing of tarks and cofferdams, shall be at
least equivalent to-the requirements of & recognized classifi-
cation society for the particular service specified in the appli-
catidn-for tHe -certificate of inspection and perniit for the
transportation of liquid- inflammable cargoes inn bulk. (Seb
Sec.'I=3)' as of ‘the date when the tank vessel was built or
as- of The date when theivessel was converted into a tank
vessel...In theabsence ‘of such classification requirements
the local inspectors shall satisfy themselves that the vessel's
structure as specified in this patragraph is safe for the service
to'be.specified in-its certificate of inspection.

II-3-2! Cofférdams.—'TB/ATL— Tank vessels carrying
Grade A, B, or C liquids shall be required to conform to now
construction ‘Tequirements in regard to vertical cofferdams,
except that &'dry cargo compartmént shall be considered to
be eqmvalent toa coﬁerdam, and except as provided for in
7-3-4." - R

II—3-3)’Pump RoomSa—'I‘B/ALL--—Tank Vessels handling
Grade A, B, C or D products shall meet the requirements for
Hew- -vessels: -

' II-3-4. Pump Engmé Compartment --'I‘B/ALI:-a—No coffer~
dam will be Téquired between & cargo tank and a ‘com-
partmeiit containing pumping engines'and their atixilinries
which are used exclusively during pumping operations, pro-
vided the pumping engine compartment contains no cargo
valves ' and is well ventilated, and provided further that
internal combustion: exhausts within the compartment. are
completely waterjacketed lor.insulated and that gasoline en-
gine intakes are fitted ;vxth effective flame arresters.

II-3-5. Cargo 'Tanks~—TB/ALL—Cargo tanks shall ¢om-
ply with the condxt;ons specified in II-2-6 (a) and II-2-6

(b), and shall pass the tests required in n—z-'r (a) 11-2-7
(b) and II-2— @.’

S:-:crxozv II—4—Hm.n qummmnm&:mm Woon, Htm.,} TAm:
e ey , VESSELS P
II—4-1 Hull Requzrements—Geheral --LTB/”ALL-—-In exlsto
ing wood hull tank-vessels the scantlings, material, and
workmanship, and the fitting and fastening of parts shall
be atileash equivalent to-the requirements of a recognized
classification society for the particular service specified in
the application for the certlﬁcate of inspection and permit
for the transportatlon "6f liquid inflammable cargoes in bulk
(see See¢. I-3)° ag of the date when the tank vedsel was
built, or as of the date when the vessel was converted into
a tank vessel. In the absencée'of 'such eldssification require~
ments the local inspectors shall satisfy thémselvps that the
vessel’s structure as specified in this paragraph is.safe for
the service to be specified in its certificate of ihspection.
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‘IT-4-2. Cargo Tanks—TB/ALL—Cargo tanks shall be in-
dependent of the wood hull, shall be made of steel or iron, and
shall pass the tests required in Section I-2-7 (a) and
II-2-7 (b). Where cargo tanks in wood hulls are not arranged
to provide working spaces around them, they shall be so con-
structed as to allow inspection of the hull, tanks, and bilges,
and they shall be so installed that they can be raised to allow
repairs-to the hull structure and to themselves.

I1-4-3. Electric Bonding and Grounding of Tanls—
TB/ALTL—All independent cargo tanks in wood hull tank
vessels shall be electrically -bonded together with stranded
copper cable of not less than No. 4 B and S gauge and one
end of this cable shall be grounded to a copper or brass
plate of not less than two square feet in area and one-six-
teenth inch in thickness and this plate shall be securely
fastened to the hull, on the outside, at a point where it shall
be covered by water when the tank vessel is unloaded.

. II-4-4. Hold Spaces and Bulkheads—TB/ALL—In exlst-
ing wood hull tank vessels containing independent cargo tanks
for the transportation of Grade A, B, C, and D liquids, the
hold spaces shall be considered as equxvalent to a pump room
and shall be safegua.rded as such as required in these regu-
Jations: Provided, That where it is impracticable to construct
a gas-tight bulkhead, two structurally tight, fire-resistive
‘bulkheads without openings, separated by a well-ventilated air
space at least twenty-four inches in width, may be used to
Jsolate hold spaces from ofher spaces below deck which con-
tain equipment -or operations which normally may provide
sources of vapor ignition,

SecTIoN TI-5—DBOILERS AND MAcmm:nY

_ XI-5-T. Design and Conslruction of Boilers—TB/ALL—
The design and construction of all boilers, mountings, steam
pives, ete., built on and after January 1, 1935, shall conform
to Rules I and II, General Rules and Regulations of the
Bureau, The design and construction of all boilers built
_prior to January 1, 1935, shall' conform to the repgulations
n effect at the tlme such boilers were built.

T1-5-2. Tests and Inspection of Boilers and Equipment.—
TB/ALL—Boﬂers mountings, steam pipes, etc., shall be
tested and inspected in accordance with Section 18 Rules I
and I, General Rules. and Regulations.

" I-5-3. Request jor Increase of Steam Pressure—TB/ALL—
Requesﬁ for an increase of steam pressure for bollers shall
e in accordance with Sectmn S—21—14 Rule II, General
Rules ‘and Regulations.

II-5-4. Penalty for Overloading Safety Valves—TB/ALL—
The penalty for overloading of safety valves shall be in
accordance with Sectmn 0—14-6, Rule JI, General Rules and
Reégulations. . |

TI-5-5. Installation of FueZ Oil Systems—TB/ALL—No sys~
tem for-the use of petroleum or other mineral oil on any tank
‘vessel as fuel shall be installed without the approval of the
‘Bureau. Application for permission to install such fuel-oil
systems shall be made £o_the Bureau on the prescribed blank
form together with blue prints, in triplicate. The blue prints
shall’show fhe Tuel-oil tanks, bracing, pumps, piping, riveting
schedule, control valves, contro]l apparatus, vent pipes, suc-
tion pipes and their controls, also the piping and appurte-
nances formmg part of the fuel-oil burning system, and the
test to be applied to all fuel-oil tanks.” The applications and
blue prints shall ke forwarded ‘through the local inspectors
of.the district where the installation s to be made. The
installation. of ;such fuel-oil systems shall comply with the
reqmrements of Rule I, General Rules and Repulations, Sec-
tions P-19-3, P-13-6, B—19—15 P-19-186, except paragraph (1)
of Section P-19-3.. .

- TI-5-6: Instaliation’ of Gasohne Engmes—Ncw Vessels.—
TB/ALL (a) Epngines—CGasoling engines, whether for propul-
sion or for. driving auxiliaries, shall have ftheir air intakes so
directed that backfire can not blow down into the bilges.
They shall be fitted with.effective- backfire flame arresters.
Al -carburetorsshall be fitted with suitable drip collectors.

(b) -Gasoline-Fuel -Tanks—All gasoline fuel tanks shall he
constructed-and installed at least in accordance with the re-
guirements of a- recogmzed classxﬁcatlon society. They shall
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be inspected in accordance with Rule IT, General Rules and
Regulations, Section 1-18-12—“Unfired Pressure Vessels”.
Gasoline fuel tanks shall be substantially secured fo prevent
movement and shall be installed to affoxrd easy access for
inspection. No gauge glasses or try cocks shall ha fitted fo
such tanks.

(c) Gasoline Fuel Piping—The fuel piping for gasoline
engines shall comply with Rule XX, General Rules and Regu-
Intions, Section 19, “Piping Systems”, and in addition it shall
also comply with the following requirements: It shall be run
in sight wwhenever practicable, be protected from mechanical
infury and effectively secured against vibration. Shut-off
valves or cocks of a suitable type shall be installed in supply
lines and located in accessible positions at tanks. Similar
shut-off valves shall be located in the supply lines close o the
carburetors. INo outlets for drawinz gasoline shall be per-
mitted in engine compartments. Filling and soumding pipes
for fuel tanks chall terminate on deck and venfs shall fermi-
nate at least two feet abave the deck and not less than three
feet from any opening into living quarters. Filling pipes shall
extend nearly to the bottoms of fuel fanks.

IT-5-1. Internal Combustion Engine Ezhausts. T.B/AIL—-
Exhaust lines from internal combustion ensgines, where run
through the deck, shall be extended at least four feef above
declk. A spark arrester shall be installed in each exhaust line.
Esxhaust piping cshall be either insulated or water-caooled. .

II-5-8. Gasoline Engines—Ezisting Vessels—TB/ATI--
Existing installations of gasoline engines and infernal com-
bustion eéngine exhausts shall comply with II-5-6 and 51
in so far a3 practicable and reasgnable.

IX-5-9. Auziliary XMachinery—TB/ATI.—AL ta.nk ships
shall be provided with the necessary auxiliary machinery,
pumps, and piping systems for the safe and efficient opera-
tion of the vessel. All such installations shall comply with
Rule I, General Rules and Regulations, and be at least
eqcu!ivalent to the requirements of a recognized classification
socliety.

Ir-5-10. Bilge Pumps for Tanl: Barges—B/AYL. (a) All
tank barges shall be provided with means for removing bilge
water from all parls of the vessel other than the. cargo
tanks.

B/R. (b) In barges operated on mland wafers fributary fo
the Gulf of Mexico and which are operated in flofilla, si-
phons mounted on, or portable pumps, either hand- or
power-operated, carried on the barges and/or towing vessel
will be consldered as suitable means for pumpm«r spac&
other than cargo tanks.

XI-5-11. Extra Stecering Apporatus—T/ALL. (a) Extra
steering apparatus consisting of relieving tackles or-tiller
shall be provided for all tank ships: Provided, That where 2
tank ship is equipped with auxiliary power or hand steering
gear attached to the rudder entirely independent of the reg-
ular steering gear, 16 may be used in leu of the relieving
tackles or tiller required above.

(b) Where reasonable and practicable, the emergency
steering wheel on all new and existing fank ship shall be
‘Jocated on the affer weather deck.

I-5-12. Ezamination of Tail Shoft—T/OC—The out-
board shaft or shafts on every ocean or coastwise tank ship
shall be drawn for examination once at least in every threes
vears: Provided, That if the circumstances warrant if, the
supervising inspector of the district may extend this fime
to the next repular drydockinge period, not to exceed four
months, and: Provided further, That when it is shown fhat
a vessel has had a long pericd of lay-up, the supervising
inspector of the district may grant an extension egual fo
the time the vessel has been out of commission, but in ne
case shall the extension exceed one year.

Srer10:t T—G—ELECIIICAL TTSTALIATION

I-0~-1. Electrical Installntion—Pump Rooms—New Ves-
sels.—TB/ALL. (a) The electrical installation in pump resms
cnd in enclozed spaces Immediately adjoining cargoe tanks
of tank vessels built after the effective date of these regu-
lations shall be subfect to special rezulation and mspectzqn
as sebt forth belove.
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(b) No ground: connections may be used in any part of
the electrical circuits. - The—-armor on-all cables 'shall be
electrically and mechanically comntinuous and' effectively
grounded to the metal hull at each end of the run, except
«that final subeircuits:may be grounded at the supply end
only.

(c) Wiring in pump rooms and enclosed spaces immedi-
ately adjoining cargo tanks-is ‘to be leaded and armeored,
.and shall be run through- gas<tight fittings ‘having stuffing
glands at inlets and outlets. It may be run in'‘metal trunk-
I'ways to protect it against injury provided the trunkways are’
securely supported and provision'is made for the circulation
of air ard to -prevent the accumulatmn of water in any
part.of the trunk. .t o

(d) Where: pracnca.ble the cable is to be located Well\m-
hoard.from the sides, preferably along . or near the center-
line, to reduce the risk of injury.in thecevent of .collision, but
it shall ‘be kepi' clear:‘of "tank openings. .Feeders shall be’
run as fdr as practicable to avoid pump:rooms and enclosed
spdees immediately adjoining ¢argo tanks:. o v

(e) Joints in wiring shall .be made only 4n Wu:mg: apph-.
-ances, such as junction boxes, outlet boxes, etc, and -siich
boxes. siall be completely. metallic.and shall be gas-tight. -

(f) Switchboards; distributing: panels, switches, fuses, and
other 'circuit-interrupting ‘devices are ‘not to be fitted in
pump.rooms or enclosed spaces immediately gdjoining. cdrgo
tanks, exception Barges, whére they may be placed in pump
engine compartment if in compliance with II-3-4. P

IT-6-2: Electric Lighting -of Pump .Rooms—New Vesselsi—
TB/ALL—All electric. Tamps: in pump.rooms- and .enclosed
spaces immediately 'ddjoining cargo - tanks shall be. enclosed
in vapor-tight glass globes. -~ . i
+ II-6-3. Electric. Mdotors in Pump Rooms-—New Vessels—-,
TB/ALL—Only electric motors ventilated to the atmosphere,
by suction and discharge air ducts, or totally enclosed mo-~
tors of the “explosion. proof” type shall be used.in pump
rooms or in enclosed spaces immediately adjoining cargo
tanks, Separately ventilated motors aresto have .pressure
fype ventilation and shall be arranged with-an automatic,
shut-off to open the circuit when the ventilating fan motor.
stops. The system is to be so interlocked that the pump
motor cannot. be started. prior to a circulation of air. The
afr ducts are to lead to and from the . atmosphere outside
the pump room and, are to-terminste not Tess than thiee
feet above the, deck and not, less than six feet from any
cargo tank vent.

II Location of Storage Battenes—New
'I'B/ALL—-—Storage» Jatterjes shall ,not ,be located | in-cargo:
pump rooms. The ,Space’ in \vhmh they are locaf,ed shall be"
well ventﬂated and ' they shall be protected agamst mechanj-
cal and electrical i mJury includmg short, c1rcu1tmg and over-
Joading. Batteries shall be secured against movement and
acid batteries shall be set in Jead-lined {rays.

II-6-5. Electrical Installation—New Véssels—Other Than
Pump Rooms and .Spaces Adgacent to Cargo Tanks.—
TB/ALL—The electrical installation of tank vessels huilt
after the effective date of these regulations and not covered :
by II-6-1 to II-6-4, inclusive, shall be af least equivalentj
to the requirements of a recognized classification Society.

I1-6-6. Electrical Installation—Ezisting Tank Vessels—
TB/ALL—The electrical installation in the pump rooms
and enclosed spaces immediately adjoining cargo tanks
(except in pump .engine rooms.as provided in IT-3-4) of
existing tank vessels shall be made to comply with TI-6-1 to
I1-6-4, inclusive, to the extent that the changes required
are, in the opinion of the local inspectors, necessary in the
interests of safety. The remaining electrical installation of
existing tank vessels shall be at least equivalent to the
requirements of a recognized classification society as of the
date that the vessel was built-or converted to a tank vessel.

Note—For the electrical bonding and grounding of independ-
cnt cargo tanks in existing wood hulls see II—4-3.

" SECTION TI-7—VENTILATION AND VENTING

I-7-1. Ventilation—New Vessels—TB/ALL—All parts of
the vessel other than cargo, fuel, and water tanks and coffer-
dams shall be provided with efficient means of ventilation.

p l/’essels— S
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Pump rooms and compartments containing machinery where
'sources: of vapor ignition ‘are normally preésent shall be
‘ventilated in such a way as to remove vapory from points
‘nesr the floor level or the bilges. FEffective steam of alr
detuated gas ejectors or blowers orventilators fitted with
heads for natural ventilation will be approved for this
“purpose. "

II-1-2. Ventilation—Existing Vessels.—-—'I‘B/ALL—-Ventlm-
tion 'of existing tank vessels shall be made to equal the
requirements- of new vessels where the changes are, in the
‘opinion of the Jocal inspéctors, necessary in the lnterests
of safety.

II-7-3. Ventilation—~Wood Hull Barges —B/ALI~—~The
‘hold sbaces'of wooden barges containihg independent cargo
tanks shall be considered to be equivalent'to pump' room
'spaces and shall be ventilated -and safeguarded g5 such,

II-7-4! Venting of Cargo Tanks—New Tank 'Vessels.—
TB/ALL. () Each cargo tank of a tank vessel shall be
equipped’ wrth a vent..

L (b)-Cargo-tanks in which Grade A Hquids are to be tmns-
pérted shall be fitted with a venting syste consfstlng of &
brarich vent line from each cargo tank dorhected 'to a vent

-hedder”which-shall extend'to a reasonable Height above the

‘weathey deck and be ﬁtted with a flamé arrester or pi'essure-
vacuum relief valve at the ouflet to the atmosphere. ' Edth
‘branch vent line may bé provided with & mdnually operated
cdntroI ‘valve, ‘provided it 'is’ by-passed with a pressure-
vaciium “relief valve' or each cargo tank td'which'such =
branch vent line is connected is fitted with' dan independent
pressure-vacuum relief valve, - .

In barges with mdependent tanks carrylng Gragde A Hquids,

‘ separaf,e disoharge p1pes may be fitted to each pressurg-

vacuum telief valve and ca.rned to 8 reaSOnable helght abave
deck

‘(¢) Cargo’ tanks in ‘which. Grade B or C lquids ate to ‘be
‘transported shall be fitted with individual pressure-vacuurh
relief valves or shall be fitted with a ventitig system con-
sisting.of branch vent. lines connected to a vent header which
shall extend to a reasonable height above the weather deck
.and. be fitted With a flame arrester or a pressure-vacuum
relief valve at the outlet to the atmosphere.

(d) Cargo tanks in which Grades D or E liquids only sre
to e transported shall be fitted with goose-necked vents
‘and flame screens unless such tanks are véhted by’ pressuré-

| vacuum relief valves or & venting system of branich vent llnes

and a vent header. =

]I—7—5 Venting of C'argo Téanks Fitted with Inert Gas Sys-
—TB/ALI—Tank’ vessels equipped with an approvead

system for maintaining all cargo tank vapor spaces non-

inflammable shall be accepted in lieu of the requirements of

74 above.

II-7-6. Venting of Cofferdam—New Vessels—TB/ALL—
Cofferdams shall be provided with goose neck vents fitted
with screen or pressure-vacuum relief velves.

T-7-1. Venting of Bunker Tanks—New Vessels.—TB/ALL-—
Bunker tanks shall be vented in accordance with Rule II,
General Rules and Regulations, Section P-19-15.

II-7-8. Minimum Size of Vent Pipes—New Vessels.—
TB/ATI—Vent pipes from tanks, cofferdams, and bunkets
shall be not; less than 2% inches in dlameter,

II-7-9, Venting of Cargo Tanks—Existing Vessels.—
TB/ALI~—The venting of cargo tanks of existing vessels shall
be made to equal the requirements of new vessels whete the
necessa.ry changes are, in the opinion of the local inspectors,
necessary in the interests of safety. Provided, that on existing
vessels carrying Grade A cargo having a Reid vapor pres-
sure of not more than 16 pounds individual vents may be
allowed, but they shall be fittéd with pressure-vacuum relief
yalves; when the Reid vapor pressure éxceeds 16 pounds, no
relaxation shall be allowed for new ship requirements.

SectioN TI-8—CARGO Punmps—OCARGO PIrFING

II-8-1. Cargo Pumps—New Vessels.-—TB/ALL—Cargo
pumps shall be designed and installed' to minimize the dan-
ger of sparking. Special care shall be exercised in the design
of packing spaces in order to secure ample depth and acces-
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sibility of: glands. Where- cargo pump shafts pierce gas-tight
bulkheads, stuffing boxes vith readily "accessible gas-tight
glands shall be provided.

- II-8-2. Cargo Pump Fittings and Gontrols——New Vessels.—
TB/AILI. (a) A suitable relief valve shall be installed in the
discharge of each cargo pump and piped back into the
-suction. - -

* (b) A pressure gauge shall be installed for each pump dis-
charge, and it shall be located at a point visible with respect
-to the pump contrdls. -

(¢) Means shall be provided for controlling the cargo or
pump room bilge pumps and their suctions and discharges
in order that a flooded pump room may be pumped out.

- II-8-3. Cargo- Pumps—Ea:zsnng Wood Hull Vessels.—
TB/ALIL:. (a) Cargo pumps on existing wood hull vessels
‘may be located-in a hold space containing independent
cargo tanks, or on deck. If the pump driving unit is a steam
engine it also may be located in the hold space. If other
types of driving units are used they shall be located on deck
or in an engine compartment. If the pump drive shaft
passes through decks or bulkheads into a hold space or
pump room, it shall be provided with suitable stufling boxes
at such points.

(b) Carge pumps on exxstmg wood hull tank vessels may
be connected to bilges, in hold spaces containing independ-
“ent céargo- tanks: Provided, That such suction branch is
fitted with two valves, one of which shall be of a non-return
screw down type.

11-8/4. Cargo Piping—New Vessels—-TB/ALL. () Pipe‘

Jlines shall be carefully fitted to avoid stresses at the joints.
‘For sizes above two inches in diameter, flanged or welded
-connections shall -be made throughout and packing shall
be of a material suitable for the cargo carried. Connections
at oil-tight bulkheads or other divisions shall be made in
.such manner that the plating does not form part of a
flanged joint. Cargo pipe-lines shall not pass through
spaces other than pump engine compartments containing
machinery where sources of vapor ignition are normally
present. Cargo lines can be carried through bunker spaces
only by providing a pipe tunnel or alley.

. {b) Where the pump room bilge suction is connected to the
cargo ‘pump, two valves shall be fitted in this suction branch,
‘oxie of which shall-be-of a non-return screw down type.

(¢) Valve operating rods in the cargo tanks shall be solid
and of ample size, well guided and supported, and attached
to the valve stems in a manner to guard against their work-
ing loose. Where such valve rods pass through the deck, gas-
tight stuffing boxes shall be.fitted. The leads of valve rods
shall be as direct as possible. All valves and fittings shall be
of material, design, and manufacture for the intended service
on the cargo system; either rising or non-rising-stem valves
may be used.

I-8-5. Cargo Pumps and Piping—Ezisting Vessels.—
TB/ALY.—Cargo pumps and piping which do not fully com-
ply with these regulations shall be made as nearly equal to
the requirements for new vessels as is necessary in the inter-
ests of safety.

SECTION II-9—EQUIPMENT AND MISCELLANEOUS

II-9-1. Vessel’'s Name on Equipment~—TB/ALL—The
equipment of all tank vessels, such as fire hose, fire axes,
boats, rafts, life preservers, and floats, shall be painted or
branded with the name of the yessel upon which they are
used.

I1-9-2. Whistles—T/ALI.—Each tank ship shall be provided
with an efficient whistle sounded by steam or by some substi-
tute for steam to give the necessary whistle signals. All
whistles shall be placed at an elevation of not less than 6
feet above the top of the pilot house, where the clearance for
passing under bridges will permit it. Tank ships navigating
‘the Red Riyer of the North, Yukon, and similar rivers, and
rivers whose waters flow into the Gulf of Mexico, and tank
ships of less than 100 gross tons may have their whistles
Tocated not less than 2 feet above the tops of their pilot
houses.
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1-9-3. Fog Bells—TB/ALL—The efficient foz bell required
upon vessels by Iaw shall ba held to mean a bell nof less than
8 inches in dicmeter from outside to outside and constructed
of bronze or brass or other material equal therefo in tone and
volume of sound, and located where the sound shall be the
least obstructed.

SIGITALS

II-9-4. Interior Communication Systems—T/ALL., () Ves-
sels using the bell cienals between the pllot house and engine
room shall have a tube, of propsr size, so arranged as to
return the cound of the bell signals to the pilot house, and
shall also be provided with a speaking tube or other device
for the purpose of conversation between pilot house and
engine room.

(b) Voice tubes or telephone equipment installed on new
or existing vessels or fitted as replacements on existing ves-
sels to provide communication hetween the pilot house and
(1) the emergency steering station, (2) the steering engine
room, and (3) the engine room, shall conform to the follow-

ing requirements.
YoICE TURTS

(¢) Where the length of voice tube required exceeds 125
fect, or if for other reasons efficient communication cannot
he obtained by a voice tube installation, telephone equip-
ment shall be substituted.

(> Where the length of the voice tube as installed is not
over 75 feet, the tube used shall be af least 2’/ in diameter.
Installations having o length of over 75 feet shall be at least
215" in diameter.

(e) All voice fubes and voice tube fittings shall be of
noncorrodible metal, and flexible tubes or bends shall be used
in place of fittings wherever possible.  Joints in tubing shall
be made with white lead, andvtubes shall be supported at
least every 8 feet on straight Ieads and on bends as required.

(f) Voice tubes shall be nrotected where liable to injury
and shall not bz run In bunkers, cargo spaces, or through
machinery spaces unlezss unavoidable, and they shall be
amply protected by metal or heavy sheathing. They shall
be provided at the lower end of all risers and in pockeis
where water can collect with suitable plugs for draining.
Flexible terminal tubes, where used, shall have an entire
metal inner surface. Voice tubes should be fitted with ellip-
tical belled mouthpieces with hinged covers, with a whistle
indicator on the side of the mouthpiece. Al voice tubes
shall be provided with designating name plates. Telephone
equipment may in all cases be installed in Heu of voice
tubss,

TELEPHONE SYSTEMS

(g) All telephone transmitters and receivers shall be of
sound powered type designed especially for marine use.
The Bureau shall approve and list equipment which, if prop-
erly installed, will meet the requirements set forth herein.
The type number and model shall be plainly stamped on the
equipment.

(h) A call signal shall be provided at each telephone sta-~
tion. This slgnal may be a bell or other sound device which
provides a distinctive signal throughout the space where
the telephone is Installed. Af installations which are pro-
tected by waterticht boxes, all signals shall be of such
character as to comply with the above when the box is
closed. Ringers, if located outside the box, must be of
watertight construction. Installations on new and existing
vessels shall be provided with call signals which are actuated
by the operation of a marmefo generator at the calling sta-
tion, except that sound powered replacements of batiery
operated telephone egquipment on existing vessels may be
provided with battery operated call signals. In all cases the
calling circuit shall allow any one station fo call any other
station individually.

(1) At each telephone installation a suifable hanger for
the handset shall be provided. It shall bz consfructed in
such & way as to hold the handset firmly in place and away
from the bulkhead. The handset shall not be dislodged
from the hanger by the motion of the ship or by a severe
shock near the mounting.
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(i) 'Telephones installed at external locations exposed to
the weather or in locations subject to severe moisture condi-
tions shall be enclosed in a substantial watertight case
metal box, The cover shall be hinged at the bottom of the
box and when closed shall be fastened by a simple substan-
tial mechanism which, when operated, exerts sufficient pres-
sure to make watertight closure. The gasket shall be
fastened to and inserfed in the edge of- the hox or cover.
The magneto generator and swrtches shall be of watertight
construction. The generator and. all’ switches shall be
installed inside the box. .

(k) At other locations where a watertight box is not Te-
quired, the telephone equipment shall be of splashproof con-
struction and shall be so installed as to minimize possibility
of damage by external means. In engine rooms a ‘booth or
other suitable auxﬂiary equipment .. shall be provrded if
necessary, in order that a telephone conversation can be
carried on while vessel is bemg navigated,

() The system shall pe installed mdependent of any
other systems of communication or of wiring, but may be
extended to cover any other locations which are necessary
or desirable. ‘Telephone cable shall be of a fype suitable
for marine use and shall'be riun as close to the fore and aft
center line of the Vessel as- possrble and protected from ex-
terhal darhage On ‘passenger- vessels where telephone cable
must, due to the vessel’s construction, 'closer than’ one-
fifth' of 'the beam %o the side, poit and- starboa{d cables
shall ‘bé prowded 4nd connected i parallel, It shalI be
g0 installed aé to minimize ingress of water and dampness

(m) The talking circuit shall be electncally mdependenc
of the’ calling ‘circuit. A short or open ¢ircuit or a- ground
on elther side of the calhng~ cu‘cuit shall not aﬁect the
talkmg circuit in any way ; ri ’

- TELEGBAPH

Hri
o ) ‘v)'* Ao B B ¢

" (n) Nothing in the ‘above- shall' be construed to prevent

‘the use of the so-called” telegraph now in ‘itse for ‘conveying

signals from 'the pilot house-to the:-éngine ¥oom, but in-all

‘cases where the telegraph us*used the ‘signal shall "be re-'
peated back U Py -t .
" N vyl [ TESTS R,, I f; .

(o) Slgnal apparatus between pilot house engme room,
steering engine ropm, and, emergency steermg stations-—

whether they be telegraph bell Whistle, tel\ephone, or yoice.
tube—shall be exammed and tested al each annual inspec-.

tion.

gross tons shall have.sleeping accomodations equipped wWith
a sufficient numper of alarm bells so located as to warn all
occupants The alarm bells, if electnc, shall be operated
from 'an open switch from the’ pilot houSe or bndge, "The
bells shall 'be of such Sme, character; and, construction as to
provide an alarm throughout the spaces for which they are
provided. ' V!

1I-9-6, Sounding Machines—T/OCL—It shall be the’ duty
of the'local inspectors to re uire a1l tank ships of 500' gross
'tonts and upward’ to bé éfuip ed With an eﬁicient mechanical
deep-sea sounding” apparatus in addition’ 'to ‘the ordma.ry
deep-sea hand lead. ' “The mechamcal deep-sea ‘sounding ap-
paratus ahove required 'shall be installed, kept in Working
order, and ready for immediate use. """ ¢

II-9-7. Deck Life’ Liné —TB/"OCLB—On “all- thnk vessels

wheve ‘the distancé’ " more 'than 150 'feet between deck |

houses, 'a wire cable’ shall’ be’ stretched”between the deck
houses at all times when the 'vessel is loaded “diid ‘being
navigated, this' cable ‘to be not 1¢s3 than's feef; from the deck;
and there shall be" attached 'dt all ‘timés’to the’ cable a
traveler w1th a line of suﬁic1ent contmuous length to msure
ends of the vessel may be facﬂitated at all  times: P h?us'led
That ifi’ additlon, ‘to ‘the Hraveler’ with the endless twhip),
many looke rmgs with lanyards’ attached,;inafy be ‘placed ‘on
thé cable as indy be’ deéméd necessary by, he master in
charge ‘of the"iléssel ,Provzded That a foré and af Taised
bridee shall bé 4&cepted it Heu of the Wire cable and travéler.
11-9-8 —Guards at Dangerous PlacéS~TB/ATY.~~Tt $Hall

"11-95. Alarm Beﬁs —T/ALL——All tank’ ships of over. 100 ;-

' »Snc'rroN -7. |

' SECTION IIE-9.
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be the duty of the inspectors when inspecting a.vessel to see
that all exposed and dangerous places, such as gears and
machinery, are properly protected with covers, guards, or
rails, in order that the danger of accidents may be minimized,
and on vessels equipped with radio (wireless) the lead-ins
shall be efficiently incased or insulated to insure the protec-
tion of persons from accidental shock. Such lead-ins shall
be located so as not to interfere with the launching of life-
boats and life rafts.

T1-9-9. Seagoing Barges—B/OC—Every seagoing barge
shall be equipped with at least one anchor with suitable
chain or cable to be at least equivalent to the requirements
of the American Bureau of Shipping rules,

I1-9-10. Cargo Hose—TB/ALI—Cargo hose, when carried
on tank vessels shall be of a grade suitable for oil service,
and, designed to withstand 100 pounds per square inch, min-
mum working pressure.

o ' {  RULE IIX
! (Outline of Sectlons)
. Life Saving Appliances

Secriony IIT-1. General.
II1-1-1. Inspection.
III-1-2. New and Existing Tank Vessels.
. III-1-3. Responsibility of Master, '
- - III-1-4, Approval for Repalrs and Alterations. .
SEC’I‘ION II-2. , Requirements--Lifeboats, Liferafts, Buoyant Ap-
paratus.
III-2-1.' Tankships, Ocean.
. II1-2-2. Barges, Ocean.
- III-2-3, Tank_Vessels—Coastal and Inland Waters,
YII-2-4, Unmanned Tank Barges.

Sr:crron' or-3. Equipmént—Lifeboats, ’Liferafts, and 'Buoyant
’ - Appargtus.
Sl m—a-l {I‘ankshlp lifeboat equlpmenwcean and Coast-

TIT-8-2 Tenkshfp lifeboat 'equipment—Grent Lakes.
'~ III-3-3. Tankship lifeboat =~ equipmenti-Bays, Sounts,
T ..+ Lakes other tham the Great Lakes, and Rivers.
;.. II-3-4. Barges—Lifeboat, Equipment, All Waters,
) ‘m—e-s Tank Vessels—Liferatt Equipment, All Waters,
© 'HI-3-8. Equipmént for Buoydnt Apparatus.

Secrion III-4; JSl:owage—-Lifel.ioats Liferatts, and Buoyant Appu-

xatus.

II-4-1. Davits, and launchlng devices,‘, T

XI-4-2. Boat davlt falls.

- OT-4-3. Lifeboats ‘and fiferatty Rtept clédr for munchlng.

ITI-4-4. Stéwage of ‘Boats and Rafls. .~ .1 . o

SEC'I'ION II-6. , Care anoi inspection, Lifeboats, mforo:ts. and

.Buoyant Apparatus. £
L III—5—1 Preparatlon Ior Y0, fﬁ:&ge )
v ' I¥I-5-2; Numbebing' and mabking of llfobonté. '
~ - ITI+5-3.:Marking - of liferafts.. el t

- III-5-4,;Overhaul, , - ) i o

..~ TII=5-5. Maintenance.

i IIT-5~B. Ticenséd Officer in charge of boat.
III-5-7. Certificated lifeboat men: ln each boat.'
S:-:mom'm«-s -y Life Preserversz .iy. : ‘ )

- m—6—1. Number required.
'I1X-6-2. Type.
II1-6-3. Stowage

- . . - 1II-6-4. Inspection, o '

Life Buoys, e

= TT-7-1. Numbef required—Tank Ships, ,

' ' II-7-2. Number requlred-——'rank Barges oo
1 IIT-7-3. Location. A [
IIT-7-4. Attachment of Water nghts o .

SectIon III-8. Distress Lights.

IIT-8-1. Distress lights.

Line-Throwing Gun,

II1-g+1.- Requirements. . !

II1-9-2. Line-carrylng.Gun Equlpment for maunted . gun.

,III-9-3. Line-carrying Gun Equipment far shoulder gun.

TII-9-4. Service reétommendations, - .

II-9-5. Placard Instructiéns, - " P

| N

+

Vb

L RULE I . ‘
o . oo pzfe-Samng Applignces

Lo

Szc'noN III—l—-GENmAn—-Lm-SAvmo API’HIANCES

TI-1-1. Inspection —TBJALL—At" gach arintial Inispection
and at any other’ ‘time as ‘required in the judgmeht of the
local inspetftors, al hie-séix)mg applidnces off the tanL
vessel shall’be’ inspected

TI-1-2"New" and Ezisting Tank ifes%efs —TB/ALL
tifk vesselsIubiect to thess regulations shall hava life ddt’é
disengaging apparatus, life rafts, life preservers, smd ail
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other life-saving apparatus in accordance with these regu-
lations: Provided, however, That all life-saving apparatus
which is of the character that complied with the rules and
regulations of the Board of Supervising Inspectors, pursuant
to Title 52 of the Revised Stafutes, on vessels in existence at
the time that these regulations are promulgated and have
been in use on such vessels may be approved by the local
inspectors, provided such existing life-saving equipment
and apparatus is found to be in good and workable condi-
tion. Where such existing life-saving equipment and appa-
ratus are not found to be in good and workable condition
they shall be repaired or else replaced by life-saving equip-
ment and apparatus of the latest approved type, as required
by these regulations. Where such existing life~-saving equip-
ment and apparatus are found to be in good and workable
condition but deficient as to quantity or numbers, the addi-
tional quantity or numbers required by these regulations
-shall be of the latest approved type.

- -II0-1-3. Responsibility of Ilaster.—TIB/ALL—It shall be
the duty of the master or officer in charge to see that the
boats, rafts, davits, falls, life preservers, and other life-
saving appliances are at all times ready for use.

II1-1-4. Approval for Repairs and Alterations.—~TB/ALL—
No extensive repairs or alterations, except in emergency,
shall be made to any lifeboat, lifeboat disengaging apparatus,
life raft, or other appliance subject to inspection, without
advance notice to the local inspectors. Such repairs or al-
terations shall so far as is practicable be made with mate-
rials and tested in the manner specified in these rules for
new construction. Emergency repairs or alterations shall
be reported as soon as practicable to the local inspectors in
the district where the vessel may call after such repairs are
made; nor shall any lifeboat or life raft be reconditioned or
used on a 'tank vessel other than that for which it was built,
without motice-to and supervision by the local inspéctors in
the d15tnct wherem such recondmonmg or repairs are to
bema,de R LR

SECTION m—z——quummmnrs FOR Iun:sosrsrRms, AND BUOYANT
AFPARATUS .

III-2—1. Tankships, Ocean.—T/O—All tankships which
normally operate more than 20 miles off the coast shall
carry a suﬁiclent number of lifeboats on each side to ac-
commodate a1l persons on board. No boat shall be less than
180 cubic feet measurement.

T1-2-2.. Barges, Ocean—B/0—All tank barges which nor-
mally -operate more than 20-miles off the coast shall carry
a sufficient number of lifeboats to accommodate all per-

sons on.-board. No hoat shall. be less than 125 cubic feet.

‘measurement. -

“III-2-3. Tank- Vessels—Coastal - and Inland Waters—
TB/CLB. (a) All.tank vessels normially operating within 20
miles of the coast, on the Great L.akes, or on lakes, bays, and
-sounds,-shall- cazrry 3 sufficient number of lifeboats to ac-
commodate all ‘persons on .board. No boat on tank vessels
of100 gross” tons or over shall’ be of less than 125 cubic
feet:megsurement.. No boat on fank vessels of less than
100..gross tons shall be. of less than 60 cubic feet measure-
ment except by approval of the Bureau.

__.TB/BR.. (b) All tank vessels operating exclusively on
rivers -and/or in -harbors shall carry boats, life rafts, or
buoyant apparatus-of sufficient number to accommeodate qll
persons on board. ‘The minimum size of any piece of buoy-
ant apparatus shall accommodate at least five persons.

o J-2-4, . Unmanped - Tapk Barges—B/R—Tank barges
operating exclusively on rivers-and where the erew is carried
oh the towing vessel, need not be eqmpped with lifeboat
or buoyant apparafus. -

Sr:c'non m—s—mmmr-—mzzzoms—mwms Am: Buovant

APPAmUs

IIE-3:1.. Tdnkship ' Liféboat Equipment, Ocean and Coast-
ijsé—T/OC—Lifeboats,. except those. hereinafter specified,
sha]l be eqmppedas iollows. o

(a)_ Bailer~One ‘hailer of sufficient size and suitable for
haﬂing, mth lanyard attached‘
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(b) Boathools~Two boathooks of clear grained white ash
of suitable length, but not less than 8 feet by 135’/ in diam-
eter. This apples to new and replacement requirements.

(¢) Buclect—One galvanized iron bucket of about 2 gal-
lons capacity, with lanyard attached.

(@) Compuass—One efficient Hquid compass with not less
than a 2-inch card.

(e) Distress Lights—A watertigcht metal case containing
12 self-ieniting red lights capable of burning and giving
forth a brilliant red fiame of not less than 500 candlepower
for at least 2 minutes. Each distress lizkt shall be treated
and made impervious fo moisture, and the manufacturer
shall place upon it a statement in clear, black letfers covering
the candle power and burning range, the directions for firing,
the trade name of the distress light, and the name and ad-
dress of the manufacturer. The confainer shall be con-
structed of 18-ounce or No. 22 B. W. G. copper, or equzl non-
corrodible metal, lock-jointed and soldered, the botfom fo be
rolled in and soldered. The cover or fop, of cast brass not
less than 35-Inch in thickness and 5 inches in diameter, shall
be so constructed as to be easily removed, and made water-
tight by a fitted rubber gasket.

(f) Signal pistol—1. An approved signal pistol outfit con-
sisting of an approved pistol with lanyard attached and 12
approved parachute signal cartridges, both confained in an
approved portable waterticht metal case, the cartridge to
contain a projectile which will give forth a brilliant red flame
of not less than 20,000 candlepower and capable of being
projected vertically to o heisht of not less than 150 feef and
of not lecss than 30 seconds burning duration.

2. The stowage of this equipment, except in the emergency
and motor lifeboats, is discretionary with the master.

3. On Ocean Tankships Signal Pistol Equipment need not
be provided for more than two lifeboats.

4, On Coastwise Tankships Signal Pistol Eqmpment need
not bz provided for more than one lifeboat.

(g) Dilty Bag—One canvas baz containing saﬂmamr’s
palm, needles, sall twine, marline, and marline spike.

<h) Drinking Cups—~Two enameled drinking cups.

(1) Flashlight-—One approved flashlicht contained in a
portable, waterticht metal case. The case shall be con-

structed of 18-ounce, or No. 22 gauge B. W. G. copper or
equal noncorrosive metal, lock-jointed and soldered, bottom
to be rolled In and soldered, cover, or top fo b2 made of
cast brass not less than one-eighth of an inch thick fo fit
dowvn on & rubber gasket to make container watertightf.
The cover chall ba so constructed as to be easily reméved.
NMeans should be taken to cushion the flashlight and pre-
vent contact with the metal sides of the confainer. - Thée
flashlights shall be of all metal, rugged construction, of fo-
cusing type with o reflector head of about 2 inches in diam-
eter. Two extra lamps shall b2 provided for the fiashlishf.

The batterles for the standard 3-cell type shall be of the
sal ammoniac type with depolarizer. They -shall have a
non-spillable electrolyte and be free from leakase during
the useful life of the cell. They shall be of the tubular con-
struction, comprising three cells assembled in line, end to
end in a sultable close-fitting tube or jacket of mews, chip,
or strawhoard. The brass cap on the carbsn red and the
Zinc bottom of the cell skall serve as the terminals.. The
bhatteries shall be marked with the “trade name of the cell,
the nome of the manufacturer or trade mark number, or
other designations of size, the date of manufacture, and the
date of cxpiration of o guaranteed pericd for U. S. Marine
Serviee.”

The batterles shall not B2 continued in use for hfebaat
cquipment for a period exceeding 1 year from the date of
manufacture.

The flashlicht batteries allowed under the speclﬁcatmn
shall be of @ quality to meet the National Burean of Standg-
ards tests as to voltaze, capacily, delayed se:mce fests; and
Tequired performance.

(§) Hatchets—Two sinple-edged hatchets at’cach@d by
lanyards and readily available, one at each’ énd of the boat.
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(k) Illuminating Oil—One galion illuminating oil in metal
container. - .

(1) Lantern -—One lantern contammg sufficient oil to burn
at least 9 hours and ready for immediate use. s

(m) Life Line.—A life line, or grab line, properly secured
_the entire length on each side, festooned Jin bights not longer
than 3 feet, with a seine float in each bight. : The life line
shall be of a size and strength not less than 12- thread manila
rope, and the seine float in each. bight shall hang to mvithm
12 inches of the surface of; the water when the boat is light.

(n) , Life Preservers —-;I:‘wo life preservers These life pre-
servers are in addition to, the vessel’s equipment of life
preservers. ., i~

(0) Locker—A suitable locker or box’ for the storage and
preservation of the small gtems of equipment,,

. (p) Mast and Sails—A mast or masts with at least one
good 'sajl, and- proper -gear for each; the sall andLgear to be
protected by a suiteble canvas cover, _- .

.(q) Matches—One box of safety matches m a water-tight
eonta.iner, -and carried ina box secured to the underside of the
stern thwart, or stowed in looker. N

(r) Oars—A single banked complement of oa.rs two spare
oars, and g stegring;oar with g rowlock or becket conforming
o :the . following requn‘ements for new and repIacement
equipment. -

g Mimmum Number and Length of Oars

i i T

§obi,

A AT R SR NIBES Total m_ Row- .

, . Num- N ow- | Steer-

Lebeth o bosé b | Spacs ezdézg b | e

b [ oars? (28 | SCETE N Goey |- oo
¥ - EYO RIS I o, . - )
16 foot and under 18 foet. e o2 7] - 12
and under 20 fea Lu. 4F i 2 7 i 11 13

20 feot and under 24 feet .4 2 7 B . M
24 foot and under 28 feet. ki) 21 9 ‘14 15
23 feot and over... et - Tﬁr S 9| . 15 16

Norp.—Motor, lifeboats and . lifeboats ﬁttedfwlth, propellere operated
by lmnd ghall be, equipped with 4 oa‘rs and 1 eteexiing oar.' -

(s) Painter -——One pamter of mamla, rope not less than 2%
inches in circumferenee and a length not less than three times
the distance between the boat deck. and the light draft.

. (b, Plugs and. Pumps.—Drain holes, ,ﬁtted with . automatlc
plugs, shall be provided with two caps attached. by chains.
Decked lifeboats shall have xio, plug-Hole, but shall be pro-
yided with at least two bilge.pumps. . |

(u) Propellers (Hand-Operated) .——-Lifeboa.ts may be fitted.
with a hand-operated propeller of-an approved type, but all
lifeboats, having a capacity of 60 ,or more. persons, shall be
fitted with a hand-operated. propeller of an approved. type. .

..The hand-propelling gear shall be.substantially constructed
end fitted in the boat in an efficient manner and be such that
the boat may be readily maneuvered away from the ship’s side
after being la,unched and steerageway ma.mtamed under ad-'
verse weather conditions.. The gear shall be of such char-
acter that it may be operated by persons untrained in its use.
It shall be such that, it can be operated satisfactorily when
the boat is partially flooded and will be effective in propellmg
a boat fully or partially loaded.

The above propelling gear shall be requu:ed in all such
lifeboats fitted on new vessels and to the hfeboat replace-
ments on existing vessels.

(v) Provisions.—An airtight receptacle contammg 2
pounds of provisions for each person. These provisions may
be of hard bread or its equivalent in any approved emergency
ration of cereal or vegetable compound. No meat or other
ration requiring.saline preservative shall be allowed. The
receptacle shall be of metal, fitted with an opening in the
top not less than 5 inches in diameter properly protected by
a screw cap made of heavy cast brass with machine thread
and an attached double toggle, seating to a pliable rubber
or felt gasket, which shall Insure a tight joint. - )

(w) Rowlocks.—One set and a half of thole pins or row-
locks attached to-the lifeboat by separate chains.

(x) Rudder.—One rudder having either tiller or yoke
and yoke lines. The rudder shall be made of clear straight-
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grained oak or fir and shall be stiffened across the bottom
edge by a piece of wood of the same character, properly se-
cured.  ,Pintles shall be strapped to the wood and through
fastened and be so adjusted that the lower pintle will projeot
at least 1% inches more below its gudgeon than does the
upper one.

(y) Sea Anchor—One sea anchor constructed of good

quality canvas or other satisfactory material; and, if of
circular pattern, shall be not less than 2 feet in diameter
for lifeboats 26 feet long and under. In larger boats the
diameter of the sea anchor shall not.be less than 2 feet
6 inches. . ‘Sea, anchors for replacements and new equipment.
must comply with the -above.
- (z) Storm -0Oil—QOne container hdlding 1 gallon of vepge-
table or animal oil, so constructed that the oil can be easily
-distributed on the water and so an'anged tho.t it can be
attached-to the.sea anchor. ;

(aa) Water Breakers—Wooden breakers or suitablo tanks
Hitted with spigots for drawing water and conta,ining at'least
T quart of water for.each person. '

11123-2. Tank Ship “Lifeboat Equipment, Great Lokes -
T/L. (a) Al Iifeboats on véssels operating on the Great
Lakes §hall carry the following equipment

(b) ‘Bailer—One bailer.

-(¢) Boat Hooks.—One boat hook attached to a staff of
suitable length,

" () " Bucket —-One galvamﬁed iron bucket with lanyard
‘attached.

(eJ Compass—One efficient liquid compass with hot less
than a 2-in¢h card.

(f) Distress Lights—A watertight metal case containim,

| 12 self-igniting red lights capable of burning af least two min-

utes and to give forth & brilliant red flame of not less than

‘500 candlepower, signals to be treated 'and made impervious

to moisture The container to be constructed of 18-ounce or
No. 22 B, W. G. coppéer of equal noncorrosive metal lock-
jointed and soldered, bottom to be rolled in and soldered
:cover or top to be ' made of:chst brass not less than one-eighth
of an inch thick and 5 ifiches in diameter, to fit down on
xubber gasket to make container watertight. The cover shall
‘be so constructed as to be easily removed., Either g flashlight
or g signal pistol with 12 lights may be substituted for 6 of
the above distress lights, but in any event at least six of the
above lights must be carried.

{g) Signal Pistol—(Optional, see Distress Lights.) The
stowage of the signal pistol in li.feboets, is discretionery with
the master.

(h) Flashlight—(Optional, see Distress Light’s) One
standard 3-cell focusing flash light and 3 extra standard bat-
teries contained in 'a.portable watertighit metal case, The
flashlights for lifeboats shall be of all mefal, rugged constrite-
‘tion, of focusing type with a reflector head of about 2 inches
in diameter: The reflector shall have a true parabolio sur-
face, cogted with a heavy silver polished plate, free from mars
and dents, and protected by a coat of clear lacquexr.' ‘The
flashlight shall be provided with two extra lamps, and all ex-
terna] parts of the flashlight shall be protected by a heavy
nickel-plating or a black baked-on lacquer or enamel.

The flashlight batteries shall be of the sal ammonia¢ type
with depolarizer. They shall have a ronspillable electrolyte
and be free from leakage during the useful life of the cell.
“They shall be of the tubular construction, comprising three
cells assembled in line, end to end in a suitable close-fitfing
tube or jacket of news, chip, or strawboard. The brass cap
on the carbon rod and the zinc bottom of the cell shiall serve
as the terminals. The batteries shall be marked with the
“trade name of the cell, the name of the manufacturer, or
trademark number, or other designations of size, the date of
‘manufacture, and the date of expiration of a guarantee
period for U. S. Marine Service »” Local or assistant inspec-
tors making annual or reinSpections shall satisfy themselves
that such flashlight equipments are in condition to warrant
the bellef that same are efficient for emergency use between
the date of such inspection and the next following inspection
or reinspection date. The batteries, however, shall not be
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continued in use for lifeboat equipment for a period exceed-
ing one year from the date of manufacture.

The flashlight batteries allowed under this specification
shall be of a quality to meet the United States Bureau of
Standards tests as to voltage, capacity, delayed service tests,
and required performance.

(i) Hatchets~—Two hatchets.

(j) Hluminating Oil—One can -containing one gallon of
ulummatmg oil. .

(k) Luntern—One lantern containing sufficient oil to
burn at least nine hours, and ready for immediate use.

")) Life Line—A properly  secured life line the entire
length on each side, festooned in bights not longer than 3
feet, with a seine float in each bight. The life line shall
be of a size and strength not less than 12-thread manila
rope, and the seine float in each bight shall hang to within
12 inches of the surface of the water when the boat is licht.

{m) Life Preservers—1Iwo life preservers.

() Mast and Sails—A mast with one good sail, at least,
and proper gear (this does not apply to motor lifeboats),
the sail and gear.to be protected by a suitable canvas cover:
Provided, however, ‘That lifeboats of less than 125 cubic
feet capacity are exempt from this requirement.

(0) Maiches—One box of safety matches wrapped in.a
waterproof package and carried in & box secured to the
underside of the stern thwart.

(p) Oars—A full complement of oars and two spare oars,
and a steering oar with rowlock or becket.

(a) Painter—One painter or manila rope of not less than
234 inches in circumference and of suitable length.

(r) Plugs—Where automatic plugs are not provided there
shall be two plugs secured with chains for each drain hole,

(s) Rowlocks—One set and a half of thele pins or row-
locks attached to the boat with separate chains.

(t) Rudder—One rudder with tiller or yoke and yoke
lines. In bhoats of special construction where a rudder is
difficudt of installation, it may be dispensed with.

. () Sea Anchor—A sea anchor.

(v) Storm Oil—A vessel containing 1 gallon of vegetable
or animal oil so constructed that the oil can be easily dis-
tributed on the water and so arranged that it can be attached
to the sea anchor.

OT-3-3. Tank Ship Lifeboat Equipment—Bays, Sounds,
Lakes Other Than the Great Lakes, and Rivers—T/BR. (a)
All liféboats on tank vessels operating on lakes, bays, sounds,
and rivers, shall carry the following equipment:

(b) Boai Hook~—One boat hook attached to staff of sult-
able length.

(c) Bucket—One bucket with lanyard attached.

(d) Ax—One ax.

(e) Lantern.—One lantern containing sufficient oil to burn
at least nine hours and ready for immediate use.

(f) Life line—A properly secured life line the entire length
on each side, such line to be festooned in bights not longer
than 3 feet, with a seine Hoat in each bight. The life line
shall be of a size and sfrength not less than 12-thread manila
rope, and the seine float in each bight shall hang to within
12 inches of the surface of the water when the boat is light.

- (g) Life Preservers—At least two life preservers except on
tank-vessels operating exclusively on rivers flowing into the
Guli of Mexico, where one only is required. Wooden floats
may be substituted where the same are allowed by law,

(h) Maiches—One box of safety matches wrapped In o
waterproof package and carried in a box secured to the un-
derside of the stern thwart.

(i) Oars—A full complement of smgle bank oars and two
spare oars of suitable leéngth except on tank vessels operat-
ing exclusively on rivers flowing into the Gulf of llexico,
where a total of five oars only is required.

(3) One steering-Oar with rowlock or becket except on
tank vessels operating exclusively on rivers.

(&) Rudder—One-rudder with yoke and suitable yoke
ropes, except for tank vessels operating exclusively on rivers.

() Painter—One-painter of manila rope of not less than
234 inches in circumference, properly attached, and of suit-
able length.
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(m) Plugs—Two plugs for each drain hole, attached to
the boat with chafns.

() Rowlocks—A full complement of rowlocks and two
spare rowlacks, each rowlock to be attached to the boat with
a separate chain.

IIX-3-4. Barges—Lifeboat Equipment, All Waters.——BfAIL.
(a) Lifeboats on barges shall be equipped as follows:

(b) Boal Hool:5~Two boat hooks of suitable length hut
not less than 8 feet long by 1% inches in diameter.

(c) Buclet.—One galvanized fron bucket of about 2-gallon
capacity with lanyard attached.

(d) Life Line—~One life line properly secured the entire
length on each side, festooned in bights not longer than
3 feet with o seine float in each bight.

(e) Life Preservers—Two life preservers in addition fo the
vessel's complement of life preservers.

(f) Oars—TFour oars and one steering ocar.

() Painter~One painter of manila rope not less than
inches in circumference, and of a suitable lensth.

(h) Plugs—Drain holes, fitted with automatic plugs, shall

be provided with two caps attached by chains.

(1) Rowloclks—Iob less than four rowlocks attached to
the lifeboat by separate chains,

HI-3-5, Tanl: Vessels—Liferaft Equipment, Al Waters—
TB/ALL. () Life rafts shall be equipped as follows:

(b) Distress Signals—One watertight metal cass contain-
ing 12 self-iemiting red lights of same character as distress
lights required for lifeboats, the container to ba of the same
material and construction as required for lifeboafs: Provided;
That a container of the same material and construction, with
a cover of not less than 3 inches in diameter, may be used
on life rafts.

(¢) Drinl:ing Cups—Two enameled drinking cups.

(d) Life Line—~—One life line properly secured entirely
around the sides and ends of the raft, festooned te the gun-
wales in bights not longer than 3 feet with seine floas in each
bight.

(e) MMalches—One box of safefy matches in a watertight
container.

(f) Oars—~Four oars.

(g) Painter—One painter of manila rope not less than 234
inches In circumference, and of a length not Iess than three
times the distance between the boat deck and the light draft.

(h) Provisions—~—One airticht receptacle containing 2
pounds of provislons for each parson. ‘These provisions may
be of haxd bread or its equivalent in any approved emergency
ration of cereal or vezetable compound. No meat or other
ration requiring saline preservative shall be allowed. The
receptacle shall be of metal fitted with an opening in the
top not less than § inches in diameter properly protected by a
serew cap made of heavy cast brass with machine thread
and an attached double tozale, seating to a pliable rubber or
felt pasket, which shall insure a tight joint. If the tank
veszel Is operated on inland waters, no provisions will ba
required.

(1) Rowloclks—Five rowlocks attached by separate chains.

(§) Sca Anchor—One sea anchor constructed of good qual-
ity canvas or other satisfactory material; and, if of circular
pattern, shall be not less than 2 feet in diameter.

(k) Self-Igniting Waler Light—~One self-igniting water
licht of approved typz. (Sce Appendixz C-9-9.)

1) Storm Oil—One container holding 1 gallon of vege-~
table or animal oil so constructzd that the oil can be easily
distributed on the water, and so arrangad that it can he
attached to the sea anchor.

(m) Weter—One waterticht receptacle containinz 1 quark
of water for each person.

II-3-6. Equipment for Buoyant Apparaius--TB/ALY. (2)
Buoyant apparatus designed to accommodate 25 parsons or
more shall be fitted and equipped as follows:

(b) Life Line~One life line propzrly sccured entively
around the sides and ends of the buoyant apparatus, fes-
tooned to the gunwales in bichts not longer than 3 feet
with a seine float in each birht.

(¢) Painter—One painter of sufficient strensth propeariy
secured to the buoyant apparatus so that the buoyant ap-

2%
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paratus may hé lowered from the deck where stored to. the
water. It shall be of good quality manila rope not less than
2 inches in circumference and at least equal in length to
the height of .the boat deck where stored to the vessel’s light
seagoing draft plus 6 feet.

Q) Self-Igniting: Water Light—One self-igniting Wa.ter
light of approved type. : (See Appendix-C-9-9.).

Bugpyantapparatus designed to accommodate Jess than 25
persons shall not; be required to be equipped with a self-
igniting. water light. Such .apparatus-weighing less than
75 pounds shall not be required to have. s painter for lowermg.

Srcrion III—4—SrowA}§a—Lmoms Lu-n Rms AND Bo'oym
APPARATUS

II-4-1. Davits and. Launchzng Dévices —T/ALL (a), Tank
ships'of 100 gross tons or more, shall be eqmpped thh davits
for each lifeboat carried on, the tank Shlp

TB/ALL. () Tank ships of less than 100 gross tons and
for the launching of such I hfeboats by dav1ﬁs or, crane or, where
the freeboard is Jess thanfsm feet when the vessel has no
cargo apoard, by sh

TIT4-2. Boat * Davit Falls —’I‘/AIIrAll tankshlps over.
1,000 gross fons shall be provgt’i’ed thh covered t;ubs, boxes,
or reels jin, whlch to ow the, ‘running pa.rt of the, boat
davit falls ;Boat falls ;shalI not be pamted

TI-4-3, Lijeboats, and Life Raﬁs Rept Clear for L&unch—
ing. ——'I'B/ALL—The decks on which hfepoaf;s of ‘any class
or life rafts are car jed sh be kept cleau: of frélg‘hﬁ or any
ofher obstriction that' would inferfere with the immedzate
launchmg of the hﬁeboats or life rafts.

. Stowage of the Boats and Rafts—TB/ALL. (a)
All the boats and raqts must be stowed in such.a wa, that
they can be launched in’ the shorﬁesp possm]e tlme .and hat
even under unfavorable conditions of (hspJand tnm from the
point of view of the, handlmg qf the boaf;s and rafts; 1t may
be possible to embark in them as’large 'a member of persons
as possible.

T/ALL (b) The arrangements must bé' such that it may
be possible to launch on either side of the vessel as large
a number of boats and rafts as possrbie " -

PRI ' ' . )
SEc’rION HI—S—-CARE AND Iﬂsrzcnou———meBous, er Rms, AND
v, -BOOYANT APPagATUS

ITI-5=1. Prepamtwn for Voyuge —TB/ALL ) Llfeboats
life rafts, and buoyant ‘apparatus shall be-fully equipped
before the vessel leaves port and thérequipment shall rémain
in the boal, raft, or bubyant apparatus throughout the voy-
age! It shall be unlawful to'stow in'any!boat, raft, or buoy-
ant apparatus articles'other than those'herein required.. * -

(b) ' Loose equiipment 'shall’be sécurely attached' to 'the
boat, raft, or budyant apparatus to Which it belongs. Articles

-

it

of equipient shall be of .good quality, efficient for the pur- [

pose they are mtended to serve, and keptum good condi-
tion.

III-5-2. Numbering and Marking of Lz,feboats —TB/ALL

(a) The number of each lifeboat shall be plainly marked or
painted on €ach side of the bow in figures-3 inches high; and,
where lifeboats are ‘carried:on both sides of ' a wvessel, the
odd-numbered boats shall be stowed on the starboard side,
and the even-nurnbered boatson the port side; i. e., lifeboat
'no. 1 shall be forward on.the.starboard side; and:lifeboat
no. 3 next abaft lifeboat no. 1; lifeboat no. 2 shall be for-
ward on ‘the port side and llfeboat mo. 4 next abaft hfeboat
no. 2, ete. - .

(b) The cublcal contents and number of persons allowed
to be carried on each lifeboat shall be plainly marked or
painted on each side of the bow in letters and numbers .11%
inches high. -In addition, the number of persons allowed
shall be plainly marked or painted on the top of at least two
of the thwarts in letters- and numbers 3 inches high. Such
letters and numbers shall be dark on a light g'round or light
on a dark ground.

IIT-5-3. Marking of Life Rafts. TB/ALL——There shall be
stenciled in a conspicuous place on each life raft the num-
ber of persous said raft can carry. T
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II1-5-4. Overhaul—TB/ALL. (2) Lifehoats and life rafts
shall be stripped, cleaned, painted, and thoroughly over-
hauled at least once in every year. If any deterioration has
.begun- it shall be corrected even to the extent of renewing
that part of the lifeboat or life raft.

(b) The boat davit and falls will be cast loose and over-
hauled.

II-5-5. Maintenance. TB/ALL (a) \Every llfeboat life
raft, or piece of buoyant apparatus together with its equip-
‘ment shall be kept in every. respect in good condltion and
ready for. immediate. use, -
~(b) The material that supports the platform of all life
‘| floats ‘shall be examired to determine tha,t its strength is
maintaineds: T o0 oo 0

'(¢) “Air tanks shall be eXammed to see that they are in
good - condition but préssure need not be applied unless the
inspector so 'desires t6 assure iimself as to their condition.

(d) Disengaging apparatus, blocks and falls, if used, shall
‘be determined to be in good condition.

(e) Disengaging appafatus, if used, shall be shown on the
annual report, and if‘the inspector is unableto identify it by
name he shall take the matter up with the Supervising In-
spector of the district-in order thaf such spparatus may be
traced foriidentification dnd approval record. :

I1-5-6. ‘Licensed Officer int Charge Each Boat i —T/OCLB~
.A licensed officer or able seaman shall be placed in charge
of each-boat or pontoon raft; he shall have a.list of its lfe-
boat men and other meémbers of its'crew 'which shall bo.
sufficient! for her safe management, and shall see that the
men placed under his 6¥ders are acquaitited with their sev4
eral ‘duties and stations: Piovided, That-1f ia. raft carries 15
persons or:less, a licénsed officér or able seaman need not be
pldcéd in charge of 'such raft. -

II1-5-1. Certifictted -Lifeboat Men in Eadh Boat.~—'1‘/001‘.B.
(&) There shall be fof éach boat 6r raft a number of lifeboat
men at least equal to'that spzcifidd as follows: If the boat
or raft carries 25 persons or'less; the mihithum number of
certificated lifeboat men shall be 1; if the boat or raft carries
36 personis and'less than 41 persons, the minimum number
"of certifiéated lifeboat men shall be'2; if the boat or raft car-
118§ 41 Persdus and less than 61 persons, the minimum number
of certificated lifeboat men shall be 3.

(B)  The allocation of the certificated lifeboat men to each
boat aiid raft remains within the discretion of the master,
according to the circumstances.- ' ‘

[N

SEC’I.‘ION III—G—Ltm Pm:smms

III—6—1 Number Required—~TB/ALL—Every ta.nl. vessel
.shall be provided with one good life preserver, having the
approval of the Board of Supervising Inspectors, for each and
jevery person carvied.

II-6-2. Type —-TB/AIL @) Every life preserver adjust-
a,ble to the body of an adult person, manufactured after Feb-
"ruary 10, 1923, shall be of the reversible typs, made of suitable
.material approved by the Board of Supervising Inspectors,
with gtraps properly attached on each side of the body of the
life preserver (thus making it reversible), with recesses under
the arms, thereby allowing the front and back sections to fit
around the upper part-of the wearer, and held in place by the
straps, and the upper part of the life preserver shall be made
vestlike, the whole so constructed as to place the main buoy-
ant body of the device underneath the shoulders and around
the hody in a manner that it will support the person wearing
it.in an upright or a slightly backward position. .

(b) All such life preservers shall be not less than 52 inches
in length when measured laid flat, and every life preserver
shall be capable of .sustaining for a continuous periad of at
least 24 hours an attached weight so arranged that whether
the said weight be submerged or not there shall be & direct
downward gravitation pull upon said life preserver of at least
20 pounds.

HI-6-3. Stowage of sze Preservers.—TB/ALL~-Life pre-
servers shall be distributed throughout the cabins, state-
rooms, berths, and other places convenient for each person
on such tank vessels. .
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TI-6-4. Inspection.- —TB/ALL. (2) At each annual inspec-
tion of any tank vessel, and oftener if deemed necessary,
it shall be the duty of the inspectors making the inspection
to examine all life preservers in the equipment of such ves-
sel and to satisfy: themselves that such life preservers are in
accordance with- the requirements of the Board of Super-
vising Inspectors:. Provided, That when any block of com-
pressed cork used in a compressed cork type life preserver
is . found to be in a ‘broken or granulated condition such
compressed cork block shall be condemned as unfit for fur-
ther use. When found fo be in accordance with the re-
quirements, the inspector shall plainly stamp them. with a
stamp bearing the word “Passed”, his initials, the inspector’s
port, and date of approval: Provided, That at the annual
inspection .of & vessel, or offener if necessary, at least 5
per cent of all kapok life preservers, or such greater number
as may be deemed necessary or desirable, shall be subjected
to a buoyancy test, as follows: Life preserver containing
kapok as buoyant material in the body thereof, if for use of
adults, shall be subjected to a test for buoyancy by being
entn:ely submerged for a period of two hours, after which it
shall be capable of sustaining in water an attached welght
hayving an actual downward gravitation pull of 20 pounds
when the weight is submerged, and kapok life preservers
with kapok collars shall be subjected to a similar test.
except that the attached weight shall have an actual down-
ward gravitation puil of 28 pounds when the welght is sub-
merged. Any such life preserver failing: fo meet the required
test shall be immediately condemned and remoyved from the
vessel's equipment, and a full detailed report of every such
failure- shall be immediately forwarded to the supervising
inspector of the district having jurisdiction.

(b) Life preservers which depend upon infiation or air
compartments for. buoyancy, or which are constructed of
loose granulated material or any other materml not approved
by the Board of Supervising Inspectors shall not be allowed.
Any-life preserver hereafter approved by the Board of Supar-
vising Inspectors -may be accepted in lieu of "those specified
in_ this section.

-

Szcnon m—?—Ln'z: Buoys

m—’Z—l Number - Requzred—TanL Ships—T/ALL—~The
minimum number of life buoys and the minimum number to
which water hghts shall be attacheq is fixed by the following
taple: :

s~ . L. -

ST A N Afuimom
- e - . h numbsr of
. - Minimum | buoys fur
Length of tank vessel pumbcr of | which wa-
buoys ter Mohts
chalf to
provided
Under 100 feet. 2 [1]
100 feet and under 200 feet-: z 4 | 2
200 feet and under 300 {eet; 0 g
300 feet and under 400 fest_- 12 4
400 feet and under 500 feet. 16 ]
600 feet and under $97 feet 24 12
800 feat and over. ~ z el 15

O-1-2. Number Required—Tanl: Barges—~B/ALL—Al
tank barges regardless of size shall have at least two life
buoys on board: Provided, howerer, That unmanned barges
are exempt from this rule.

Ti1-7-3. Location—TB/ALL, (a) Distribution and Securing
of Life Buoys.—All life buoys shall be dxstribubed and secured
as follows:

(b) All life buoys shall be so placed as to be readily acces-
sible to the persons on board, and their positions plainly indi-
cated so as to be known to the persons concerned. 'The
buoys shall always be capable of being cast loose, and shall
not be permanently secured in any way.

(c) One life buoy on each side of a vessel shall have an
attached line at least 15 fathoms in length.

II-7-4. Attachment of Water Lights—TB/ATLI—On all
tank vessels the self-igniting water lights need not be at-
tached to the ring buoy, but may be placed alongside the
buoy which it is intended to serve so that it can be easily and
quickly attached to the buoy by means of its lanyard when
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needed In case of emergency. When self-izniting water
lirhts are not attached to the rinz buoys, 2 snap hook shall
be proylded for this purpose.

Seer10: XI-8—DISTRESS LIGHTS

III-8-1. Distress Lights.—T/ALL B/OC—On every vesssl of
150 gross tons and over there shall be carried within the pilot
house or upon the navigator’s bridee, 12 self-ienifing distress
lizhts having a burning.capacity of not less than two min-
utes and to give forth a brilliant red flame of nof less than
500 candle power, signals shall be treated and made impar~
vious to moisture. The coptainer to be constructed of 18-
ocunce or No. 22 B. W. G. col.ger or equal noncorrosive metal,
lock jointed, and soldered, hottom to be rolled in and sol-
dered, cover or top to be made of cast brass, not less than
one-eighth of an inch thick and 5 inches in diamefer, to fit
dorn on rubber gasket to make container water-tight.
Cover shall be constructed co as to be easily removed.

Srer10it II-9—LnE-THROWRIG GUIT

IIX-9-1. Requirements — Ocean and Cogsiwise — Tank
Shipns—T/0C. (a) All tank ships shall be equipped with a
line-carrying gun and equipment auxiliary therefo, as herein
specifed,

(b) All coastwise tanlc ships of 150 gross fons and over
shall be equipped with a Hlne-carrying gun and equipment
auxiliary thereto, as herein specified.

(c) Tank chips of 300 cross tons and over shall be
equipped with a mounted-type gun, either breach or muzzle
loading; similar in size, performance, and general desizn
to the cuns used by the Unifed States Coast Guard.

(d) Tank ships under 300 gross tons may uss the so-called
“zhoulder guns”, the requirements of which are sef forth in a
subsequent section under that heading.

I-9-2. Line-Carrying Gun Equipment for Mounted
Gun—T/0C. (a) Service Projectiles—Six sarvice projectiles
shall be supplied with each gun. These projectiles shall
weigh not Jess fhan 17 nounds nor more than 18 pounds
each. They shall be smoothly furned and finished and shall
have a windage of not more than 0.015 nor Iless than 0.002
of an inch. 'The upper end shall carry an eyebolf or shank
of sufficlent lencth to project slichily beyond the muzzle.
This eyebolt or chanlt shall afford an eye for sseuring the
line. Projectiles chall b of such characfer as to bz readily
withdravn from the run whenever necessary or dssirable.

(b)Y Service Lincs—Four service projectile lines shall he
suppled with each gun, and chall be nof lezs than seven
thirty-ceconds of an inch ner more than nine thirty-seconds
of an inch in diameter, and ot least 1,700 feet long. They
shall conform to the following requirements:

1. They shall be either 3-strand soff laid best quahty
flax or recularly laid best qualify manila. Each line shall
be in one continuous length without splice, Imot, or ofher
retarding or wenkening feature and have a breaking sirain
of not less than 500 pounds.

2. The end of the line intended fo be aftached to the
projectile shall have securely attached therefo a subsian-
tial tag bearing a permanent legend indicating ifs pur~
pose; the other end of the line shall be tagged in the same
manner to prevent delay in securing propzr and immediate
action with the cquipment.

3. Each line shall be coiled, faked, or reeled in ifs own
faking box or reel in such manner that when all the lin2
leaves the container it shall automatically become un-
attached and free from the container.

(¢) Line Container~The foling hox or reel shall bz of such
size as to accommadate the size and type of line used. The
faking box shall have a frame slightly larger than the box
with a row of wooden pins set vertically into ifs four sides.
It shall have a false bottom which shall be a tablet of wood
plerced with holes corresponding to the pins and shall fit
down over the pins until it reaches their base and rests on
the frame. The frame shall be equippad with proper hooks
for securing it to the box after the line has been faked on
the pins. The reel type container shall consist of a reel upon
which the line may be readily coiled and a canister or con-
tainer into which the coiled line may he placed which will
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afford a fair lead through which the ling may pay out.- The ]
reel must be so, designed-as to permit easy withdrawal after-

the line has been coiled.

(d) Statement of Manufacturer. --The container of the line
shall bear the name of the manufacturer and a statement to
the effect that in all respects the line meets the requirements
specified in paragraph. (b), 1, 2, and 3, for service-lines.

(e) Primers—~—Primers used with the breech-loading gun
shall be of the percussion type, Primersused with the muz-
zle-loading gun shall ‘be of the:friction type. A} least 25
primers shall be carried at all times:

(f) Auziliary Line~—At least 1,500 feet of 3-mch mamla
line shall be carried by vessels of oyer 300 gross tons. This
line shall be considered: as part of the line-carrying gun
equipment and shall be maintained in first-class condition at
all times.

(g) Accessibility—The hne-carrymg gun. and its equip-
ment shall be kept always easily and immediately accessible
and ready for use. No part of this equipment shall be used
for any other purpose. ' ’

II1-9-3. Line-Carrying Gum - Equipment for. Shoulder
Gun—T/OC. (a) Type—The shoulder line-carrying gun
shall be a breech-loading gun of 0.45 or 0.50 caliber, cham-
bered for blank rifle cartridges, smooth bored and properly
stocked. It shall be contained in a suitable case, together
with the following 'equipment: 3 shot lines, 10 projectiles, 25
cartridges, 1 cleaning rod, 1 can of oil, and 1 book of in-
structions, and conform to the followmg requlrementS'

1., The projectiles shall be machmed from steel or
bronze, weigh. about 8 ounces, and have g shank of suffi-
cient length to project slightly beyond the muzzle. The
shank shall be made in one with the projectile and have
at its upper end an eye for securing the line.

2. The line shall be at least 400 feet in length and have
a circumference of about three-eighths of an inch. It
shall be woven, or laid up, of cotton or flax and be very
flexible, and have a breaking strain of not less than 250
pounds. It shall be made up, or coiled,-in such way as to
render it ready at all times for immediate use, the coil or
other device to permit the free running of the line when
the gun is fired.

(b) Auxziliary Line—At least 500 feet of 3-inch manila
line shall be carried as an auxiliary line for use with the
shoulder line-carrying equipment. This line shall be con-

sidered as part of the shoulder gun line-carrying eqmpment/

and maintained in first-class condition at all times.

(¢) Accessibility—The shoulder gun line-carrying equip-
ment shall be kept always easily and immediately accessible
and ready for use and no part of this equipment shall be
used for any other purpose.

(d) Test—The projectile shall be thrown, under condi-
tions of a reasonably still atmosphere, for a distance of not
less than 250 feet without fouling or breaking the line.

IOI-9-4. Service Recommendations—T/CC. (a) Mounted
Type.—~The following precautions and precedure are recom-
mended for the use of mounted type line-carrying guns and
equipment:

1. Service powder charge should be about 5 ounces, and
the powder bags should be furnished to the vessel contain-
ing not more than that quantity of black powder. Under
extraordinary circumstances, 8 ounces may be used.

-2, ITn making the line fast to the shank, pass it through
the eye and take three or imore half-hitches around its
own part, leaving a loop of about 10 or 12 inches and
taking the hitches about 6 .inches apart. This will allow
the line to slip slightly through the eye of the shank be-
fore .the hitches fetch up, thus easing the strain. on the
line at the loop during the initial acceleration.

i 3. A considerable bight lead over.the side is recom-.

mended wherever possible, as it will-tend to lessen the jerk
on the line af initial acceleration., .
4, At least. a fathom of the line from the shank shou]d
, be thoroughly wet before using to prevent burning.
., b. The faking box or reel should always be faced in. the
direction of the line of fire and-placed abreast of the gun
.and as close- to.the ship’s ;side as possible.- It is not
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-advisable to place the line too close tq the muzzle of the
gun, as the concussion may lift several layers or, coils from .
the, top, causing a snarl which in turn may cause the line
to,part.

. 6. Care should be taken in placing the equipment fo

_prevent fouling of; the line in rigeing, ridge ropes, etc., .
-which have a tendency-to rise or jump up when the gun
is fired. | i

7. Haying made the gun and equipment ready for use,
the following procedure-in firing is recommended:

Select a place where the gun may recoll without
striking anything, or where it may bg’ securely lashed
down.

Note the position of ‘the vessel to be relleved, her'
distance, and the direction and approximate force of
the wind, and then place the gun in position, making
allowance for thé drift of the line. Plate the line on
the ‘windward ‘side of the gun and about 3 feet from it,

' 'Make the line fast in the eye of thé shank and insert
_the powder charge, ' projectile, and primer.’ In loading,
~. make sure that the projectile {s seated against the wad,

8. After using; the lines should be thoroughly dried
-before rewinding or faking. '

(0 Shoulder, Type—In using the shoulder line- throwing
type gun, the jollowing ptecautions should be. observed:

"1; Care should be taken to prevént fouling of the line
in rigeing, ridge ropés, etc., whith have a tendency to rise
of jump up when the gun is fired. v

2. The projectilé should be sented in the end of the
cartridge case. ‘

3. If fired near ‘the ship's side, the gun must be held
firmly to prevent it from “jumping” overboard.

-4. The line should be wet thoroughly for 2 or 3 feet
from 'the shank to prevent burning. \

5. The use of a “reduced load” cartridge is 1ecommended
containing 50 grains of powder instead of 70.

6. After using, the line should be thoroughly dried be-
fore rewinding or faking. -’

.7. In using this equipment the instructions furnished by
the manufacturer shall be followed.

II1-9-5. Placard Instructions—T/OC—A placard with in-
structions for using the gun apparatus, as practiced by the
United States Goast Guard, shall be posted in the pilot house
and engine room, and seamen’s, firemen’s, and stewards’ de-
partments of every vessel required by law to carry such gun
apparatus.

RULE IV

[Outline of Sections]
Fire-Fighting Equipment for Tank Vessels

Inspection of Fire-Fighting Equipment.
Inspection of Fire-Fighting Equipment—Gonoral,
Inspection by both Inspectors.
IV-1-3. All Fire Equipment May ba Tested.
IV-1-4. Testing of Fire Hose and Pumps.
. Inspection of Bilges.
. Speclal Types of Fire Apparatus May be Used.
. Fire Equipment—New and Existing Vesseld,
5 Repami and Alterations to Fire-Fighting Equip-
ment. .
Fire Pumps, Maing, Hydrants, and Hose,
Fire Pumps Required.
Capacity of Fire Puraps.
‘Type of Fire Pumps.
IV-2-4. YLocation of Fire Pumps.
IV-2-5. Fire {?ump Rellef Valves, Plplng, and mm‘klng of
- - valves. '
o IV-2-6. Fire Hydrants,
.- Iv-2-7. PFire Hose.
SECTION IV-3. Fire Equipment for Cargo Spaces,
i JIV-3-1. Géneral Requirements.
IV-3-2. Systems Which May be Substituted for Steam.
. Minimum- Capacity.
. Basic Requirements,
. Steam Fire-Extinguishing System.
. ‘Inert Gas or Vapor Fire-Extinguishing System.
_Foam-' Fire-Extinguishing System.
IV-3-8. ‘Flue Gas lee tlngul-:hg;g System
. Firé-Extidguishing Syst for anp and Paint
: i FRéoms, ete.” 1+
- TV-8~10. Shlﬁitlng ‘Down, Bollers and Madhinery.

SecrioNn IV-1.
IV-1-1.
IV-1-2.

Secrron IV-2,
Iv-2-1.
Iv-2-2.
Iv-2-3.
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- Fire Axes. -
. - Fire Axes Required.
. Location and use of Fire Axes.
Hand Fire Extinguishers.
Test of. .
. Marking of.
Location of.
.~ Inspection of.
Spare Charges and Parts For.
Numher Required.
. Number Required on Vessels Using Oil Fuel,
Sargg Boxzes Required on Tank Vessels Using Ol
el,

Sand Boxes Required.
»Fire—Extingulshing Equipment Required on Tank

Barges.
Pogtable Extlngtu..hmg Equipment for Cargo
paces.
Hand Fire Extinguishers for Quarters and Englne
Spaces.

Iv-6-1.
SECTION IV-T.

IvV-7-1.
Iv-7-2.

RULE IV
Fire-Fighting Equipment for Tank Vessels
SecTION IV-1—INSPECTION OF FIRE-FIGETING EQUIFMENT |

1V-1-1. Inspection of Fire-Fightling Equipment—General.—
TB/ALI—A} each annual inspection, and at any other time
as required in the judgment of the local inspectors, all fire-
fighting equipment on- tank vessels shall be Inspected.

IV-1-2. Inspection by Both Inspectors—TB/ALL—The in-
spection of fire-fighting equipment shall be made jointly by
both boiler inspector and hull inspector.

- -IV-1-3. All Fire Equipment IMay Be Tested —TB/ALL~~
During the -inspection of fire-fighting equipment the local
inspectors may require fire apparatus to be tested, and used,
except as provided under IV-3-6 (b) and IV-5-4.

' IV-1-4. Testing of Fire House and Pumps~—TB/ALL—It
shall be the duty of both the hull and hoiler inspectors to
examine all pumps, hose, and other fire apparatus and to see
that the hose is subjected to @ pressure of 100 pounds to the
square inch, and that the hose couplings are securely fas-
tened in accordance with these regulations.

IV-1-5. Inspection of Bilges—TB/ALL—When inspecting
oil-burning-vessels, either internal-combustion type or steam-
driven type, the inspector shall examine the tank tops and
bilges in the firercom and engine room to see that there is
no accumulation of oil which might create a fire hazard.

IV-1-6. Special Types of Fire Apparatus iMay Be Used.—
TB/ALI—Any special type of appliance, fire-extingulshing
medium, or arrangement approved by the Board of Supervis-
ing Inspectors may beused. -

IV-1-1. Fire Equipment—New and Ezisting Vessels—TB/
ATI.—All tank vessels subject to these regulations shall have
fire extinguishers and fire extinguishing apparatus in accord-
ance with these regulations: Provided, however, ‘That all fire
extinguishers and fire extinguishing apparatus which is of
the character that complied with the rules and regulations
of the Board of Supervising Inspectors, pursuant to Title 52
of the Revised Statutes, on vessels in existence at the time
these regulations are promulgated, and have been in use on
such vessels, may be approved by the local inspectors, pro-
vided such existing. fire extinguishers and such fire fighting
apparatus are found to be in good and workable condition.
‘Wheré such existing fire extinguishers and fire fighting appa-
ratus are not found to be in good and workable condition,
they shall be repaired or else replaced by fire extinguishers
or fire fighting apparatus of the latest approved type, as re-
quired by these regulations. Where such existing fire extin-
guishers-or fire fighting apparatus are found to be in good
‘and workable condition but deficient as to quantity or num-
bers, the additional quantity or numbers required by these
regnlations shall be of the latest approved type. Fixzed sys-
tems which are included in the fire fichting equipment for
tank vessels and which have been in the past approved by
the Bureau shall be deemed to comply with these regulations
both as to character and quantity, provided such systems are
in good»and -workable condition. -

-IV-1-8.) Repairs and Alteralions Io Fire-Fighiing Equip-
ment—’IB/AEL—No extensive repairs or alterations, except
in emergency, shall be made {o any fire-extinguishing appa-
ratus, or other appliance subject to inspection, without ad-
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vance notice to the local inspectors. Such repairs or altera-
tions shall so far as is practicable be made with materials
and tested in the manner specified within those rules for new
construction. Emergency repairs or alterations shall be re-
ported as soon as practicable to the local inspectors in the
district where the vezsel may call after such repairs are made.

SecTion IV-2—FIne PUrirs, Maws, HYprzanTs, AND Hosz

IV-2-1. Fire Pumps Required —T/ALL, (3) All fank ships
shall he provided with pumps available for use as fire pumps,
as follows:

(b) Tank ships of 500 gross tons and under shall be
equipped with an efilcient hand pump capable of delivering
50 gallons per minute or a power-driven pump of equivalent
capaclty.

(c) Tank ships of more than 500 gross tons shall be pro-
vided with independently driven power pumps as specified in
the following table:

Over 500 and not over 1,400 grocs tons. 1 pump.
Over 1,600 gross tons 2 pumps.

IV-2-2. Capacity of Fire Pump3—T/ALL. (2) The capacity
of the combined fire pump installation shall be 35 gallon per
minute per gross ton of the tank ship. The maximum total
fire pump capacity required for any tank ship shall be 800
gallons per minute.

(b) Pumps on tank ships of 500 gross tons or over shall
be capable of delivering water throuzh the highest outlets
at a minimum pressure of 50 1bs. per square inch at the hose
nozzle when the pumps are delivering their rated capacity.

(c) While arranred with permanent connections to the
fire main the pumps may be utilized also for other purposes,
provided that one of the required pumps is kept available
for immediate use on the fire system. In no case, however,
shall o pump having connection to oil lines be used as a
fire pump.

IV-2-3. Type of Fire Pumps—T/ALL. (2) Tank ships are
not restricted to any particular fype or proportions for fire
pumps.

IV-2-4. Location of Fire Pumps—T/ALL—On oil-burning
tank ships, provided with two fire pumps, where the engine
and fire rooms are not entirely separated by iron or steel
bulkheads, or if fuel ofl can drain from fire-room bilzes into
the engine room, one of the fire pumps shall be located in an
accessible space separaté from the machinery compartment.

IV-2-5. Fire Pump Relief Valves, Piping, and Elarking of
Valres—T/ALYL. (2) Fire pumps shall be equipped on the
discharge side with 2 rellef valve set to relieve at 125 pounds
per square inch, and a prezsure gage to indicate the pressure
on the fire main

(b) Suction pipes for all fire pumps shall be so arranged
as to have an area of opening sufiiciently large to supply
water when the pumps are working at full capacity.

(¢) The size of the discharge pipe leading from fire pumps
shall In no case be less than that of the discharge opening
of the pump, and in no case shall it be less than 115 inches
in internal dlameter.

(d) The pipe, valves, fittings, and construction of fire
lines shall conform to Rule II, General Rules and Regula-
tions, Section 19—“Piping Systems.”

(e) The valves on steam and carbon dioxide fire ex-
tinguishing systems shall be plainly marked to indicate the
compartment into which they discharge.

IV-2-8. Fire Hydranls—T/ALL. (a) Fire hydrants shall
be of a sufficient number and so arranged that any part of
the living quarters, weather decks, and any paris of cargo
decks accessible to the crew while at sea may be reached
with a single 50-foot length of hose.

(b) Hose connections shall be brass or composition.

(c) Outlet openines shall have a diameter of not less than
114 inches.

(d) All fire hydrants shall be equipped with hose spanners.

IV-2-1. Fire Hose~T/ALL. (a) Fire hose shall be con-
nected to the outlet at all times except on open decks where
the location of the fire hydrants is such that no protectionz
is afforded for the hoze in heavy weather.
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(b) The fire hose may be. temporarily :removed when it
will interfere with the handling.-of cargo.
. (c) Tach fire hopse shall be provided with a smtable nozzle,

(d) Fire hose, when part of the fire equipment, shall not
be used for any: other purpose than fire extmgmshmg, ﬁre
drills, and testing.

(e) Fire Hose shall be dramed and stowed in its proper
place immediately after being used. -

SECTION IV—3—-FIRE EQUB’LIENT FOR CARGO SPACES, E‘I‘C

IV-3—1 General Requzrement —-T/ALL—-Every ta,nk ship
shall be provided with suitable pipes and valves attached to
the boiler to convey steam into the hold and to different
compartments thereof, to. extinguish fire, or_such other-suit-
able apparatus as may be prescribed by the regulations of
the Board of Supervising Inspectors with the approval of
the Secretary of Commerce. .

IV-3-2. Systems Which May be Substztuted for Steam—
T/ALL~—On tank ships, foam, gases or vapors, or any. other
effective fire extinguishing “system may be substituted for

steam, provided such system, it fixed, is completely installed

in -accordance with approved drawings and specifications.
Such systems may be portable,- sem1—portable, or fixed, and
may be of more than 'one type provided its total ca.paclty
equals the requirements of these reguldtions. :

IV-3-3. Minimum Capacity of Fire-Extinguishing Systems
for Cargo Spaces—T/ALL. (a) For Steam, Inert Gases,.and
Vapors~—The minimum. capacity of fire systems for cargo
spaces shall ‘be’ based upon.the volume of the largest cargo

compartment in cubic: feetj/ which shall-be determined.by |

measurements taken between fire-retarding boundaries  such
as decks, shells, tdank bottoms; and bulkheads. '

(b) For Foam.—The minimum. capacity .of fire systems for
cargo spaces shall be based upon thelargest superficial liquid
area obtainablerih.any' tank K within the range: of: usual
trim. KOk .
IV-3-4. Basic Requirements of Fire-Extinguishing Systems
for Cargo. Spaces.—T/ALL. (a) Steam.——Steam. for fire-ex-
tinguishing systems shall be available from the main. boilers

or from a donkeyi or auxiliary -boiler-or from.a shore source-

having a minimum. capacity equivalent to. 1-square;foot.of
heating surface for each. 300 cubic feet of the largest com-~
partment:in which cargo is carried., This requirement shall
be based upon a rate of evaporation of 6 pounds-of steam
per: hour per square. fopt . .of heafing. surface from and-at
212.F. medium steaming,” Equivalent values of heating sur-
face will be- permitted:for bhoilers havmg rates of evaporatxon
differing from that herein specifipd. . .

(b) Inert Gases and Vapors—At least one pound of carbon
dioxide or its equivalent of other inert gas or vapor;forjeach
30 cubic feet of gross volume of thelargest cargo compartment
as defined in IV-3-3 (a) discharged at the rate of one pound
of carbon dioxide or its equivalent of other .inert gas per
minute for each 150 cubic feet of cargo space. ,v

(¢) Foam—At least a six~inch layer of foam delivered uni-
formly over the largest superficial liquid area as-defined in
IV-3-3 (b); discharged at the rate of not less than 10 cubic
feet of foam per minute per 100 square feet of surface to be
covered. ) ) .

d) Provzszon Against Freezing. —Provision shall be made
for draining the manifold and individual lines of fire-extin-
guishing systems for cargo spaces to protect them against
freezing.

IV—3-5. Steam Fire Extinguishing System for.. Gargo
Spaces~T/ALL. (a) A steam pressure of at least 100 Ibs. per
square inch shall be maintained for fire-extinguishing pur-
poses. Where the maximum allowable boiler working pres-
sure will not permit of this, or where steam from a shore plant
is being used, the maximum steam pressure permitted by the
operating boiler pressure-limitations shall be provided for this
purpose.

_ (b) Where steam fire-extinguishing systems are fitted on
tank ships, the control valve shall be housed in a fire-
resisting compartment located-in an accessible place on the
weather deck in order to protect. the operator from fire
and smoke. The main lines shall: have sufficient area- to
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supply all the individual lines to the largest tank and the
tanks adjacent thereto, and the valves on the branch lines
to the tanks shall be left open at all times so that, in case
of fire, it will be necessary only to open the master valve
to insure a flow of steam into each hold or tank, after which
the valves leading to tanks which are not on fire may be
closed: Provided, That where the opening of such branch
line valve may cause contamination of cargo or cause the
passage of gases or vapors betweéen tanks or compartments,
they may be kept closed.

(¢) Steam smothering lines shall be tested with at least
50 pounds of air pressure or by blowing steam through the
lines and a survey made for detecting corrosion and defects,
using hammer test or such other means as may be necessary.

(d) The minimum-.diameter of any steam fire extinguish-
ing pipe to any fuel oil tank shall be one inch.

IV-3-6. Insert Gas or Vapor Fire Extinguishing Systems
for Cargo Spaces—T/ALL. (a) The piping for inert gas or
vapor fire-extinguishing systems shall comply with the re-
quirements of Sup. 51, Rule 2, Sec. 19.

(b) At annual inspections, all carbon dioxide (CO, cyl-
inders, whether fixed or portable, shall be examined exter-
nally. and replaced if any corrosion is found; and they shall
also be, checked by weighing to determine their contents,
and if found to be more than 10 percent under the required
contents of carbon dioxide, they shall be recharged.

IV-3-7. Foam Fzre-Ea:tmguzshmg Systems for Cargo
Spaces—T/ALL. (a) The piping for foam ﬁre-extingulshing
systems shall comply with the requirements of Sup. 51, Rule
‘2, Sec. 19.

(b) If the foam systern 15 of the fixed type the apparabus
and chemlcals shall be,contained in a fire-resistant compart-
ment protected, from. the weather where the opexator will be
smelded from fire and smoke.

(c) Ifthe foam system is of the portabie type the apparatus
and chezmcals shall be stowed in a readily accessible place
protected from the weather .

IV-3-8. Flue Gas Fzre-E:ctmguishing Systems for C'argo

Snaces. —-T/ALL—-Inert gas system for extinguishing fires in
cargo spaces, where the source of the inert gas is the stack
or a furnace for producing such inert gas shall be consfdered
as complymg with.. these regulations, provided -such system
shall have the appraval of the Bureau as. required in Section
;I."V—3—2,of ‘these regulations.
. IV-3-9. Fire Extipguishing Systems for Lamp and Paint
Rooms, Etc —-T/AIL—-’I'he steam, inelgt gas or vapor, or foam
system for extinguishing fires in cargo spaces shall he so
arranged that it. may, be used for extinguishing fires in lamp,
oil, and paint rooms, and such rooms and compartments in
all classes ‘of vessels shall be wholly and tightly lined with
metal, -

1V-3-i0. Shutting. down of Boilers and Machinery.—
T/ALL~The fire-exfinguishing systems provided for in Rule
IV which depend for their operation on the ship's boilers or
machinery shall not be required to be immediately avallable
at docks or at anchorages.

. SECTION IV-4—FIRE AXES

IV-4-1. Fire Azes Reqmred ~T/ALL. All tank ships shall
be provided with fire axes as follows:

Gross Tons:

Not over 50 . e 1
Over 50 and not over 200 2
Over 200 and not over 500 - 8
Over 500 and not over 1,000acucacceecnanaa [EPPRRPIVISVIPRUR
. Over 1,000 o~ 6

IV—4-2. Location and Use of Fire Azes—T/ALL~-All fire
axes shall be located so as to be readily found in time of
need, shall not be used for general purposes, and shall be
kept in good condition.

SecTION IV-5-—HAND FIRE EXTINGUISHERS

IV-5-1. Hand Fire Extinguishers—Test of~TB/ALL—
Every type of fire extinguisher provided for and required by
this section shall be tested by the Bureau of Standards, De-
partment of Commerce, and a report made by that bureau to
the Board of Supervising Inspectors, which shall then deter-
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mine whether.the said extinguisher shall be approved for use
on vessels subject to inspection.

. IV-5-2. Hand Fire Extinguishers—larking of —TIB/ALL—
Every fire extinguisher approved after May 31, 1921, for use
on vessels under the jurisdiction of the Bureau of Navigat!on
and Steamboat Inspection shall have afiixed thereto a metal-
lic name plate having.plainly stamped thereon the name of
the fire extinguisher, the rated capacity in gallons, quarts,
or pounds, and thé name and address of the person or firm
for whom approved.

IV-5-3. Hand Fire Extinguishers—Location of —TB/ALL—
Hand fire extinguishers shall be located in such parts of the
tank vessel as in the judgment of the local inspectors will be
most convenient and serviceable in case of emergency and so
arranged that they may be easily removed from their
fastenmgs o

IV-5-4. HanszreExtmguzshers-—Inspectzon 0f —~TB/ALYr—
Every fire extinguisher shall be discharged and examined at
each annual inspection: Propided, That carbon tetrachloride
fire extinguishers shall be tested for their pumping efficiency
and the liquid discharged with proper care so that it may be
replaced in the extinguishers. Carbon dioxide fire extin-
guishers shall be checked by weighing to determine contents,
and, if found to be more than 10 per cent under required
contents of carbon dioxide, they shall be recharged.

IV-5-5. Hand Fire Extinguishers—Spare Charges and
Paris—TB/ALD. (a) Extra Charges shall be carried on board
for 50 percent of each class of fire extinguishers required.
If 50 percent of each class of fire extinguishers carried gives
a fractional result, extra charges and extra safety valve units
shall be provided for-the -next iargest whole number: Pro-
vided, That extra..charges for carbon dioxide type fire ex~
tinguishers shall be considered either an additional carbon
dioxide extinguisher or a 2% gallon foam, extinguisher and
for this 2% gallon foam extinguisher no extra charge will ba
reqmred

-(B) Recha,rgest partxcularly the acid used in charging soda-
and-acid -type of fire extinguisher, must be packed in such
manner that the filling operation (@. e, in recharging the
extinguisher) can be performed without subsecting the person
doing the recharging to undue risk of acid burns and shall be
contained in Crown stopper type of bottle.

_ (c) Extra safety valve units shall be carried on board for
50 peércent of all hand fire extinguishers of the foam type.

IV-5-6. Hand Fire Extinguishers—Number Required on
Tank Ships—T/ALL. (2) Tank ships of over 15 gross tons
haying hulls constructed of metal with metal superstritctures
shall be provided with chemical fire extinguishers as follows:

. - Minimum No. of Fire
Sige of Vessel, Gross Tons:

Extinguishers
* Over 15 and not over 100 1
Over 100 and not over 300. 2
Over 300___: 3

(b) Tank ships of over 15 gross tons constructed of wood
or with hulls constructed of metal with wood superstructures
shall be provxded w1th chemical fire extinguishers as follows:

XMinimum No. of Fire

Size of Vessel, Gross Tons: - Eztinguishers

Over 15 and not over 75
Over 75 and not over 200.
Over 200 and not over 500.
Over 500

(¢) The above tables are based on the ordinary 212 gallon
foam type fire extinguisher; other types of fire extinguishers
may be substituted according to the following schedule:

One 2% gallon foam type is equivalent to one 15 1b. carbon
dioxide (CO.) type or two 1 quart carbon tetrachloride type.

(d) No fire extinguisher of capacity greater than 215 gal-
lons (or equivalent sizes of other types) shall be allowed a
greater rating than-the ordinary 214 gallon size, but fire
extinguishers of less capacity are allowable under the above
tables when their total contents equal the required quantity
on tank ships.

. IV-5-1. Hand Fire Ezxtinguishers Required on Tanl Ves-
sels Using Oil as Fuel. —TB/ALL (a) In fire rooms or engine
rooms—A#b least two 2% gallon foam type fire extinguishers
or their equivalents, as required in IV-5-6 (c), shall be pro-
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vided in each fire room and in each engine room which con-
tains internal combustion engzines. On tank ships these fire
extinguishers shall be in addition to those provided for in
IV-5-6.

(b) Where gasoline is carrifed in a separafe storage fank
for use in an auxiliary lghting or wireless unit or work boats,
at least two 21% gallon foam type fire extinsuishers or their
equivalents as required in IV-5-6 (c), shall be provided, and
such fire extinsulshers shall be located within a reasonable
distance of the gasoline storage tank.

SeeT1on IV~0—SAND BoOXES REQUIRED 0 TANE VESSTLS UsmNG

O As PoEer UNoEr Bomweng A

IV-6-1. Sand Boxes Required —YTB/ALYL. (a) Tank vessels
of 500 gross tons and under using oil as fuel under boilers
may be fitted with metal tanks, in the space where such oil
is used, containing 25 gallons of sand and a scoop and such
tank, sand, and scoop when so provided may be considered
as replacing one of the fire extinguishers required under
IV-5-17 (a).

(b) Tank vessels of over 500 gross tons using oil as fuel
shall be fitted with metal tanks, in the space where such oil
is uced, containinz 50 gallons of sand and a scoop.

Sreerion IV-T—Fme-EXTRICUISHING EQUIFMENT REQUIRED oX TANK
Banses

IV-7-1. Porlable Eztinguishing Equipment for Cargo
Spaces—B/ALL. (a) All tank barges of 100 gross tons and
over, whose certificate requires that they be manned, and
which are not equipped with a steam fire extinguishing
system as required on a tank ship, shall be equipped with
approved chemical, inert gas, or foam in the following
quantities:

33 gallens of feam, or

200 1bs, of carkon diexide, or

7 pallons of carbon tctmchmrldca
This iIs in addition to the hand extm"uishers required in
Iv-1-2.

(b) The above equipment may be -either portable or
equipped with sufiicient lengths of hose or piping to deliver
the extinguishing agent to any point on deck or in the
crew’s accommeodation. If portable extinguishers are used,
each unit must weigh lezs than 55 lbs. Extinguishers shall
be located in protected and aecezsible places but not imme-
diately adjacent to cargo tank hafches and openings.

IV-7-2. Hand Fire Extinguishers for Quarters and Engine
Spaces—B/ALL., (a) Each tank barge whose certificate re-
quires that it be manned, and each unmanned tank barge with
pump rcom shall be provided with approved hand extin-
cuisners located in or adjacent to the entrance of spaces, as
follows:

Living Accommodations.

Pump Engine Room.
Fire Room.

The fire extinsuishers at each location shall be not less

than one of the equivalent amounts as follows:
214 gallons of foam, or
16 1b3. of carbon dloxide, or
2 qts. of carkon tctrachloride.

In no event shall a manned tank barge or an unmanned
tank barge with pump room bz provided with less than one
of the equivalent quantities, as follows:

§ gallons of foam, or
30 1bs. of carbon dioxlde, or
4 quarts of carkon tetrachloride.

B/R (b) Unmanned tank barges not provided with pump
rooms, which operate exclusively on inland water tributary
to the Gulf of Mexico in flotilla and in actual physical con-
tact with each other and/or & towing vessel, need nof be
equipped with individual fire-extinguishing apparatus: Pro-
vided, That the regular equipment. of the towing vessel shall
include portable or semi-porfable fire-extinguishing appa-
ratus of a capacity equivalent fo 15 1bs. of carbon dioxide,
21% pallons of foam or 2 gts. of carbon tetrachloride for each
barge without pump room in the flotilla.
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RULE V: -
" {Outline of Sections]
Operation’ of Tank Vessels

General.
Licensed Officers and Crews of Tank Ships
Physical Condition of Crew.
Iliness, Alcohol, Drugs, ete.'. {
Certificate of Discharge.;
Watchman,
‘Station’ Bills, Muster ‘Llsts, and Llne-'rhrowlng
Gun Drills.
Carriage of Persons Other Than Crew
“7-1-8. Emergency, Signals, Fire and Boat Drills.
V—-1-9. Shipping Papers.
V~1-10. Sanitary Condition. . L
SLCTION V-2, Nayigation.
, V-2-1. Notice to Marlners—Alds to Navigatlon
V-2-2, Draft, - -
: V—2-3. Steering Gea:c Tests,
V-2-4. Steering Orders.
V-2~5. Looko
vV-2-8. Unauthorlze'd Lights S
V-2-17. Searchlight.
V~2-8. Whistling. ..
V-2-9. Reports of Accldents to 'rank Vessels
SecrTion V-3.  Engine Departments.’
V-3-1. Examinatioh of Boilérs and Machinery by Engineer.
. V-3-2. Reports of Accidents, Repairs, and Unsafe Boilers
and Machinery by Engineers.
V-3-3. Requirements for Fuel OIil.
8ectioN V4. General Safety Rules.. - v
V—4-1. Warning Signals and Signs S
V-4-2, Matches and Smoking,
' Y—4-8; Cargo ‘Tank-Hatches and Ullage Holes
V~4—4, Non-Sparking Tools. -~
V-4-6. FreshAir Masks. 5 .
Secrion V-b.  Cargo Handling, ; ‘
V- Men on-Duty. © o
V-5-2. Electric Bonding.
V-5-3. Closing Scuppers and Sea Valves.
V-6-4. Connecting Cargo Hose.
V-6-5. Inspection Prior tb Transfér o£ Cargo. = -
V-5-8. Approvaltostart ‘ransfer of Cargo. .
-\ V-6~7. Duties of Senior Deck Officer- ;During Transfer
Operations.
Conditions Under which Transfer Operatlons Shall
‘not-be Commenced' or, if' Started, Shall be dls-
- continued, ¢ - - ,
. Auxiliary Steam or Electrlc Current
. Cargo Handling on Unmanned Tank Barges.
. Termination of Transfer’ Operations
. Transfer of Other Cargo or Stores. -
. Maintengnce of Cargo Handling, Equlpment.
. Emergencles

Secrion V-1.
v-1-1,
COV=1-2,
V-1-3.
V-1-4,
V-1-5.
V-1-8.

V-1-1.

l

' | m‘s v,
Operatzon of Tank Vessels
SecTION V—I—GENERALV S

V-1-1. Licensed Ofiicers and Crews of Tank Ships—T/ALL,
(a) No tank ship of the United States shall be navigated
unless she shall have in her service and on board such com-
plement of licensed officers and crew, including certificated
lifeboat men (and certificated tanker men where required by
these regulations), separately stated, as called for in’ her
certificate of inspection. : ..

T/LBR. (b) No tank sh1p shall be navxgated unless- she
shall have in her service and on board either a .licensed
master or pilot as called for in her certificate-of .inspection.

T/ALL. (¢) There shall be a: duly licensed Master on Board
every. tankship of more than 150 gross tons; whenever such
tankship is under way.

T/LBR. (d) The navigation of' every tank shxp above 150
gross tons shall be under the control of a ﬁrst-class pilot,
and -every such pilot shall be limited in his license to the
particular service for which he is adapted. .

T/LBR. (e) A ﬁrst-class pilot or a second—class pilot who
has reached the'agé of 21 years may ‘act‘as master or pilot
in charge of the ¥avigation of s tank ship not exceedmg 150
gross tons. ‘A second—class'pllot is authorlzed to act as ‘bilot
in charge of a watch on any tank §h1p mthin the' tonnage
spec1ﬁed in his lcense.” "

-1-2. Plzyswal C'Ondztzon 'of" Crew —'I'B/ALL—No person
shall be e’ngaged asa 'member oi" the crew on a tank vessel
if he i$ xho v the employer td be physmally or men-
tally incaphble’ of performing the dutlés a’ss1gl-ned to hlm
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V-1-3. Illness, Alcohol, Drugs, Etc—~TB/ALL~No person,
known by the individual in charge of a tank vessel to be
under the influence of liguor or other stimulant, or to be
ill. to such an extent as to unfit him for any particular
service on the tank vessel, shall be allowed to perform such
service while in such condition.

V-1-4. Certificate of Discharge—~Each member of the crew

on termination of service shell, upon request, recelve from
the Master or captain of a tank vessel, a letter of discharge
stating therein his service, character, and ability.
--V-1-5. Waichman~—B/CBLR, (a) Manned Borge—~At
least one member of the crew of & manned tank barge shall
be on bhoard at all times except when the vessel is gas-free
or is moored at a dock or terminal at which watchman
service is provided.

B/R. (b) Unmanned Barge—Any normally unmanned
barge or -barge flotilla of more than one barge in actual
physical contact with each other shall have at least one
watchman aboard at all fimes except when gas-free or when
moored at a dock where watchman service {5 provided ot
when being operated singly or in flotilla, accompanied by o
towing vessel' in actual contact with the flotilla. These
watchmen may be members of the regular complement of
the towing vessel.

V-1-6. Station Bills, Muster Lists, and Lme-Throwing Gun
Drills —~T/ALL—It shall be the duty of the master of every
tankship over 500 gross tons to'cause station bills and muster
lists to be prepared before the vessel sdils which shall be
signed by the master who shall be responsible for their prepu-
ration. The station bills and muster lists shall be posted in
conspicuous places in several parts of the tinkship, particu-
larly in the erew’s quarters, and must contain full particulars
of the signals which will be used for calling the crew to thei
stations for emergency ‘duties. Special duties shall be allotted
to each member of the crew and the muster list shall show all
these special duties and indicate the station to whith each
man must gd and the duties he has'to’ petform. The special
duties should as far as possible, be comparable to the regulay
work of the’ md1vidual

'The duties provided for by the muster lists should include:
(a) The closing of airports, watertight doors, fire doors, and
fire screens, the covers and all vdlves of all scuppers, sanitary
and other discharges which lead through the ship’s hull be-
low the margin line, and stopping the fans and ventilating
systems.

(b) The extinction of fire, ’

(c) ‘The equipment of boats, rafts, and buoyant apparatus
and their preparation for launching.

(d) The master of a tankship equipped with a line-carrying
gun shall drill his erew in its use eyery three months, but the
actual firing of the gun on tank ships shall be discretionary
with the master. Each drill shall be recorded in the ship’s
log book. :

V-1-7. Carriage of Persons other than Crew—TB/ALL—

No person not connected with the operation of a tankship or
tank barge or not having legitimate business with said ves-
sel, shall be permitted aboard while vessel is under way un-
less specifically allowed by its certificate.
" V-1-8. Emergency Signals—Fire and Boat Drills—T/ALL.
(a) The general fire alarm signal shall be g continuous rapid
ringing of the ship’s bell for a period nof less than 10 seconds
supplemented by the confinuous ringing of the genetal alarm
bells for not less than 10 seconds. For dismissal from fire
alarm stations, the general alarm bells shall be sounded 3
times, supplemented by '3 short blasts of the whistle. The
signal for boat drill or boat stations shall be more thaen 6
short blasts and 1 long blast of the whistle, supplemented by
the same signal on the general alarm bells. Where whistle
signals are used to direct the handling’ of’ boats they shall
be as follows:

To lower boats one short blast of the whistle.

To stop lowering the boats, two short blasts of the whistle.

For dismissal from béat statxgns three short blasts of the
whistle: Provided, That’ on rivér vessels the whistle signaly
speclﬁed herein’ may be made on ’che ship’s’ bell.
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" “(b) The master of any tankship may establish such other
emergency signal, in addition to the above, as will provide
that all the officers and all the crew of the vessel will have
positive and certain notice of the existing emergency.

(c) The master may organize a squad to be used for emer-
gency duties (other than a general emergency), or crew
practices, and the nature of the signals or other means for
assembling the squad remains within the discretion of the
master. Such signals should not conflict with the navi-
gational signals or the signals used for a general alarm.

(@) It shall- be the duty of the master, or the mate, or
officer next in command, once at least in each week, to call
all- hands to quarters and exercise them in discipline, and
(weather permitting), in the unlashing and swinging out
of the lifeboats, the closing of all hand or power-operated
watertight doors which are in use at sea, closing all fire
doors.and fire screens, the use of fire pumps, and all other
apparatus for the safety of life on board of such vessels
with special regard for the drill of the crew in the method of
adjusting life preservers, and to see that all the equipments
required by law are in complete working order for immediate
use; the fact of exercise of the crew, as herein contemplated,
shall be entered upon the vessel’s log hook.

(e) The rule relating to fire and boat drills contemplates
that -such_drills shall be conducted precisely as though an
emergency existed. To accomplish the purpose of the rule,
lifeboat covers and stronghacks shall be removed, plugs or
caps put in place, boat ladders secured in position for use,
painters carried forward and secured so as to provide a good
lead and slack to hold the boat in position under the davits
when in the water. The person in charge of each lifeboat
or life raft should have g list of its crew and should see that
the men under his orders are acquainted with their several
duties. The hand pumps and fire pump shall be operated
long enough and a sufficient number of outlets used to insure
that such equipment is in.order and effectual. The motor
and the hand-operated propeller gear of each lifeboat shall
be operated for a period of not less than 5 minutes once at
least in every 7 days, in order that it may be ready for serv-
ice at any time. Such operation shall be made a part of the
report of such drill. When oxygen-breathing apparatus, gas
masks, or other special equipment is carried, certain mem-
bers of the crew shall be trained in the use of the equipment.

() The entries in the vessel’s Jog book relating to the exer-
cise of the crew in fire- and boat-drills shall state the day
of the -month and the ‘hour when so exercised, length of
time of the drill, number of the boats swung out, number
of lengths of hose used, and a statement of the condition of
all fire- and life-saving apparatus.

() Any neglect-or omission on the part of the ofiicer in
command of such vessels to strictly enforce the provisions of
this rule shall be deemed cause for suspension or revocation
-of the license of such officer.

(h) It shall be the duty of the master to require the officers
and crew of all such vessels to perform the aforesaid drills
and discipline in the presence of said inspectors at intervals
sufficiently frequent to assure the said inspectors, by actual
-observance, that the foregoing requirements of this section
are-complied with.

(@) A copy of this section shall be furnished each vessel
to which this section applies, to be framed under glass and
posted in conspicuous places about the vessel.

V-1-9. Shipping Papers—TB/ALL. (a) Each loaded tank
-vessel shall have on board a bill of lading, manifest, or ship-
ping document giving the name of the shipper and the loca-
tion of shipping point, the name of the consignee and the
Tocation of the delivery point, the kinds, grade, and approxi-
mate quantity of each kind and grade of cargo, and for whose
-account the cargo is being handled. The tank vessel shall
not be delayed in order to secure exact quantities of carpgo.
Such manifests or bills of lading may be made out by the
‘master, master of the towing vessel, owner, or agent of the
«OWner,

V-1-10. Sanitary Condition.—T/ALL——It shall he the
-duty-of the master and chief engineer of every tankship to
:see that such vessel and crew’s quarters are kept in o sani-
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tary condition. Failure on the pari of the master (or chief
engineer so far as it applies to the engineer’s department)
of every tankiship to observe and carry into effect this ssc-
tion shall be suffielent cause for the suspension of his license
on a charge of inattention to his duties.

Seer101t V-2-~IAVIGATION

V-2--1. Notice to IMariners—Aids fo Navigation—T/ALL.
(a) Licensed officers are required fo acquainf themselves
with the latest information published by the Department of
Commerce regarding alds to navigation, and nezlect fo do so
is evidence of neglect of dufy. It is desirable thaf vessels
navirating oceans and coastwise and Great Lakes waters,
shall have available in the pilof house for convenienf refer-
ence at all times, & fille of the Department of Commerce
weekly Notice to Mariners.

(b) Notice to Mariners, published weekly by the Depart-
ment of Commerce, which contains announcements and in-
formation regarding aids to navigation and charts of waters
of the United States, is available for free distribufion at the
following places: Marine Division, Customhouse; Local In-
spectors, Bureau of Marine Inspection and Navigation; Ship-
ping Commissioners; U. S. Coast and Geodefic Survey field
stations; and offices of {he Superinfendent of Lighthouses.

V-2-2. Draft—T/0C—The master of every tankship shall,
whenever leaving port, enter the maximum draft of his ves-
sel in the log book.

V-2-3. Steering Gear Test—T/ALY. On all tankships mak-
ing voyages of more than 48 hours’ duration, the entire steer-
ing gear, the whistle, the means of communication, and the
slgnalling appliances between the bridge or pilot house and
engine rcom shall he examined and tested by a licensed officer
of the veszzel within a period of not more than 12 hours before
leaving port. All such veszels making voyages of less than
48 hours’ duration or operating on lakes, bays, sounds, and
rivers shall be so examined and tested ak least once in every
week, The fact and time of such examination and test shall
be recorded in the ship’s log book.

V-2-4, Steering Orders —TB/ALL. (a) Effective January 1,
1936, for all Ocean and Coastwise Tank Vessels fitted with
rudders, and effective January 1, 1937, for all other tank ves~
sels fitted with rudders, the following steering orders shall be
given in the direct sense as follows:

(b) “Risht Rudder" shell be given only when it is infended
that the wheel, the rudder blade, and the head of the ship
should go to the Right. “Left Rudder” shall be given only
when it is intended that the wheel, the rudder blade, and the
head of the ship should go to the Left.

(c) Whera rudder indicators are provided, they shall be
installed consistent with the foregoins.

V-2-5. Lookouts~T/0C~All vessels navigating the ccean
during the nighttime shall have o lookout at all times at or
near the bow. INothing in this rule shall exonerate any
master or officer In command from the consequences of any
neglect to keep o proper laokout or the neglect of any pre-
caution which may be required by the ordinary practice of
seamen or by the special circumstances of the case.

V-2-6. Unauthorized Lights.—T/ALI-—Any master or pilot
of a tankship who shall authorize or permit the carrying of
any light, electric or otherwise, not required by law on the
outside structure of the cabin or hull of the vessel that in
any way will interfere with distinguishingz the signal lights
shall, upon conviction thereof before any board of inspse-
tors having jurisdicton, ba deamed guilty of misconduct and
shall be Hable to have his Hcense suspended or revoked.

V-2-1. Searchlight—T/ALL—Any master or pilot of a
tankship who shall flash or cause to be flashed the rays of
the searchlirht into the pilot house of a passing vessel shall
be deemed guilty of misconduct and shall ke liable to have
his license suspended or revoked.

V-2-8. Whistling—T/ALL—Unnecessary sounding of the
vessel’s whistle is prohibited within any harbour limits of
the United States. Whenever any Hcensed officer in charge
of any tankship authorizes or parmifs such unnecessary
whistling, upon conviction thereof before any board of in-
spectors having juricdiction, such officer shall bz suspended
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from-acting under his license as thelnspector trymg; ‘the case
may deém proper. ¢ I« L

V—2-L9 Reports ‘of ' Accidents 16" 'Tank VeSSels -—-T/ALL
{a) The 'licensed officer in" commarid of any tarkship shall |
report in writing and in pérson to thé board'of local inspec-
tors nearest the port .of first arrival any accident to said
ship involving loss of life or damage to property to an ap-
proxiniate amount’ exceedmg‘ $500 “and- shall also Teport in
the same' mannei any casualty or loss of lrfe from whateyer
causé of : any person on board such vessel, a0d any strandmg
or grounding, whether of not dny damage ha§ been sustamed
by the vessel:, Provzdféd ‘That wheh ‘from distance 1t may be
incohveniént to i‘epoﬁ:t in person it fma‘y be ‘donid in’ Writilig
only, hnd ‘the réport sworn to before any person authonzed
to adiinister oaths.'

(b) Whenever a tank ship collides With a, hghtship, buoy,
or other aid to navigation under the Junsdrctxon of 'the
Buréau of TLighthousés, or is ¢onnéct d ‘with any such’ colii+'
sion, 1t shall bé. the duty of the licensed officer in' comimand
of such'vpssél to report. the actident ¢ to the néarest boaid of
Ideal inspectors. ‘When' any collision "of this’ charibtel ‘is
reported to a board ‘of IOcal mspectors, those officers shall
immediately transmit such informatxon to the superintend-
ent of nghthousés of the drstrxct m whxch the collisron
occurred

B/ALL "(¢) Whenever a tank barge in'tow collides with
a lightship, buoy, or other aid to. navxgatmn Yinder the
jurisdiction of the ‘Bureau of Inghthouses, or is connected
with an¥ such collision, it shail be 'the' duty of the pérson
in coémmand of ‘the towing vessel tor‘report the accident to
tlie nearest board 'of 19cal mspectors

T/ALL, () Failure' to promptly ‘rendét the reports’ re-
g uired Yy this section shall be deemed, sufﬂclent cause 'for

uspensxon or revocatlon of license.

(e) Whenever in an investigation of an accrdent 'fo a
vessel made by a board of local mspectors it is 'stated by
thé officers of the vessel concerned or it s developed by the
investigation, or it is stated ih ‘a repott’ of -an accrdent that
the accident was due to a'collision with & light vessel ‘buoy,
or other aid” torfnawgation under the’ jurrsdrctlon' of the
LighthOuSe Setvice, of to any fault 'of gny such aid, or to
the lack of such’ aid, ‘the 1ocal 1nspectors mveshgating the
case, or to whom the report was made, -shall promptly
report to. the™ Commissioner’ of Inghthouses through “the
supervising inspector’ of the dis xc‘ﬁ ‘arid- the' Dn'ector on the
form provided for the purpose 'the locdbion 0f 'the accideht;
the aid to navigation hear or at which thé aceident oceurred;
the nature of the accrdent‘ the alleged cause of ‘the deeident:
whether or not tHe accidefit 3 fwas dué to some alleged fault
of the aid, either in its operation or Yoeation: “the- proposed
improvement in the aid, if Such has l)een suggested; and all |
other mformation ‘or suggestxons coming to them which |
would-be of value 16 the' Lighthouse Sérvice. -If'an investi-'|
gation’ was  Held, ‘the" 'ﬁndihgs ot “the 'board- $hall“also be

reported. Local fitspectors shall: report ini the Same manner |

any ‘other information‘or suggestions coriing fo theni con~
cerning the need of -additionsl - aids to nslvxgaﬁon or the
modifichtion of #nyexisting aids)" :

(f) Boards of local ‘inSpectors are authorized Eo call -on
the superintendent of lighthotses of* the distriet for any in~
formation conceming alds to navrgatmn ‘that mll be useful’
in'an mvéshgation of an ac(;ideﬂt wiisot

0 YT TI e (YT
] s::cmoN Vr—3—ENGINE DEPARTMENT ;

V-3-1. Examinatioh of* Boilers ' dnd Mdchzhery by Engi-
neer —T/ALL Tt shall be’fde’ duty of an ‘engineer when he
assumes chargé of the boilers and maclnnery of - tank’
ship to forthwith thoroughly exaning the same, and if he
finds any part thereof in bad, condition, caiised by neglect or
inattention on the part of his ptedecéssor,- he shall immedi-
ately report the facts to the master,.owner, or agent, “and to
the local: inspectors of-the district, ‘who shall theréupon in-
vestigate' the niatter, and if the former engineerhas been
culpably derelict’ of his duty they shall' suSpend or revoke
his hcense

s . =

[
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. V-3-2. Reports of Accidents, Repairs, end Unsafe Boilers
and - Machinery by. Engineers—T/ALL. (a) Before making
repairs to a boiler of g tank ship the:engineer in charge of
such tank ship shall report in writing, the nature of stich
repairs to the local inspectors of the district wherein such
repairs are to be made.

(b)" It:shall be the-duty:of all engmeers, when an accident
occurs to the boilers or midchinery in their charge tending to
render the further use of such boilers or machinery unsafe
untilrepairs are made, or when, by reason of ordinary wear,
_suchv boilers or machinery have become unsafe, to report the
‘same to the local inspectors immediately upon the arrival of
the vessel at-the first port reached subsequent to the accident
or after the dlSCOVGI'yJ of such unsafe condltion by sald
engineer.- v

iV-3-3. Requzrements for I‘uel Ozl ~T/ALL; (a) Oil to'be
used as. fuel'to be burned under boilers on tank ships subject
to the'jurisdiction of this Bureawshall have a flash point of
not less than 150°F. (closed eup test).: -

“(b) If shall be the duty. of the chief engineer t6 mike an
entry in:the Iog of each-supply of fuel oil received on board,
stating the quantity’received; the name of the vendor, snd
the flash point (closed cup ﬁest) for which ib 1¢ certifled by
the' vendor. -

«(e) It shall be the further duty of the chief enpineer to
draw and seal at the time.the supply i3 received on board; &
half-pint sample of each lot of fuel oil, such sample to bo
preserved unf;rl that particular supply of oil is‘exhausted.

1

. Szcnoxv V—4—Gmmmr. SAFETY Rm.r:s

V—4—1 Warnmg Signals and Signs—TB/ALL. (a.) .Red
Warning Signals—Red signals (flag by day and electric lan-
tern at night) should be kept at hand fon dismay durings
transfer. of carga..

(b) . Warning Sign at Gcmgway —-Warning nlacards should
be kept at hand for display while g vessel is fast to o dock
during transfer of cargo, to warn persons approaching the
gangway. The placard shall state in letters 1ot less than
2Y high substantially. as follows* :

' Warning. . '
No open lights. -~ "' ° ! .
~ % No’ smoking, b ‘ '
' No wsitors. ) v ‘

Ly Wammg[ Sign in Radzo ,Roqm —A sien shall be placed
m radio room warning against the use qf radio equipment
dunng transfer of Grade A, B, or C liquids, except by permis-
sion of senior dock. officer.,

V—4-2. Matches and Smoking— 'JZB/ALL (&) M atchcs.——-

. The use of other than.-safety matches is forbidden aboard
tank vessels at,all times. ,
.. () Smoking.—Smoking is forbidden on ‘hoard a tank vessel
except at such times and in such, places;as permitted, by the
captain or member. of the crew in.charge. “No SmoLlng"
signs shall he posted in approprlate places,,

V—4-3. Cargo Tank Hatches and Ullage Holes.—TB/AIL—-
No cargo tank hatch covers or ullage holes shall he opgned or
shall remain open Wlthout ﬁame screens, except under the
supervision of the senior member of the crew on duty, unless
_the tank opened is gas-free. .,

'V—4-4. Nom-Sparking, Tools—TB/ALL—Non-sparking tools
shall be provided for opening and closing. carga batch covers.

\V-4-5. Fresh Air Masks. --TB/ALL—Tank vessels trans-

‘porting Grade A, B, or C liquids, having any cargo tanks

which exceed 15 feet in. depth, messured from ‘the hatch

. combing, shall be provxded with fresh air or oxygen mask
,eqmpment including belt and life hnes .

. Secrion V-5—CArRGO HANDLING

" V-5-1. Men on Dufy.—TB/ALL. (a) A sufficient number of
the ¢rew shall be on duty to perform transfer opérations,
B/ALIL. (b) In the case of unmanned barges, a licensed
deck officer or certificated tanker man may be supplied by a
terminal. )
V-5-2. Electric Bonding—T/ALIA-A tank vessel may be
electrically connected ta the shore piping, throught which the
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cargo is to.be transferred, prior to the connecting of a cargo
hose. This Electrical connection, if made, shall be maintained
until- after the cargo hose has been disconnected and any
spillage has been removed. -

V-5-3: Closing Scuppers and Sga Valves —TB/ALL—Deck
officer in charge shall see that all scuppers are properly plug-
ged during transfer operations except on tank vessels using
water for deck cooling. Sea valves shall be closed and lashed
or otherwise secured to indicate that they should not be
opened before and during all cargo loading operations.

V-5-4. Connecting Cargo Hose—TB/ALL—Sufficient hose
shall-b&* used to provide for movement of vessel. Gaskets
shall be-used in every hose joint and in couplings to pipe
lines; and where bolted flanged joints are used a sufficient
number of bolts shall be used to secure a tight connection.
Under no circumstances, shall less than three bolts be used
in a bolted flanged coupling. When hose is supported by
ship’s tackle the senior deck officer on duty shall see that
sufficient tackles are used. Pans or buckets shall be placed
under hose connections on the tank vessel.

- ¥=5-5. Inspection Prior to Transfer of Cargo~TB/ALL—
Pnor to the transfer of déargo, the senior deck officer on
duty; who shall be 3 licensed officer or a certificated tanker-
man, shall inspect the vessel to assure himself that the fol-
lowing conditions exist: -

~(a). Warnings are displayed as required.

- (b) ‘No repair work in way of cargo spaces is beinr car-
ried on without his permission.

(¢) Cargo hose is connected and cargo valves are set.

(@) All'cargo connections for. the loading of Grade A, B,
and C cargoes have been made to the vessel’s pipe lines and
not throusgh open end hose in a hatch.

(e) In loading Grade A, B, and C cargoes, there are no
fires or open flames present on the deck, or in any compart-
ment which is located on, facing, open, and adjacent to that
part of the deck, on which cargo hose is connected.

(f) The shore terminal or the other tank vessel concerned
has’reported ifself in readiness for transfer of cargo.

V-5-6. Approval To Start- Transfer of Cargo——When the
senior deck officer on duty has-assured himself that the re-
quirements of V-5-5 have been met, he may pgive his ap-
proval to start operations.

* V-5-1.-Duties of Senior Deck Officer During Transfer
Operations—TB/ALT.—The senior deck officer on duty shall
control the operations as follows:

-{a) Supervise the operation of cargo system valves.

(b)- Start transfer of cargo slowly.-

(c) Obsérve hose and connections for leakage.

-{d) Observe operating pressure on cargo system.

(e) Observe rate of ‘loading for the purpose of avoiding
overflow of tanks., B .

V-5-8. Conditions Under Which Transfer Operations Shall
Not -be .Commenced.or If Started Shall Be Discontinged —
TB/ALI~—Cargo transfer operations shall not be started or,
if started, shall be discontinued under the following condi-
{ions:

(a) During severe electncal storms

(b) If a fire occurs on the wharf or on the tanker or in
the vicinity. .

() If a tow boat comes directly alongside in way of cargo
tanks of a tanker or tank barge whichr is loading Grade A,
B, or C cargo.

V-5-9. Auzxiliary Steam or Electric Current —B/R—\When
transferring Grade A, B, or C, products from one or more un-
manned barges the towing vessel may furnish steam or elec-
tric current for pumps on barges or dock, but in no case shalt
the cargo pass through or over the towing vessel.

V-5-10. Cargo Handling on Unmanned Tanl: Barges.—
B/R—The duties prescribed for officers and crew in Section
V-5.shall, in the case of unmanned barges operating on In-
Iand waters tributary to the Gulf of Mexico, devolve upon
the person or persons who in fact accomplish the operations
described and who may not be members of the crew of the
towing vessel.

.- V-b-11. Termination- of Transfer Operations —TB/ALL—

‘When tfransfer operations are completed the valves on hose
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connections on vessels shall be closed. The cargo hose shall
be drained of cargo.

V-5-12. Transfer of Other Cargo or Stores.—TB/ALI,—
Package goods, frelght, and ship’s stores shall not be loaded
or discharged during the loadiny of Grade A, B, or C products
except by permission of the senfor deck officer on duty. Ex-
plosives as cargo shall not be leaded or carried on any tank
vessel containing Grade 4, B, or C carzo.

V-5-13. Zlaintenance of Cergo Handling Egquipment—
TB/ALL—This equipment shall be maintained by the tank
vessel’s personnel in accordnnce with these -rezulations in-
cluding the following:

(a) Cargo Ho:ze .mn not bz used in transfer operations
in which the pressures are such that lealage of cargo oe-
curs thru the bedy of the hoze.

(b) Cargo Pump Relief Valves shall be tested at least once
each year to determine that they function satisfactorily -at
the pressure ot which they are et to opan.

{(¢) Cargo Pump Pressure Gauge shall be tested at least
once & year for accuracy.

(d) The cargo discharge piping of all tank vessels shall
be tested at Icast once each year for tightness, at the maxi-
mum working pressure.

V-5-14. Emergencies—TB/ALL—In case of emergencies
nothing in these regulations sholl be construed as prevent-
ing the senior officer prezent from pursuinz the most effec-
tive action in his judgment for rectifying the conditions
causing the emergency.

[Note: Appendiz A covering procedure for trials and in-
cestigations huas not decn tncluded as thoze rules will be re-
vised after the issuance of these rules and regulations. Ap-
pendiz B cororing licenscd officers and certified men and Ap-
pendiz C covoring spectficalion for life caving eppligneces will
appeer in the issue of the Federal Register for Thursday,
Augult 6, 1936. Resolutions Nos. 1511-86 (epprovel of equip-
ment), 3381-3 (sinynal pictols), 5981-1 (inspection of mount-
ings ancz atlachments), 3986—1 (opproval of cerfain Boilers,
ete.), 3967-1 (pressure ratings Jor steel commpanion flanges),
and 3988—1 (design of fusible nlugs), will eppear in the issue
of the Federal Register for Friday, August 7, 1936.1

Attest: J. B. WEeAvER,

Director and Chairman of the

* Board of Supervising Inspectors.
Approved, Jouy 31, 1936.

J. M. Jommnson,
Acting Secretary of Commerce.

[F. R. Dac. 1631—Filed, Auzust 3, 1835; 10:26 2. m.]

FARAM CREDIT ADMINISTRATIOXN.
FCA 11

CANCELLATION AND RUTIRCUENT OF STOCK oF DIFAULTING
Bonrnowsns rro:1 THE BANES For COOPERATIVES

AUcusT 4, 1936,

Whereas, cection 35 of the Farm Credit Act of 1933, as
amended by paracraph (¢) of section 15 of the Farm Credit
Act of 1935, providas that in any case where the dzbt of &
horrower from the Central Bank for Cooparatives is in default,
the Banl: may, in accordance with rules and rezulations pre~
scribed by the Governor of the Farm Credif Administration,
retire and cancel all or o part of the stack of the defaultinz
borrower at the fafr bool: value thereof (nof exceeding parf
in total or partial liquidation of the deb% as the case may
be; and

Whereas, cection 42 of the Farm Crzdit Act of 1933 makes
the provislons of cection 35 of zaid Act applicable fo the
district banks for cooperatives.

It is hereby ordered that:

(1) In ony case where the debf of a borrower to the Cen-~
tral Banlz for Caoopzratives or any district bank for coopera-
tives Is In default, such bank may refire and cancel all or
a part of the stocl: of the defaulting borrower at the fair
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book value thereof (not exceeding par); in total or partial
liquidation of the debt, as the case may be, if: -

(a) The borrower has béen declared bankrupt; or
(b) 'The borrower has had a substantial part of its prop-
erty placed in the Hands of a receiver; or
(c) ''The’ borrower has ¢eased ' operations, regardless of
whether its charter has been surrendéered; or
(@) In the judgment of the bank, the indebtedness of
- the borrower to the bank is uncollectible.

(2) Any such. stock that is so cancelled and ret;lred may
not aga{n be reissued to the borrower. ..,

The provisions of this order shall be effecbxve as -of .the
opening of business on the date above Wntten and shall re-
main in full force and effect until amended or revoked by
subsequent order. , o

[sear] w. L.- MYERS,

Govemor, Farm Credit Administration.

[F. R. Doc. 1654—Filed, August 4, 1936; 12:08 p. m.]

INTERSTATE COMMERCE COMMISSION.
ORDER

At a Session of the Interstate Commerce Commission, Divi-
sfon 5, held at its office in Washington, D. C., on the 24th day
of July A. D. 1936.

{Docket No. BMC 29370]
APPLICATION oF T. J. MCBROOM FOR AUTHORITY TO OPERATE AS
A CONTRACT CARRIER

In the Matter of the Application of T: J McBroom,.of Wood- ‘

bury, Tenn., for a Permit (Form BMC,10), to Extend Its
Present Operation, Filed on Form BMC 6; Authorizing Op-
eration as a Contract. Carrier by Motor Vehicle in the
Transportation of Commodities Generally, in Interstate
Commerce, Over the Following Routes

Route No. 1.—Between Woodbury, Tenn., and Wilson, N. C,,
via Asheville and 'Wilmington, N. C., over U. S. Highways
70, 74, 117, Return trip via Ashevﬂle, over U. S. Highways
64, 70.

Alternate route between: Woodbury Tenn., anl Wilson,
N. C,, via Manchester and Chattanooga, Tenn:, and Atlanta,
Ga., over Tenn. Highway 53, U. S. Highway 41; thence
Albany, via Columbus, over,U. S. Highways 29, 27; thence
Atlanta, over U. S. Highways 19, 41; thence Greenville,
8. C., over U. S. Highway 29; thence Columbia, over U. S.
Highways 276, 76; thence Charleston, over U. S. Highways
21, 178; thence Florence, over U. S. Highways 78, 52; thence
Laurinbmg, N. C, over U. S Highway 15; thence ‘Wilson,
vie Wilmington, overU S. Highways 74, 16; 117.

Return trip via Charlotte, N. C., over U. S. Highways-1;
74; thence Asheville, N. C,, via SDartanburg, over U. S.
nghways 29, 176; thence Woodbury, Tenn., vig Knox-
ville, Tenn., over U. S. Highway 70, Tenn. nghway 1.

It appearing, That the above-entitled matter is one which
the Commission is authorized by the Motor Carrier Act,. 1935
to refer to an examiner: .-

It is ordered, That the above-entltled matter be; .and it is
hereby, referred to Examiner W. W. McCaslin for hearing and
for the recommendation of-an appropriate order thereon, to
be accompanied by the reasons therefor;

It is ‘further ordered, That this matter be set down for
hearing before-Examiner W. W. McCaslin, on the 24th day
of August A. D. 1936, at 9 o’clock a. m. (standard time), at
the office of the Tennessee Railroad and Public Ut1ht1es Com-
mission, Nashville, Tenn, .. -~

It is further ordered, That not:ce of- tms proceeding be
duly given.

And #t is further ordered, That any party desiring to be
notified of any change in the time: or place of the said hear-
ing (at his own expense if telegraphic notice becomes neces-
sary) shall advise the. Bureau of Motor. Carriers of the
Commission, Washington, D. C., to that effect by notice which
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must reach the said Bureau within 10 days from the date

of service hereof and that the date of maliling of this notice

shall be considered as the time when. said notice is served.
By the Commission, division 5. ,

{seaL] o GnonoaB McGnmr Secretarz/.
" [F.R.Doc. }543———1‘"11(3(1, August 3, 1936; 2:46 p.m.]

o T

ORDER

At a Session of the Interstate Commerce Commisslon,
Division 5, held at its office in Washington, “d., on the
24th day of July A D. 1936

[Docket. No. BMG 32258]

Aprmcmxon OF DALLAS JAKWAY FOR AUTHORITY TO OPERATE AS
A COMMON CARRIER

In the Matter of the Application of Dallas Jakway, Individ-
ual, Doing Business as Michigan Dray Line, of 423 Beech
-Street, Lansing, Mich,, for a Certificate of Public Conveni-
ence and Necessity (Form BMC 8), to Extend Its Present
Operation Filed on Form BMC 1, Authorizing Operation as
a Common Carrier by Motor Vehicle in the Transportation
of Household Goods, Office and Store Fixtures'in Inter-
state Commerce between and from Points in the States of
Michigan, Illinois, Indiana, Ohio, Pennsylvania, ahd New
York

It eppearing, That the above-entitled matter is one which
the Commission is authorized by the Motor Carrler Act, 1935,
to refer to an examiner:

It is ordered, That the above-entitled matter be, and if is
hereby, referred to Examiner A. E. Later for* hearing and
for the recommendation of an appropriate order thereon, to
be accompanied by the reasons therefor;

It is further ordered, That this matter be set down for
hearmg before Examiner A, E. Later, on the 19th day of
August A, D, 1936, at 9 o’clock a. m. (standard time), at the
Federal Building, Lansing, Mich.;

It is further ordered, That notice of this proceeding be
duly given.

And it is further ordered, That any party desiring to be
notified of any change in the time or place of the sald
hearing (at his own expense if telegraphic notice becomes
necessary) -shall advise the Bureau of Motor Carriers of the
Commission, Washington, D. C., to that effect. by natice
which must yeach the said Bureau within 10 days from the
date of service hereof and that the date of mailing of this
notice shall be considered as the time when sald notice 1s
served.

» By the Commission, division 5.

Isearl GEORGE B. McGinTy, Secretary.

_[F. R.Doc. 15¢4—Filed, August , 1036; 2:46 p. m]

. " f

ORDER

At a Sessxon of the Interstate Commerce Commission,
Divisiont 5, held at its office iri' Washfngton, D. C., on the
24th- day of July A. D. 1936.

[Docket No. BMC 34865]

APPLICATION or-O,i L, D, FORWARDING CORPORATION FOR
'AUTHORITY"TO OPERATE AS A CONTRACT CARRIER

In the Matter of the Application of O. L. D. Forwarding
Corporation, of 21st and Walton Streets, Anderson, Ind.,
for a Permit (Form BMC 1), Authorizing Operation as a
Contract Carrier by Motor Vehicle in the Transportation
of Commodities Generally in Interstate Commerce, Over
the Following Routes

Route No. 1.—-Between Rushville, Ind.,, and Chicago, Ill,,
viag, Knightstown and Indianapolis, Ind., over U. S. High-
ways 52, 41, 30, 330; Indiana Highway 67; and Indlans
County Roads.
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Route No. 2—Between Anderson, Ind., and Dayton, Ohlo,
via Muncie and Richmond, Ind.,, over U. S. Highway 35;
Indiana Highways 21, 67.

Route -No. 3.—Between Anderson, Ind., and Chicago, Ill,
via Alexandria, Ind., over U. S. Highways 52, 41, 30, 330;

" Indiana Highways 9 28. -

Route No. 4—Between Muncle, Ind., and Chicago, I, via
Anthony; Ind., over U. S. ghways 52, 41, 30, 330; In-
diana Highways 21, 28.

Route No. 5—Between Muncie, Ind., and St. Louls, Mo.,
-via Tndianapolis, Ind:, and Greenville, 111, over U. S. High-
ways 40, 66; Indiana Highway 67; Nlinois Highway 160,
and alternate route .via Indianapolis, Ind. Chrisman,
“Paris, Hillsboro, and Greenville, IlL,, over U. S. Highways

/36, 150, 40; Indiana Highway 67; Illinois Highways 16, 1217.

Route No. 6—Between Muncie, Ind., and East Alton, Il.,
via: Indlanapohs Ind.,, and Greenville, Ill.,, over U. S.
Highway 40; Indiana H:ghway 67; Ilinois Highway 160,
and Tlinois County Roads.

Route No. 7—Between Rushville, Ind.,, and St. Louis, Mo.,
-via Indianapolis,. Ind., .and .Gréenville, Il., over U. S.
Highways 40, 66;.Indiana Highway 67; Illinois Highway
160; and Indiana County Roads.

Route No. 8§—Between. Lapel, Ind.,, and Cincinnati, Ohio,
- yia, Anderson and Muncie, Ind., and Hamilton, Ohio, over
Indiana Highways 32, 67,21, Ohio Highway 177; thence
Cincinnati, over U. S: Highway 22, Ohio Highway 4, cnd
. alternate route via Anderson, Richmond, Ind., and Eaton.
Ohm, over -U. S. Highways 35, 1217, Indiana H:ghways 32,
.38, and Indiana County Roads.

Route No. 9~—Between Shirley, Ind,, and Milwaukee, Wis.,
via Ande,rson, Lapel, and Westfield, Ind., over Indiana
"Highways 38, 32, and Indiana County Roads‘ thence yia
. Chicago, Ill., over U. S. Highways 31, 30, Illinois Highway
" 50; thence Mﬂwaukee .over U. S. Highway 41.

Route. No. 10.—Between Muncie, Ind., and Kenoshs, Wis.,
waAnthony, Ind and Chicago, 111, over U. S. Highways
52, 41, 39, Ind1ana. Highways. 28, 21, Tlinois Highways 50,
43; Wmconsmmghway 42, .

Route No. 11.—Between Anderson, Ind., and St. Louis Mo.,
via Indlanapohs Ind,, and Greenville, Jll over U. S. High-
ways 40, 66, Indxana Highway 67, Illmois Highway 160,
and alternate route via Noblesville, Indianapolis, Ind,,

. Chrisman, Paris, Hillsboro, and Greenville, IIL,, over U. S.
Highways 36, 150, 40, Indiang Highways 32 13, Tlinois
Highways-16, 127.--

Route No. 12—Between Anderson, Ind., and East Alton,
11, via Indianapolis; Ind., Greenville and Alton, Iil., over
U. S. Highways 40, 67, Illinois Highway 160, Indiana High-
way 617. e

Route No. 13 —Between Anderson, Ind., and Dover, Ohio,
- via Muncie, Richmond, Ind., and Hebron, Ohio, over UT. S.

Highway 40, Indiana Highways 67, 21; thence via Newark,
_ Coshocton, Newcomerstown, and New Philadelphia, Ohio,
" over U. S: Highways 36, 21, Ohio Highways 79, 16; thence
-to Dover,-Ohlo, over U. S. Highway 250.

Route No. 14—~Between Anderson, Ind., and Chicago, I,
via Westfield and Plymouth, Ind., over U. S. Highways 30,
330, 31, Indiana Highway 32.

Route No. 15—Between points in Madison County, Ind,
and Chieago, .11, over U. S. Highways 52, 41, 30, 330,
Indiana Highway 28.

Route No, 16—Between Shirley, Ind., and Chicago, 1., via
‘Anderson and Alexandria, Ind., over U. S. Highways 52, 41,
30, 330; Indiana Highways 38, 9 28; Indiana CountyRoads

Route No. 17—Between Lapel, Ind, and Chicago, IlI,,

-- Lebahon, Ind., over U. S. nghways 52, 41, 30, 330; Indlana

* Highway 32, and alternate route via Westfield, Tetersburs:
: Frankfort-and Fickle, Ind.; over U. S. Highway 31; Indiana
- Highway- 32, 28; thence Chicago, 1L, over U. S. Highways

52, 41, 30, 330.

Route No. 18.—Between St. Louis, Mo., and Milwaukee, Wis.,
via Effingham and Waukegan, Ill,, over U. S. Highways 40,
45; Tllinois Highways 172, 20; thence Milwaukee, Wis., over
Tllinois and Wistonsin Highway 42,
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Route No. 19.—Between East St. Louis, Ill., and Milwaukes,
Wis,, via Chicago and Waukegan, Ill., over U. S. Hichways
66, 41; thence Milwaukee, Wis., over Illinois and Wisconsin
Hfahway 42,

It appearing, That the above-entitled matter is one which
the Commission is anthorized by the Motor Carrier Act, 1933,
to refer to an examiner:

It is ordered, ‘That the above-entitled matter be, and if is
hereby, referred to Examiner A. E. Later for hearing and for
the recommendation of an appropriate order thereon, fo be
accompanied by the reasons therefor;

It is further ordered, That this matter be set down fo
hearing before Examiner A. E. Later, on the 25thr day of
August, A, D, 1936, at 9 o’clock a. m. (standard time), at the
U. 8. Court Rooms, Indianapolls, Ind.;

It is further ordered, That notice of this proceedm, be
duly given;

And it is further ordered, That any party desirins fo be
nofified of any change in the time or place of the said hear-
ing (at his own expense If telegraphic notice becomes neces-
sary) shall advice the Bureau of Motor Carriers of the Com-
mission, Washington, D. C., to that effect by notice which-
must reach the said Bureau within 10 days from the date
of service hereof and that the date of mailing of this notice
shall be consldered at the time when said notice is served.

By the Commission, division 5.

[sEAL] GeorceE B, McGmry, Secretary.
[F. B. Doc. 1545—Filed, August 3, 1936; 2:46 p.m.]

OnrbEr .

At a Session of the Interstate Commerce Commission, Divi--
sion 5, held at its office in Washinzton, D. C., on the 24th
day of July A. D. 1936.

JDacket Wo. B2MC 35740}

AFPPLICATION OF CHARLES EpwWARD YOULIANS FOR Aumom To
OPERATE aS A Coxtox CARRIER

In the Matter of the Application of Charles Edward Youmans,
Individual, Doing Business as Kenftucky Express, of 915
Dixie Hishway, Loulsville, Ky., for a Certificate of Public
Convenience and Necessity (Form BMC 1), Authorizing
Operation as a Common Carrier by Mafor Vekicle in-the
Transportation of Commodities Generally, in Intersfaie
Commerce, Over the Followinz Roufes

Route No. 1—Between Ioulsville, Ky., and Peoria, 1., via
Vincennes, Ind., Palestine and Robinson, 1., over U. S.
Highway 150, Illinois Hirhways 181, 163, 33; thence Peoria
viz Danville and Ogden,-1l., over T. S. Hlahway 154, Ilh-
nois Highways 1, 10, and alternate routes as follows: T

A. Between Robinson and Decatur, 111, viz Greenup and
Mattoon, 1L, over U. S. Highways 45, 36, mmms Hxahways
33, 130, 131, 132.

B. Between Decatur and Peoria, TiL, viza Springfield and
YXincoln, over U. S. Highways 36, 66, Ilinois Highway 121.

C. Between Decatur and Peoria, Ill., over Ilinois High-
way 121.

D. Between Decatur and Peoria, 1., via Bloommeton
and Pekin, over U. S. Hichway 51, Illinois Highways 122,
164, 24.

Route No. 2~~Between Loulsville, Ky., and St. Louis, Mo., via
Vincennes, Ind., over U. S. Bighways 150, 50.

Route No, 3—Between Peoria, Ill., and St. Louis, Mo., via
Lincoln and Hamel, 1L, over U. S. Hizhway 66, Ilinois
Highway 12, with side trips fo Alton, Ill., over -Ilinois
Highway 160.

Route No. 4.—Bstween Peoria and Galena, I, via Steﬂing
1Mt Carrol, and Stockton, 1., over U. S. Highway 20, Tii-
nois Highways 88, 40, 78, and return trip via Rockford
and El Paco, I, over U. S. Hichways 20, 51, 24.

Route No. 5~Bstween Peoria and Rock Island, T, aver
U. S. Highway 150, and return trip via Annawan, 11, over
U. S. Hichway 6, 150, Illinois Highway 78
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It appearing, Thit the above-entitled matter-is'one which
the Commission is authorized by the Motor Carner Act 1935
to refer to an examiner: . .

It is ordered, That the above-entxtled matter he, and it is
hereby, referred to.Examiner A. E. Later. for-hearing and
for the recommendatxon of an, appropnate order thereon, to
be accompanied by the reasons therefor;. = -

It is further ordered, That this matter be set down for
hearing before Exammer A, B. Later, on, the 24th day of
August, A D. 1936 at 9 o’clock a. m. (standard time), at the
U. S. Court Rooms, Indianapolis, . Ind.;. L

It is. further ordered, That notice of th1s proceedmg be
duly given; .

And it is further ordered That any party desiring to be
notified of any change: in the time or place of the said:
hearing (at his; ownkexpense if telegraphic notice. becomes
necessary) shall advise the Bureau of Motor Carriers -of the
Commission, .Washington, D. C., to that effect by .notice
which must reach the said Bureau within 10 days from the |
date, of service hereof and that the date of mailing of this.
notice shall be consxdered as the tlme When said motice is
served. . . . ;

By, ‘the Commissmn.‘ d1vismn 5~

[sEAL] “oih o GEORGE' B. McGn\mz .S'ecretary

N . T Tty o f

(F.R. Doc. 1546—F11ed,‘August3 1036; 2:47p. 1]

art

|
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‘
PN

Lo )

LA T L T

"~ ORDER

At a Session of the Interstate Commerce Commission, |.
Division .5, held at-its office in Washmgton, D. C., on the
24th day of July A. D. 1936. . N

[Docket No. BMC 81843] -

S

APPLICATION OF LEE SPRANKLE FOR AUTHORITY TO OPERATE as a
T Cormmér CARRIER )

4

In the Matter of the Applicatmn of Lee Sprankle,, an In-
_dividual, Dofrig* Business as’ Sprankle Trucking C'ompany,
gf 1660 Hayden' Avenue, East. Cieveland Ohio; 'for “a
ermit (Forni' BMC 1), Anthorizing Operahon as, a Con-
‘tract' Carrier” by “Motor Vehicle in the. Transportation of
Special - Commocﬁties in Interstate Cemmerce’ From - and

Bttivéen Points'in the States of‘Omo, New York IndJana,

Tllinois, Michigan, Pennsylvanis,’ Connecticut ard’ Massa- ‘

chusetts Over Irregular Rontes.» 7 . -

“It appeqrmg, 'I'hat the above entltled Jnat er ds one Whlch
the CommiSsion is authonzed by the Mo or Carrier Act,
1935, 15 ; xefer to ah examiner' : ‘.‘,, -

It is ordered,,,That .the above-entxtled matter be ‘and it
18 hereby, referrsd 4o Evammer A E. Later for fhearmg and
for the recommendation of an appropnate ,order thereon,
to be,accompanied by, the reasons therefor; , , .. -

It is Jurt f]Ler orﬂered That tms matter be, set down for
hearing be ore Examxner A. E.. Later on. the 20th day of
Atgust A. D. 1936, at™9 é'clock’a. m. (standard time) _at the
Fort Shelby Hotel, Detroit, Mich.; .

It is furtﬁer ordered That notxce»of this proceedmg be
du]y given:

And it is further ordered,-That any-party desiring to be
notified of any: change.in-the time.or,place of-ihe-said
hearing (at his qwn expense if. telegraph:c notice becomes
necessary) shali advise the. Bureau of Motor-Carriers of
the Commission,, Washmgton, D. C.,to that effect by .notice
which must réach ‘the said Bureau within 10 .days: from-the
date of service hereof.and that the date of ‘mailing of this
notice shall be considered as: the t1me when .said notme is
served - ; .

By the Commlssmn, d1v1510n 5. -

[smr] CA GEORGE B. Mch'rY Secretary
[F. R Doc, 154'7—Filed Augusta 1936 2 47p m.].

—- ©

|
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~ ORDER

“Af a ‘é'essmnq of then Interstate Commerce Cominission,
Division 5, held at its office in Washington. D, C., on the
24th day of July A.D. 1936. ‘

i X [Docket No. BMO 81843] '

APPLICATION OF LEE_ SPRANKLE FOR AUTHOQRITY Ta OPERATE AS
A CoNTRACT CARRIER

In the Matter of the Application of Lee Sprankle, an In-
- dividual, Doing Business as Sprankle Trucking Company,
of 1660 Hayden Avenue, East Cleveland, Ohio, for'; ) Permit,
(Form BMC 10), to Extend Its Present ‘Operation Filed on
Form BMC 1, Authorizing Operation as a Contrdet Carrler
by Motor Vehicle in ‘the ' Transportation 6f Commodities
Generally,’ in Interstate Commerce From and 'Between
Points in the States of Ohid, Connecticut, Hiinois, Indiana,
‘Massachusetts, Michigan,* ' New York, ahd Pennsylvania,
Over Irregular Route

It appearmg, That the above-entitled matter is ohe which

| the Commission i5 authoxized by the Motor Caxrier Act, 1935,

‘to refer to an examiner: . §

It is ordered, That the above-entitled matter be, and it 18
hereby, referredito- Examiner A. E, Latér for hearing and for
thevrecommendation of an appropriate order théteon, to be
accompanied by the réasons therefor; - S e

. It is further orderéd, That this matter be set down for hear-
ing before Examiner A. E.'Later, on the 20th day of August
A, D. 1936, at 9 o’clock a. m. (standa.rd time) 'at the Fort
Shelby. Hotel,” ‘Detroit, Mich.;

It is'further ordered That notice of thxs proceeding Be tiuly
‘given;

"And ‘it -is- furthet ordered, That any party desiriag to be

gt

.| notified of any’change in the time or place of ‘the ¥aid hear-

'ing (at his own expense 'if' telegraphic notice becomes néces-
safy) shall advise the Buresu of Motot Carriers of t e Com-
mission, Washington, D. C.,"to' that effect by notite which
must reach the said Bureau within 10 days from the date of
sefvice hereof- and that'the date of mailing of ‘this' notice
shall be considered as the ‘time when 'said notice is" served.
. 'By the Commssion, division 5.

[SEAI.] e , GEORGE B. MchrY. Secrctary
" [F.R.Doc. 1548 Fifed, August 3, 1938 a: 47p,m]

N Vo

[Fourth Section Applicatlon No 16450]
anmc PAPER FroM DALLAS, 'I'ms, 70 OHIO Rrvzn CROSSINGS

A L Audusr:! 1936.,
The Commrssion is in receipb -of the above-entitled and
numbered application for relief from- the Jlong-and-short-

haul provision of section 4(1) of the Interstate Commerce
Act,-

Filed by: P. A. Leland, Agent. ’ '

- Commodity involved: Paper, building or sheathing, not kat-
- urated, carloads; minimum weight 36,000 pounds.
From: Dallas, Texas.

To: Calro, Ill., Paducah, Ky., Evansville, Ind,, Henderson, Ky,
Louisville, Ky, Cinclnnati 0., Newport and Covington, Ky.
Grounds for reliet darrler and market competition.

Any interested party desiring the Commission to hold &
hearing-upon such application shall request the Commission
in writing so fo do within 15 days from the date of this
notice; otherwise the Commission may proceed.to investigate
and determine the matters involved in such application with-
out further or formal hearing. .

By the Commission, division 2.
- Isean} s GEORCE B. MCGINTY, Secretarz/
[P. R Doc. 1549-—-1“11ed. August 3, 1936; 2:48 pim 1
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SECURITIES AND EXCHANGE COMMISSION.

Umted States of Amencw—Before the Securities
and Ezchange Comimission

At a regular session of the Securities and Exchange Com-
mission held at its office in the City of Washington, D. C., on
the 3rd day of Augusb A. D, 1936.

P [Filed on July 17, 1936]

I m MATTER OF H. P. BOWEN OFFERING SHEET OF A ROYALTY
INTEREST IN CARTER-ATEINSON FARNI

ORDER 'mxnmm'zme PROCEEDING (UNDER RULE 340) THROUGH
: ALENDMENT

The Secuntxes a.nd Exchange Commission finding that the
amendment to the offering sheet which is the subject of this
proceedmg filed with the said Commission, is so far as neces-
sary in accordance with the suspension order previously
entered in this proceeding:

. It is ordered, that the amendment dated July 29, 1936, and
received at the office of the Commission on July 31, 1936, to
Division IT of the said offering sheet be effective as of July 31,
1936; and -

-Iis further ordered, that; the Suspension Order, Order for
Hearing, and: Order Designating 2 Trial Examiner entered in
this proceeding on the 23rd day of July 1936 be, and the same
hereby are, revoked and the said. proceedings terminated.

B¥ the Commission.

[sear} Francrs P. Brassor, Secretary.

[F.R.Doc. 1661—Filed, August 4, 1936; 12:49 p.m.]

Umted States of America—Before the Securities
and Ezxchange Commission

At a regular session of the Securities and Exchange Com-
mission held at its office in the City of Washington, D. C., on
the 3rd day of August A. D. 1936.

L _ [Filed on July 20, 1936]

In THE MATTBR OF A. BﬁN,_CHADWEI.I., OFFERING SHENT OF A
RoYALTY INTEREST IV PHILLIPS-LIBERTY LEASE

ORDER- JI‘ERI\HNATD‘IG PROCEEDINGS (UNDER RULE 340) BY
‘WITHDRAWAL

- The Securities and Exchange Commission finding that the
offeror has by. letter dated July 30, 1936, received by the Com-
mission August 1, 1936, advised that he has not sold any of
the -interests covered by the said offering sheet and has
requested: that the said offering sheet be withdrawn;

It is ordered, that the request for withdrawal be and the
same is hereby granted and that the Suspension Order,
Order for Hearing, and Order Designating a Trial Examiner
heretofore entered in this proceeding on the 25th day of
July 1936 be and the same are hereby revoked and the
sald proceedmg termmated.

"By the Commission.

[sEaL] " Francis P. BRASSOR, Secretary.

{¥:R. Doc. 1563—Filed, August 4, 1936; 12:50 p.m.]

Umted States of America—Before the Securities
-7 “and Ezchange Commission

_At a regular session of the Securities and Exchange Com-
mission held at its office in the City of Washington, D. C.,
on the 3rd day of August A. D. 1936.

963

{Filed on July 17, 1836}

Ir7 THE DIATTER OF G. E.FI1sgEnR OFFERRIG SHEET OF A ROYALTY
INTEREST T Maves Parnx

ORDER TERMINATRIG PﬂOCZEDﬁIGS (URDER RULE 340) BY
TITHEDRATAL

The Securities and Eschange Commission finding that
the offeror has by letter dated July 29, 1936, received by the
Commission on July 31, 1936, advised that he has not sold
any of the interests covered by the sald offering sheef and
has requested that the sald offering sheet bz withdrawn;

It is ordered, that the request for withdrawal be and the
same is hereby granted and that the Suspension Order, Oxder
{for Hearinz and Order Dazitmating a Trial Examiner hereto-
fore entered in this proceeding on the 23rd day of July 1936
be and the same are hereby revoked and the said proceeding
terminated.

By the Commission.

[sEAL] Fnancis P. Brassog, Secrefary.
{F. R. Dac. 1559—Flled, August 4, 1936; 12:49 p. m.]

United States of Amcrica—Before the Secuntzes
and Exchange Commission -

At a regular session of the Szeurities and Exchange Com-
mission,. held at its ofilce in the City of Washington, D. C.,
on the 3d day of August A, D, 1936. -

[File No. 2-21G3}
Irr THE MATTER OF GrREAT DIt Gorp MniEs, Jrc.
STOP ORDER

‘This matter coming on to be heard by the Commissmn on
the registration statement of Great Dike Gold Mines, Inc.,”
111 Sutter Street, San Francicco, California, after confirmed
telegraphic notice by the Commission te said registrant
that it appears that sald registration statement confains
untrue statements of material facts and fails ta state mate-
rial facts required to be stated therein and fails to state ma-
terial facts necessary to malie the statements therein not
misleading, and upon the evidence received upon the alleza~
tions made in the notice of hearing duly served by the
Commission on sald registrant, and the Commission having
duly considered the matter, and findinz that said registra-
tion statement contains untrue statements of material faets
and omits to state material facts required to be stated and
material facts necessary to make statements mades not mis-
leading, all as more Iully set forth in the Commission’s Find-
ings of Fact and Opinion in this matter this day issued, and
being now fully advised in the premises,

It is ordered, pursuant to Section 8 of the Securities Act of

1933, as amended, that the effectiveness of the rezistration

statement filed by Great Dike Gold Mines, Inc., 111 Sutter
Street, San Francisco, California, be and the same hereby is
suspended.

By direction of the Commission.

[gear] Fparcrs P, Brasson, Secrefary.

[F. R. Dag, 1656—TFiled, Auzust 4, 1936; 12:48 p.m.]

United States of America—Before the Securztzes
and, Exchange Commission

At a rerfular scssion of the Securities and Exchange Com-~
mission held at its office in the City of Washington, D. C., en
the 3rd day of August A. D. 1936.

Irr THE DMATTEGR OF AMERICAN INATIONAL BROKERAGE COMPANY
OFFERING SHEET OF A ROYALTY INTEREST I PORE-SWaADT
Fanst

SUSPEINSION ORDER, ONDER FOR HEARING (UNDER RULE 340 (A))
AVD ORDER DESIGIATRIG A TRIAY, EXAMMNER

The Securitles and Exchange Commission, having reason-
able grounds to believe, and therefore alleging, that the offer-



964

ing sheet filed by American National Brokerage Company on

the 27th.day of July 1936, covering a certain. royalty interest -

in the property described therein as Pure-Swain Farm is in-
:omptlel;e or maccurate m the following material respects,
o wit:

1. In that Item 1, Division It is‘iniScalculated or rmisstated.

2. In that Item16:(a), Division II, has not given the pro-
duction for twelve months and s omitted schedule of per-
centage of water’ with. production.’'. . N

3. In that schedule as to monthly-figures have been omitted
in answer to Iteém'16 (c) and.16 (d), Division II.'.

4, Inthat Item.20, Division II, above the signature;indicates
the filing is.-only-on behalf of others than the offeror.: .

5. In that Exhibit AThas been: omitted from the filing. .-

- It 'is 'ofdered, 'pursuant to ‘Rule. 340 (a) - of the Commis-

sion's. General Rules:and Regulations under: the Séeurities:
Act of 1933, as amended, that the effectiveness of ‘the filing
of said offering sheet be, and the same hereby: is, suspended
until the 31st day of. Augusl-1936; that an opportunity for
hearing be given to the said American Natronal Brokerage
Company for the putpose of' détermining-the material com-
pleteness or accuracy of_the said offering sheet in the re-
spects in which it is herein alleged to be incomplete or in-
accurate, and- whefher the said order of suspension’should
be revoked or continued;.and - uiue o i

_It is further ordered, that Charles S. Lobmgier, an, officer
of- the‘ Cqumsglon pe, e;ﬁereby is,. des1gnated as al(
Examiner to preside’ at s;uch1 hearmg, tg adjoum “tHé saxd;
hearing from time to tlme, to gdminister oaths and affirma-
tions, subpoeng witnesses;, compel their attendance, take
evidence, consider any amendments to such;offering; sheet

[

as may be filed prior to the conclusmn of the hearing, and I

require the production of any book5‘ papers, correspondence,
memorandg, ‘or: other-récords-deemed ‘relevant. or material
to"the inquiry, and to:perform: dil dther dutxes;mr connectlon:
therewith -authorized: by'lawpand. = SR S I AP DE
"It is furtherordered, that th& takmg of tesnmony in tms
proceeding begin on the 18th:day :of:Angust:1936,.7at:10:00°
o'clock in ‘the forenocon of that -daynat the .office-of: the:
Securities-and Excliange Commission, 18th Street and Penn~
sylvanis Avenue,.Washington, D. C., and continue thereafter:|!
at such times and pldces as said officer may designate.
Upon the completion of testimonyin-this matter the officer
is ‘directed to close.the hea.rmg- and make h.'lS report: to the
Commission... b L5
By the Commission.
[sEAL] berit o

PR ln 0
[F. R DOO:‘1556—§‘11ed, Aug-ust4 1936. 12 48p m.]

[N . ' D -

y B " o i . - i
HE :
mecrs P BRASSOR, Secretary

),‘,'11?' LTy o
,“" [y [ R (!
Unzted States’ of JAmerzca—Before the Securztzes
and Ea:change Commzsszdn

At a regular session of the Secunties and Exchange Com-~
mission held at ifs office in the City of Washington D.C,on
the 3rd day of August A, D. 1936.., . . arie

IN THE MATTER OF CONTINENTAL INVESTMENT CORPORATION
OFFERING SHEET, OF A ROYALTY INTEREST IN TEXAS COOPER
FARM

SUSPENSION ORDER, ORDER FOR HEARING (UNDER RULE 340 (4)),
. AND ORDER DESIGNATING A TRIAL EXAMINER .

The Securities and Exchange Coiminission, having reason-
able grounds to believe, and therefore alleging, that the offer-
ing sheet filed by Continental Investment Corporation on the
27th day of July 1936, covering a certain royalty interest in
the property described therein as Texas Cooper Farm is in-
complete ‘or maccurate m the followmg matenal respects
to wit:

1. In that a statement preceding Item 12, Dmsmn II, that
“no representation is made”, etc., is-believed misleading in
view of the representation on Exhibit A of -drilling wells on
the tract descnbed and that adsommgjﬁ

2. In that Exhibit A and
in' confiict, =

3G

.....
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It is ordered, pursuant to Rule 340 (a) of the Commig«
sion’s General Rules and Regulations under the Securities Act
of 1933, as amended, that the effectiveness of the filing of
said offering sheet be, and the same hereby is, suspended
until the 31st day of August 1936; that an opportunity for
hearingbe given to the.said Continental Investment Cor-
poration for the purpose of determining the materipl com-
pleteness or accuracy of the said offering sheet in the re-
spects in which it is herein alleged to be incomplete or inac-
curate, and whether. the said order of suspensloq. should bo
révoked or continued; and

It is further ordered, that Charles S. Lobingier, an officer
of the Commission,:be, and he hereby is, designated as Trial.
Examiner to preside at such hearing, to adjourn the said
hearing from time to time, to administer oaths and affirma-
tions, subpdena witnesses, 'compel their attendance, take évl-
'dende, consider any amendndents to such offering sheet'as may
be filed prior t6°the conclusion of the hearitg, nd require the
production of any books, papers, correspondence, methorandy,
or other records deemed relevant ot materidl to the inqufry,:
and to Perform all other duties in connection therewifh
authoriZed by law; and ' oty o

JIb is/further ordered, that the taking of testimony ln thIS'
proceeding begin on the 18th day of August, 1936, at ¢:00
o’clock’in the forenoon of that day at the office of the Sceuri-
‘ties ‘and. Exchange Commission, 18th Street and Pennsylvania
Avenue,”Washington, D. C., and continue thereafter at such
timeés and.places as said officer may designate.

Upon the completion of testimony in this miatter the ofﬁcer
is directed to close the hearing and make his report[ to the
Commission.

By the Commission. - oy

. [sEanl Francis P, Brassor, Secretary.

[¥. R. Doc. 1557—F1iled, August-4, 1936; 12:48 p. m.]

United States of .America—Before the Securztzes
and Ezchange Commission

,At ) regular session. of the Securities and Exchange Com-
‘mission held at its office in the City of Washington, D. €., on’
the 3rd day of August A. D. 1936.

IN THE MATTER OF JAMES M. Jonnsou OFFERING SHEET OF A
-ROYALTY = INTEREST IN BRITISH-AMERICAN Am‘A VIsTa
BurnHAM LEASE ' .

-| SUSPENSION ORDER, ORDER'FOR HEARING (UNDER RULE 340(A)),

AND ORDER DESIGNATING A TRIAL EXAMINER

. The Securities and Exchange Commission, having reason-
.able grounds to believé, arid thérefore alleging, -that thd
‘offering sheet filed by James M. Johnson on the 28th day of-
July 1936, covering o certain royalty ihterest in the progerty
described- therein-as British-American Alta Vista-Burnham:
Lease is incomplete or inaccurate in the following material
respects, to wit: -

1, In that the use oi a porosn;y factor of 32% ln comblna-
tion with.the other factors in Division IIT is believed to be
not supported by the best authority. '

2. In that no reasons have been given as a basis for the
assertion in Division IIT of the 10% additional, recovery
through migration, nor has consideration been glvetr to the
possible reduction of recovery because of migration.

3. In that no reasons are given in support of the belief of
a 70% recovery factor used in Division III.

4. In that the estimate of ultimate recovery per acre-foot
in Division III is not believed to be supported by the best
authority.

5. In that no consideration is given in Division III as to the
effect upon ultimate recovery of .oil of the loss of reservoir
pressure through eatlier withdrawal of oil and gas from the
field.

'6. In ‘that no consideration has been given in Dlvlslon 1
to the volumetric shrinkage due to the llbemtlon ot‘ 'gas in
solution.
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. . It is ordered, pursuant to Rule 340 (@) of the Commission’s
-General Rules and Regulations under the Securities Act of
1933, as amended, that the effectiveness of the filing of said
offering sheel be, -and the same hereby is, suspended until
the 31st day of August 1936; that an opportunity for hearing
be given to the said James M. Johnson for the purpose of
determining the material completeness or accuracy of the
said offering sheet in the respects in which it is herein al-
leged to be incomplete or inaccurate, and whether the said
order of suspension should be revoked or continued; and

. It is further ordered, that Charles S. Lobingier, an officer
of the Commission be, and he hereby is, designated as Trial
Examiner to preside at such hearing, to adjourn the said
hearing from time to time, to administer oaths and affirma-
tions, subpoena witnesses, compel their attendance, take
evidence, consider any amendments to such offering sheet as
may be filed prior to the conclusion of the hearing, and
require the production of any books, papers, correspondence,
memoranda, or other records deemed relevant or material to
-the inquiry, and to perform all other duties in connection
therewith authorized by law; and

It is furthered ordered, that the taking of testimony in
this proceeding begin on the 18th day of August 1936, at 11
-o’clock in .the forencon of that day at the office of the
Securities and Exchange Commission, 19th Street and Penn-
sylvania, Avenue, Washington, D. C. and continue there-
after at such times and places as said officer may designate.

Upon -the completion of testimony in this matter the
officer is directed to close the hearing and make his report
to the. Commission.

By the Commission.

[seaL] ) Francis P. BRrassor, Secretary.

[F.R. Doc. 1558—Filed, August 4, 1936; 12:49 p.m.]

United Slales of America—Before the Securities
and Ezchange Commission

At a regular session of the Securities and Exchange Com-
mission held at its office in the City of Washington, D. C., on
the 3rd day of August A. D. 1936.

In vHE MATTER OF DIoN A. KITsos OFFERING SHEET OF A
‘WORKING INTEREST IN SEALY-BURKE No. 2 FARLt

SUSPENSION ORDER, ORDER FOR EEARING (UNDER RULE 340 (A))
- AND ORDER DESIGNATING A TRIAL, EXALTINER

‘The Securities and Exchange Commission, having reason-
able grounds to believe, and therefore alleging, that the offer-
ing sheet filed by Dion A. Xitsos on the 27th day of July
1936, covering a certain working interest in the property de-
sceribed therein as Sealy-Burke No. 2 Farm is incomplete or
inaccurate in the following material respects, to wit:

1. In that the clause “or disapproved” is omitted from
paragraph 2, Division I.

2. In that Plat is dated July 25, 1935, and omits legend.

3. In that the date indicated in paragraph 7, Division I, is
"miscalculated.

" 4. In that Item 27, Division II, is indefinite and obscure.
5.-In~that Item 10, Division IT, has omitted names required.

6. In that Item 11, Division II, has omitted the test
required.

7. In that Wells described in Item 11, Division IT, cannot
be located on the Plat map.

8. In that Item 12, Division I, refers to so-called reports of
named geologists which are not as complete nor in the form
required by the Rules and Regulations.

9. In that Item 16 (b), Division II, includes an erroneous
quotation.

10. In that Item 23 (a), Division II, is not responsive to
the question.

11. In that Item 25, Division II, is in conflict with Item
16 (b), Division II. .

12, In that Item 28, Division II, is not the correct form for
this offering sheet and the signature varies.
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13. In that the geologists’ reports attached are neither
sirmed nor marked as exhibits (see also ground 8 ante).

14. In that Item 11, Division I, iIs not answered.

It iIs ordered, pursuant to Rule 340 (2) of the Commis-
slon's General Rules and Regulations under the Securities
Act of 1933, as amended, that the effectiveness of the filing
of said offering shest bz, and the same hereby is, suspended
until the 2nd day of Saptemh*r 1936; that an opportunity
for hearing be given to the said Dion A. Kitsos for the
purpose of determining the maferial completeness or accu-
racy of the said ofiering sheef in the respects in which it is
herein clleged to be incomplete or inaccurate, and whether
the sald order of suspension should bz revoked or continued;
and

It is further ordered, that Charles S. Lobingier, an officer
of the Commission be, and he hereby is, designated as Trial
Exominer to preside at such hearing, to adjourn the said
hearing from time to time, to administer oaths and affirma-
tions, subpoena witnezses, compel their atfendance, take
evidence, consider any amendments fo such offering sheeb
as moy be filed prior to the conclusion of the hearing, and
require the production of any books, papars, correspondence,
memoranda, or other records deemed relevant or material to
the inquiry, and to perform all other dutles in connection
therewith authorized by law; and

It is further ordered, that the taking of testimony in this
proceeding begin on the 18th day of August 1936, at 1:00
o'clock in the afternoon of that day at the office of the
Securities and Exchance Commission, 18th Street and Penn-
sylvania Avenue, Washinzton, D. C., and continue thereafter
at such times and places as said officer may designate.

Upon the completion of testimony in this matter thz oficer
is directed to close the hearing and make his report fo the
Commission.

By the Commission.

[seanl Frarcrs P. Brasson, Secretary.

[F.R.Doe. 1662-Filed, August 4, 1936; 12:50 p.m.}

United States of Amsrica—Before the Securities
and Lzchange Commission

At g regular session of the Szcurities and Exchange Com-
mission held at its ofiice in the City of Washington, D. C., on
the 3rd day of Aurust A. D. 1936.

Irt THE MATIER oF H. B. Sears, OFFERDIG SHEET OF A ROYALTY
IrrzenesT 7 Bunriss B Faree

SUSPEXNSION ORDER, ORDER FOR HEARING (UNDER RULE 340(4)) AND
ORDER DESIGNATING A TRIAL EXALTINER

The Securities and Exchange Commission, having reason-
able grounds to balicve, and therefore alleging, that the offer-
ing sheet filed by H. B. Sears on the 28th day of July 1336,
covering a certain royalty interest in the property described
therein as Burriss B Farm is incomplete or inaccurate in the
following material respects, to wit:

1. In that Item 16, Division IT, omifs the actual production
for June 1936.

2. In that Item 13, Division II, includes the Bromide in
the Wilcox Series and concludes 2 combined formation of
200 to 300 feet of 50¢5 caturation exists contrary fo known
facts.

It is ordered, pursuant to Rule 340 (a) of the Commis-
sion’s General Rules and Rezulations under the Securities
Act of 1933, as amended, that the effectiveness of the filing
of said offering sheet be, and the same hereby is, suspended
until the 2nd day of September 1936, that an opportunity for
hearing be given to the said H. B. Szars for the purpose of
determinin~y the material completeness or accuracy of the
sald offering sheet in the respects in which it is herein
alleged to be incomplete or inaccurafe, and whether the said
order of suspension should be revoked or continued; and

It is further ordered, that Charles S. Lobingier, an officer
of the Commission be, and he hereby is, designated as Trial
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Examiner to preside at such hearing, to adjourn the said
hearing from time to time, to administer oaths and affirma-
tion, subpoena witnesses, compel' théir attendaince, take evi-
dence, consider any amendments.to such offering sheet as
may be filed prior to the conclusion of the-hearing, and re-
quire the production- of any books, papers, correspondence,
memoranda, or other records deemed relevant or material:to
the inquiry, and to perform all other dities in connectlon
therewith authorized by law; and °

It is further ordered, fhat the faking of testxmony in this
proceeding begin on-the 18th day of August 1936, at .2:00
o'clock in the afternoon of that day at the office of the Se-
curities and Exchange Commission, 18th'Street and Pennsyl-
vania Avenue, Washington, D. C., and continue thereafter

-at such'times and places as said officer may designate.

TUpon the completion of testimony in this matter the offi-
cer is directed to close the hea,rmg and make his report to
the Commission. '

By the Comm1ssmn. . : E

[sEavL] 'Francrs P. BRASSOR, Secretary

[F. R. Doe. 1560—Fned August 4, 1936; 12:49 p. o]

Thursday, August 6, 1936 No. 104

TREASURY DEPABTMENT,
Bureau of Customs.
T [T D. 48461]

CustoMS REGULATIONS AMENDED—MANUFACTURDIG ‘WARE-
HOUSES, SHIPMENTS: OF DISTILLED SPIRITS AND' WINES TO
PuERTO R1CO THEREFROM

TO PERMIT DISTILLED SPIRITS AND WINES TO BE RECIIFIED IN
BONDED MANUFACTURING WAREHOUSES, AND TO PERMIT DIS-
TILLED SPIRITS TO BE REDUCED IN PROOF AND BOTTLED IN SUCH
WAREHOUSES, FOR EXPORTATION TO A FOREIGN COUNTRY OR FOR
SHIPMENT TO PUERTO RICO

To Collectors of Customs and Others Goncerned:

Pursuant to the authority confained in Section 251, Re-
vised Statutes (U. S. C,, title 19, se¢. 66) ; Section 311, Tariff
Act of 1930 (U. 8. c. tltle 19, sec. 1311) as amended by Sec-
tion 404, Title IV, of the Liquor Tax .Adnnmstratxon Act,
approved June 26, 1936 (Public, No. 815, 74th Congress) ; and
Sections 556 (U. S. C., title 19, sec. 1556) and 624 (U. S. C,,

title 19, sec. 1624) of the Tariff Act of 1930, Articles 256 |-

and 949 of the Customs Regulations of 1931. _axe hereby
amended as follows° )
Article 256 is amended by adding thereto the following:
(c) Section 404, Title IV, Liquor Tax Administration Act,
approved June 26, 1936, amends Section 311, Tariff. Act of
1930, by adding the following:

Distilled spirits and wines which are rectified in bonded manu-
facturing warehouses, clas$ six, and distilled spirits which  are
reduced in proof and bottled in such warehouses, shall be deemed
to have been manufactured within the meaning of this section,
and may be withdrawn as herelnbefore provided, and likewise for
shipment in bond to Puerto Rico, subject to the provisions of this
section, and uhder such regulations as the Secretary of the Treas-
ury may prescribe, there to be withdrawn for consumption or be
rewarehoused and subsequenily withdrawn for consumption:
Provided, That upon withdrawal in Puerto Rico for consumption,
the duties imposed by the customs laws of the United States shall
be collected on. all imported merchandise (in its condition as
imported) and imported containers used in the manufacture and
putting up of such spirits and wines in such warehouses: Pro-
vided further, That no internal-revenue tax shall be imposed on
distilled spirits and wines rectified in class six warehouses if such
distilled spirits and wines are exported or shipped in accordance
with the provisions of this section * *

(d) TUpon the withdrawal for shipment; to Puerto Rico of
spirits and wines so manufactured, the warehouse withdrawal
shall contain on the face thereof a statement of the kind
and quantity of all imported merchandise (in its condition
as imported) and imported containers used in the manufac-
ture and putting up of such spirits and wines. The duty

FEDERAL REGISTER, Thursday, August 6, 1936

assessed on the imported merchandise and containers so
used, and their classification and value, shall be shown on
the withdrawal, in accordance with Article 319, If no im-
ported merchandise or containers have been used, the ware-
house ' withdrawal shall contain an endorsement t6 that
eﬁecb

(e) The spirits and -wines shall be forwarded in accord-
ance with the general provisions of the regulations governing
the transportation of merchandise in bond (Chapter XVI).

Article 949 is amended by inserfing “—(a)” after the title
of the article and adding the following new paragraphs:

(b) Section 404, Title IV, Liquor Tax Administration Act,
approved June 26, 1936, amends Section 311, Tariff Act of
1930, by adding the following:

Distilled spirits and wines which are rectified in bonded manu-
facturing warehouses, class six, and distilled spiritd which are
reduced in proof and. bottled in such warehouses, shall bo deomed
to have been manufactured within the meaning of this section,
and may be withdrawn as herefnbefore ;grovided. and lkewliss for
shipment in bond to Puerto Rico, subject to the provisions of this
section, and under such regulations as thé Secretary of the Troas-
ury may prescribe, there to be withdrawn for consumption or he
rewarehoused and subsequently withdrawn for consumption: Pro-
vided, That upon withdrawal in Puerto Rico for consumption, the
dutfes imposed by the customs laws of the Unitéd States shall be
collected on all imported merchandise (in it condition as im-
ported) and imported containers used in the manufacture and
putting up of such spirits and wines in such warchouses: Provided
jurther, That no internal-revenue tax shall be imposed on distilled
spirits and wines rectified in class six warehouses if guch dls-
tilled spirits and wines are exported or shipped in accordance with
the provislons of this section *

(c) When such spirits and wines are withdrawn for ship-
ment to Puerto Rico, the procedure outlined in Article 256
() and (e) shall be followed.

[seaLl Frang Dow,
Acting Commissioner of Customs.
Approved, July 31, 1936.

‘WAYNE C. TAYLOR,
- Acting Secreiary of the Treasury.

[F.R. Doc; 1691—Filed, August 5, 1936; 12:39 p.m.]

|'T. D. 48462]

Cus'roMs REGULATIONS AMENDED——BOND—DEPOS]T ‘oF
**  'ESTIMATED DUTIES—PERMIT

ARTICLE 3097 (A) OF THE CUSTOMS REGULATIONS OI‘ 1031 RELATING
TO THE REQUIREMENT OF CONSUMPTION ENTRY BONDS, CUSTOMS
FORMS 7551, 71553, AMENDED

To Collectors of Customs and Others Concerned:

. Pursuant to the authority contained in sections 623 and 624,
Tariff Act of 1930 (U. S. C,, title 19, secs. 1623 and 1624),
Article 309 (a) of the Customs Regulations of 1931, is hereby
amended to read as follows:

When the importer desires the release from customs custody
of any part of the merchdndise before (1) the full amount of
dutles, including dumping or other special duties, and charges due
thereon has been ascertained by liquidation of the entry, (2) bo-
fore the right of such merchandise to admission into thé Unitdéd
States, or to entry free of duty or at a réduced rate, has been
determined by the proper officer, or (3) beforo any document
relating thereto required by law or regulations has beon furnished,
he shall file & bond ofi Customs Form 7561 or 7653 or other appro-
priate form, at the time of entry or prior to such roleasd. Such
a bond shall not be reqtiired, however, when all of the merchandise
in an importation has remained in customs custody until it has
been inspected, examined, and appraised, and has beoen found to
comply with the law and regtﬂatlons governing its admission into
the commerce of the United States, and until there have been
produced all documents for the production of which & bond is
required by law or regulations if not filed at time of entry.

[sEALl Frank Dow,
Acting Commtissioner of Customs.
Approved, August 1, 1936.
WaYNE C. TAYLOR,
Acting Secretary of the Treasury,

[F. R. Doc. 1592—Fliled, August 5, 1936; 12:39 p.m.]






